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Bharat Heavy Electricals Limited

Fabrication Stamping & Insulator Plant
Jagdishpur, Amethi — 227817 (U.P.)

MATERIAL MANAGEMENT
Notice Inviting Tender

Tender Enquiry No: TE-190

Dtd: 09.10.2026

E-Tenders are invited in Two Part Bid System for Entering into Rate Contract for Supply of Casings

for VALVE OUTLET (with and without STUB 26” and 28”), VALVE ADAPTER 26” and 28",

VALVE OUTLET SPOOL 26” and 28”, Casing for Transition Pieces and Ventury Vanes as per

BHEL’s Drawings. Specifications etc valid for 01(one) year.

(1) General:
1. The tender will be under two-part bid system (PQR cum Techno-commercial & Price-bid). Pre-
Qualifying Requirement (PQR) is following:

of fabricated items.

SI No Criteria Supporting document
Certificate of incorporation/ Article of
Association/ MSME/UDY AM or any other
1 Bidder should be Steel fabricator/ manufacturer |certificate issued by Gol.

Alternatively, any other document in public
domain viz. Annual report can also be
considered.

Bidder should have following machines at their
workshop:

i. Lathe Machine.

ii. Welding Machine

a) It is mandatory for bidder to have all the
specified machines in their own workshop.
Vendor to submit “Self-declaration” with
major specifications of the machines viz.
size, weight handling capacities etc.

Lakhs)

2 iii. Rolling Machine b) BHEL reserves the right to verify the
iv. Drilling machines information provided. Bidder to arrange for a
v. Plate Cutting Machine verification with onsite visit or video calling.
(like Pug cutting, Flame cutting etc.). All expenses for visit for BHEL personnel
shall be borne by BHEL.
Average Annual Financial Turnover during theja) Turnover certificate issued by CA having
last three financial years ending March’2026 must{UDIN no.
not be less than as per below table for Group 1,2|OR
& 3 respectively. In case audited balance sheet|b) Audited balance sheet
for FY26 is not available, last three (03) years
balance sheets will be considered for evaluation.
Group-1 [Note: For the suppliers who quote for more
S.No. | ITEM Average  [than one group, the Average Annual
; Fﬁ‘”a”n‘i?; Financial Turnover shall be calculated after|

Turnover (Rs. [taking the sum of all the quoted items.

1 CASING VALVE OUTLET 26" WITHOUT 6.29
STUB

2 CASING VALVE OUTLET 26" WITH 6.48
STUB

3 CASING VALVE ADAPTER 26" 2.82

4 CASING VALVE OUTLET SPOOL 26" 3.53

5 CASING VALVE OUTLET 28" WITHOUT 6.74

STUB
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Bharat Heavy Electricals Limited

Fabrication Stamping & Insulator Plant
Jagdishpur, Amethi — 227817 (U.P.)

MATERIAL MANAGEMENT
Notice Inviting Tender

6 CASING VALVE OUTLET 28" WITH 6.9
STUB

7 CASING VALVE ADAPTER 28" 3.08
8 CASING VALVE OUTLET SPOOL 28" 4.26
Total----Group-1 40.1

Group-2
1 | CASING FOR TRANSITION PIECE 6.07

Group-3
3.02

1 | CASING FOR VENTURY VANES

Bidder should have supplied MS fabrication item|
using multiple plates by operation including
cutting, rolling, machining, welding, etc.in the
past 05(Five) Years (From the last date of
previous month of tender submission)

a) Copy of relevant Purchase Orders

b) Copy of Delivery Challan/ Invoice Copy
c) Bidder to submit complete contact details
of the customer including name, e-mail id,
telephone no.

d) Bidder may be required to facilitate visit
of BHEL team to customer’s works if
required. All expenses of BHEL personnel
for such a visit shall be borne by BHEL

i) Bidder should have a minimum capacity to
fabricate 5 MT/month for Group 1, 2 MT/month
for Group 2 and 1.25 MT/month for Group 3.

ii) Vendor shall intimate only such capacity that
can be provided to BHEL FSIP Jagdishpur
against orders for this tender and not their total
capacity to supply per month.

(ii1) Capacity implies vendor's ability to supply
such quantities of items meeting the quality
requirements and delivery schedules.

a) Vendor to submit “Self-declaration”
Certificate for their monthly capacity.

b) BHEL reserves the right to verify the
information provided. Bidder to arrange for a
verification with onsite visit or video

calling. All expenses for visit for BHEL
personnel shall be borne by BHEL.

Welding Qualification — Bidder shall have
suitably qualified welders for the welding
processes involved and an applicable WPS
supported by PQR for the relevant welding
[process, material and thickness range.

a) Valid WQT/WPQ certificates of proposed
welders and applicable WPS & PQR, to be
submitted along with the tender for
verification

b) BHEL reserves the right to verify the
information provided. Bidder to arrange for a
verification with onsite visit or video calling.
All expenses for visit for BHEL personnel
shall be

borne by BHEL. onsite visit or video calling.
All expenses for visit for BHEL personnel

shall be borne by BHEL.

*For Start-up: The benefits to start-ups will be extended as per the extant of Government Guideline for start-
up without any relaxation in quality standards or technical parameters. Start Ups for availing
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Fabrication Stamping & Insulator Plant
Jagdishpur, Amethi — 227817 (U.P.)

MATERIAL MANAGEMENT
Notice Inviting Tender

benefits/recognition of Start-up, shall be required to submit Start Up certificate issued by DPIIT GOVT. OF
INDIA. For recognized start-ups, turnover requirements are relaxed for point no. 3 of PQR (i.e. exempted).

In case of startup bidders, they should have supplied MS fabrication item using multiple plates by operation
including cutting, rolling, machining, welding, etc in past 01(One) Year or more (From the last date of previous
month of tender submission). Bidders should submit documents as explained in point no.4 of Pre-Qualifying
Requirement.

2. Mode of Submission of offer: Being e-tender, offer will be submitted online through e-tender

portal: https://eprocurebhel.co.in/nicgep/app

Important dates are given below:

EVENT SCHEDULE

Date : 19.10.2026
Time : 12:00 hrs (IST)

Date : 19.10.2026
Time : 15:30 hrs (IST)

Last Date & Time for receipt of tender

Tender opening date & Time (Part I)

3. In case of any difficulty faced while registering on BHEL’s e-Procurement portal developed by
NIC, queries may be addressed to 0120-4001002, 0120-4001005 and 0120-6277787; email:
support-eproc@nic.in. These details are also available on ‘Contact Us’ page of the portal

4. Offer to be submitted only on e-procurement portal. Hard copy/email offer is not required to be
submitted to BHEL-FSIP. Any offer received in Hard copy/Email shall not be accepted and
straightway rejected by BHEL-FSIP

5. The offer shall be submitted as per the instructions of tender documents and as detailed in this NIT.
Non acceptance of any term may lead to rejection of quotation.

6. This tender is for Rate contract and shall be valid for 01 (One) year from date of finalization
of tender. BHEL shall release individual POs within validity of rate contract for supply of M S
Casings.

7. Drawings: The drawings provided with tender documents are for sample (for information of
bidders) only. Actual casing drawing shall be as per BHEL requirement and shall be shared along
with individual POs. Drawings of BHEL is a confidential information and it should be used only
for intended purpose. It should not be shared by vendors to any other parties.

8. Pre-dispatch Inspection: Inspection shall be done by BHEL before dispatch of material as per
Quality plan provided in technical specification. Supplier should also have online inspection facility
for inspecting the material online. Suppliers should give advance Notice (5 Days) prior to date of
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Fabrication Stamping & Insulator Plant
Jagdishpur, Amethi — 227817 (U.P.)

MATERIAL MANAGEMENT
Notice Inviting Tender

inspection. In case advance notice is not given, BHEL shall not be responsible for any delay in
inspection. Material Test Certificate is to be submitted along with supply. Supplier should have
online inspection facility for inspecting the material online.

9. Delivery time and terms: Within 45 days from date of individual PO. In case, ordering quantity
exceeds accepted monthly capacity, delivery date shall be extended on pro-rata basis; i.e. 45 Days +
Pro Rata days required to manufacture items exceeding as per accepted monthly capacity. The rates
quoted shall be on F.O.R. BHEL Stores basis without unloading charges.

10. Guarantee: Vendor to Guarantee for 2 Years against any manufacturing defect from date of
receipt of material at BHEL FSIP
11. Price Variation clause: -

The rates finalized will be subjected to price variation as per the PV formula indicated
below. Price variation computed in Rs/Kg will be applied for each of the item pro-rata.
Unit weight as indicated in BHEL drawing will be applicable for calculation and binding.

Calculation of unit rate in individual PO:

Unit rate= Drawing Weight* PV adjusted RC rate

PV Formula:

Price variation in Rs per Kg of casing wt = 1.0 (Difference in Plate Rate for 10
mm Thickness for Delhi Region) = 1.0 (Pi-Po)

Where: -
For Group-1
Pi: The Average rate of MS Plate of 10 mm for Delhi region of the previous month of

Placement of Order date published in JPC excluding GST and,

Po: JPC MS Plate 10 mm is the Delhi region for the 2nd Month of September- 2026 JPC
excluding GST i.e Rs 63.00 /Kg respectively

For Group-2

Pi: The Average rate of MS Plate of 6 mm for Delhi region of the previous month of
Placement of Order date published in JPC excluding GST and

Po-The Base Rate of MS Plate 6 mm is the Delhi region for the average for September-2026
JPC excluding GST i.e Rs 63.00 /Kg respectively
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Jagdishpur, Amethi — 227817 (U.P.)

MATERIAL MANAGEMENT
Notice Inviting Tender

For Group-3

Pi: The Average rate of MS Plate of 12 mm for Delhi region of the previous month of
Placement of Order date published in JPC excluding GST and

Po-The Base Rate of MS Plate 12 mm is the Delhi region for the average for September-2026
JPC excluding GST i.e Rs 63.50 /Kg respectively

Operation of PV Clause: -

a. Rate taken for PV calculation shall be exclusive of GST of rate of plate 10 mm/6mm/12 mm
at Delhi as applicable.

b. BHEL shall release PO after calculating rate per Kg as per above formula (Considering
average JPC price of of previous month e.g if PO is released in month of
October-26, Average JPC of Month of September-26 shall be taken.

c. Supplier does not need to submit PV bill.

d. PO shall be released in number of casings with corresponding drawing after calculation
of rates as mentioned above.

Basis for fixing indices/ Base rates:
Base of Data: Joint Plant Committee (JPC) constituted by Govt of India

Material Base: Rate of MS Plates of 10 mm/6 mm/12 mm respectively for group-1, Group-
2&Group-3 as published in "JPC" (Delhi Region) Rates.

The purpose of providing the base rate is for intended use of calculating PV only. The above is
Delhi price. However, the vendor has to take into consideration the steel availability rate at
their place, difference in rates if any & other related expenditure is in supplier’s account. No
claim on account of purchase of steel at different rate than indicated in JPC will be entertained
by BHEL during finalization or execution of contract. The drawing weight given in BHEL
drawings shall be final and binding.

()  Item Description and Scope of Supply:
Group-1
SI No | Item Qty (MT)
1 CASING VALVE OUTLET 26" WITHOUT STUB 17.00
2 CASING VALVE OUTLET 26" WITH STUB 17.26
3 CASING VALVE ADAPTER 26" 6.50
4 CASING VALVE OUTLET SPOOL 26" 8.67
5 CASING VALVE OUTLET 28" WITHOUT STUB 18.19
6 CASING VALVE OUTLET 28" WITH STUB 18.54
7 CASING VALVE ADAPTER 28" 6.72
8 CASING VALVE OUTLET SPOOL 28" 10.02
Total 103
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Fabrication Stamping & Insulator Plant
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MATERIAL MANAGEMENT
Notice Inviting Tender

Bharat Heavy Electricals Limited
affr

Group-2
SI No | Item Qty (MT)
1 CASING FOR TRANSITION PIECE 24.00
Group-3
SI No | Item Qty (MT)
1 CASING FOR VENTURY VANES 15.00

Quantity variation +25% is allowed. The above quantities are based on BHEL market projection. This
may change based on BHEL order book and market projection. BHEL is not bound to release the
POs of full quantity.

Evaluation criteria: -Evaluation Criteria: Group- wise. Bidders quoting for group-1 has to
mandatorily quote for all items of Group-1 otherwise offer shall be rejected.

()  Attachment to Tender Enquiry:

SI. No. | Description Annexure/Enclosure
1 General Terms & Conditions [ GTC] Enclosed
2 Special terms and Conditions [STC] Enclosed
3 Reference Drawings Enclosed
4 Technical Documents Enclosed
5 Quality Plan & Identification Marking Enclosed
6 Integrity Pact Enclosed

(IV) Contact person details:
Amit Kumar Pandey

Engineer -MM

Phone: 05361 224126/ 7052114433
E-mail: pandeyak(@bhel.in
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ﬂ”fl SPECIAL TERMS AND CONDITIONS OF ENQUIRY (TE -190 dated 09.10.2026)

Sl. | Description
No.
1 | Test Certificate
Supplier shall have to submit Material Test Certificate along with supply.
2 | Product Requirement
a) The supplier shall supply the items strictly as per the drawings, specifications, and Quality Plan issued with the respective
Purchase Order (PO). Reference drawings and specifications are attached with the tender.
b) The supplier shall ensure that all required tests and reports as per the Quality Plan/Technical Specifications are carried out
and submitted. All costs associated with such tests, inspections, reports, etc. shall be in the supplier’s scope
c) The items shall be supplied in properly packed and protected condition to ensure safe transportation and delivery without
any transit damage including paint. Any damage due to inadequate packing shall be the supplier’s responsibility
3 DISTRIBUTION/SPLITTING OF THE WORK:

Distribution Table

There is Item Wise distribution as below

No of Techno-
commercially Distributed Proportion Remarks
Qualified among/Between P
Bidders
3 2 60:40 If Counter offer accepted by 1 Bidder (Other than L-1)
1 100 Non Acceptance of Counter offer by any bidder

* In case of only two qualified responses, distribution shall be as per BHEL discretion.

Distribution shall be among N-1 (N minus One) bidders. In case of only two qualified bidders distribution shall be as per
BHEL discretion.

If any bidder does not accept the L1 rate, the counter-offer will be extended to the next bidder in line. For example, if L2
does not accept the rates, the counter-offer will be made to L3. If L3 accepts, they will be treated as L2 for load
distribution purposes, and the work distribution will be made accordingly (L3 will now receive 40% of the work).

This process will continue until desired number of bidders accept the rate.

If the desired number of bidders are not willing to accept the finalized L1 rates after the counter-offer process, then BHEL
will reserves right to retender the unallocated quantity.

In case of only two qualified responses, distribution among two bidders shall be as per BHEL discretion.
There may be variation of +25 % in allotment of work due to drawing weight of assemblies.

During execution, if the performance of contractor is not up to the mark in respect of delivery / quality performance /
quoted capacity of the bidder, BHEL reserves the right to either reduce further loading or stop loading till the execution
of overdue orders. In such cases the balance allocated full or part quantity of the defaulting vendors may at the
discretion of the BHEL be re-distributed to other performing and willing contractors of the rate contract. BHEL Decision in
this regard shall be final and binding on the defaulting contractor.

The work allotment to the contractor shall be done only during the validity of Framework Agreement and respective
work orders shall be valid for execution of works till completion of the allotted Jobs.

The physical quantum of work mentioned in the tender is tentative only and BHEL does not guarantee for allotment of
jobs to the contractor for allocated/ awarded quantity during the contract period. Contractor shall not claim any type of
compensation due to non-allotment of full or partial quantity. Since this is weight-based items so maintaining exact
percentage may not be possible.

Page 1 BHEL JAGDISHPUR ANNEXURE-III




ﬂ”fl SPECIAL TERMS AND CONDITIONS OF ENQUIRY (TE -190 dated 09.10.2026)

MSE/MII preference in load distribution: MSE/MII preference is applicable as explained-

MSE purchase preference-

In compliance of MSE preference clause, the distribution of load amongst MSE bidders shall be in the
following manner:

1. MSE purchase preferences will apply only in case MSE bidder has quoted prices

within L1+15% & L1 is non-MSE bidder.

2. Distribution-

a. If none of the bidders who are selected to receive split portion of load is MSE, then lowest priced
bidder amongst MSE who accepts L1 prices will be provided 25% of the Load. Rest of the bidders
shall share balance 75% Load on pro-rata basis as per applicable distribution matrix above.

b. In case some MSE bidders are eligible for receiving the split portions of Load as per their bids
ranking & the total quantum to MSE bidders exceeds 25%, the splitting shall be as per applicable
distribution matrix.

c. In case some MSE bidders are eligible for receiving the split portions of Load as per their bids (Ln
ranking) & the total quantum to MSE bidders is less than 25%, then the MSE bidder’s quantum of
Load shall be increased in pro-rata manner so that the sum of all MSE bidder’s allocation is 25%. Rest
of the bidders shall share balance 75% Load on pro-rata basis as per applicable distribution matrix.

Ml purchase preference-

In compliance of PP-MII preference clause, the distribution of Load amongst class-1 local bidders
shall be in the following manner:

1. Distribution shall apply only in case MlI class-1 bidder has quoted prices within L1+20% & L1 is
class-2 bidder.

2. Distribution:

a. If none of the bidders who are selected to receive split portion of Load is class-1, then lowest
priced bidder amongst class-1, falling in preference margin. Rest of the bidders shall share balance 50
% Load on pro-rata basis as per applicable distribution matrix above.

6 | Tender Finalization

Tender Finalization shall be through Reverse Auction basis.

In casing drawings, only positive tolerance is allowed in plate thickness, e.g. for 10 mm casing

’ thickness, only 10 mm or more than 10 mm is acceptable.

g For group-1, Applicable Reference Quality Plan is — FSIP/CER/HYD/2025-26/01REV NO.00 and
For group-2 & group-3, applicable Reference Quality Plan is CER/2023-24/00.

5 The drawings, painting scheme given in tender are sample form information of bidders, final

drawings/ paintings scheme shall be given along with POs.
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BHARAT HEAYY ELECTRICALS LIMITED. IT MUST MOT BE USED
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F.
; o125/
Vi

N
VAT AT T KT T 77,

FiY

M16 x 2P BOLT
SECTION-AA

e T Mol

o4 v T & 7d e e 4 g T2z @ THE INFORMATION ON THIS DOCUMENT 1S THE PROPERTY OF

wEi b | 5 e O oeon w Bl e
T 78 T A A e # e E el

80

54

SECTION-BB

i

21521

RETAINER
PLATE

DIMENSIONS TO BE CONTROLLED

WITHIN LIMITS AS SHOWHN

MACHINING TOLERANCE 0.25 mm
UNLESS OTHERWISE SHOWN
NON-MACHINING TOLERANCE £0.5 mm

NOTES:-

02 M. S. PLATE TO BE CLEANED AND PAINTED WITH R

T R A
REFERENCE DRG. NO

04 DP. TEST ON WELDED JOINT TO BE CARRIED QUT

. 9 THK

RETAINER
PLATE

01 MATERIALM. S. TO CONFORM TO 15:2062 Gr-A/B (LATEST REV )

ED OXIDE EXCLUDING TOP SIDE & BOLTS.

03 TOLERANCE ON THICKNESS OF PLATE AS PER 1S:1852 CLAUSE 7.3 (LATEST REV.).

AS PER E&D:331 (LATEST REV.).

05 WELDING TO BE CARRIED QUT AS PER PROCEDURE E&D:330 (LATEST REV.).
06 ALL BOLTS MUST BE COVERED WITH SUITABLE PLASTIC CAP AFTER APPLYING GREASE.

| #/NAME |79 /SIGN | s /DATE | e

FOTZ0T ) A 241 glaehe e, T, FH

R G S JOSHI

m, sa.  [22.02.17% o W

AR

oo |USRIVASTAVA |  Sdk- 22 0217

BHEI BHARAT HEAVY ELECTRICALS LIMITED,
l‘ JAGDISHPUR, AMETHI
Feram LR EE

G.5. SINGH Sdi- 22.02.17

a7 [&.m
WEIGHT (KG
B.& (Approx.)

boduind oy C:] @ AT /SCALE

#Z/CODE 400 N.TS.

e & o
NO. OF
ITEMS

T T
[TEM WO,

I AW F e
REFER TO ASSLY. DRG.

)

e/ TITLE

M.S. CASING FOR VENTURY VANE | A%0

CODE

A g wE | e 3 RE/SIGN & DATE

INVENTORY MO

E o1

TR T3 /DRAWING NO. REV.
4-986-03-00973 |02

9% 5l /Sheets No. 01 [T 31 %81 /No. of Sheets 01

i
= 3
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A AT S SIZE
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wie ¥ | v s R o A
i i B i o o S P ¥ el |

W 10 JA9/FIRST ANGLE PROJECTION

it R Prfrlier §% | /ALL DIMENSIONS ARE IN mm.

DIMENSIONS TO BE CONTROLLED

WITHIN LIMITS AS SHOWN

MACHINING TOLERANCE +0 25 mm
NON-MACHINING TOLERANCE £0.5 mm)

REFERENCE DRG. NO. | UNLESS OTHERWISE SHOWN

i S

Mgm@ R A RAR/SIGN & DATE

= = = 969:0.8 .
GYZ10-€0986€ -
70.12
0.2514)
—— A LOCATION OF PATTERN NO.
ON OUTER SIDE REFER ” "
1 24 HOLES £33 THAU EQ E[} NOTE MO 13 ® £
2t ' J"f/ 28 HOLES @33 THRU EO.
(19) (19
e i A
} P iR 3
gllsl s
§ é D AFTER FINAL
‘ MACHINING
"l
GRIND SMOOTH
= INSIDE SURFACE
MOUNTING 5TUB
3 mm THIGK BOX
FOR VAR NG -2 0NLY &
= A e ' SECTION A-A oo o S
CouPL
VIEW-P
(]
2 { 08) 2
3 ora _ | g
NOTES:- | 4 CORNERS TO BE COVERED BY
TR SpRe ] WELDING 3mm THICK SHEET H 10
1) MATERIAL M.S. TO CONFORM TO 1S:2062 Gr.- E250 QUALITY A/ BR (LATEST REV ) =) FLUSH WITH TOP EYE OF HALF e
2) TOLERANCE ON THICKNESS OF CASING AS PER 15:1852 CLAUSE 7.3 (LATEST REV.) COUPLING
3) D.P. TEST ON WELDED JOINT TO BE CARRIED OUT AS PER E&D:331 (LATEST REV.), oS5aXBIG VIEW-M LUG DETAIL
4] MFG. & INSP, SHOULD BE DONE AS PER E&D-306. ! SOLORS — —_———
5) WELDING TO BE CARRIED OUT AS PER PROCEDURE E&D:330. DETAIL -C
8) FLANGE IS TO BE FULL WELDED ON EACH END OF CASING s —
7) ALL SEGMENT TO BE FULL WELDED SECTION B-B
8) BOTH FLANGES MACHINING SURFACGE TO BE PAINTED WITH TRP (SPEC NO. AAS5154)
8) 2 mm THICK G.I. SHEET IS TO BE BOLTED AT EACH END OF FLANGE. FOR ITEM NO.04, G.I. SHEET TO BE BOLTED
WITH 7 NOS. M30X60 BOLTS. NUTS AND WASHER & FOR ITEM NO. 05, G.|, SHEET TO BE BOLTED WITH
& NOS. M30XB0 BOLTS. NUTS AND WASHER TO PROTECT THE MACHINING SURFACE BEFORE DISPATCH,
10) CASING TO BE CLEANED AMD PAINTED AS PER PAINTING SCHEDULE.
11) FINAL MACHINING OF FLANGES TO BE DONE AFTER FABRICATION TO MEET ALL
THE REQUIREMENT VIZ. FLATNESS. PERPENDICULARITY, PARALLELISM & STRAIGHTNESS
12) ALL DIMENSIONS ARE CRITICAL TO QUALITY (CTQ) | A NAME FE/SIN | i /DATE. | e e
13) PATTERN NO. IS TO BE WELD DEPOSITED A HEIGHT OF 5 mm AS FOLLOW f-f-E_ U I ﬁ ﬁﬁiﬁﬂ mr Elllﬁsﬂti Gﬁﬁ fE‘ SKP Sd/-  |D7.11.25 ¥ o ver
- ' JAGDISHPUR, AMETHI Re=5 VADAV Sd-_[07.11.25
?Er E,E AR B SKP w E:g %ﬂ Sd/- e % . ﬁilﬁ'l/SCALE o .. F BT B UE HWMT**J?
; GPANDEY (w | 01 Sdr- g — & WEIGHT (KG) |  REFER TO ASSLY. DRG. A
REF: 3243 REF: 3196 e n -
NOTE NO. 13 ADDED. DETAIL - C UPDATED. i /TITLE M.S CASING FOR @ B \ftreeq 4T/ DRAWING NO. REV.
ITEM NO. 07 DETAILS ADDED . CARD 3.086-03-01245 |02-
NOTE NO.12 ADDED VALVE OUTLET 28" CODE

BOM ITEM NO.OT UPDATED.

% 98/Sheets No. ()1 |7 % 983/No. of Sheets (2

A3 /A3 SIZE
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INTEREST OF THE COMPANY.

T FI TEY/FIRST ANGLE PROJECTION

ol R Pilier %1 /ALL DIMENSIONS ARE IN mm.

Svel0€0-986€ |

DIMENSIONS TO BE CONTROLLED

WITHIN LIMITS AS SHOWN

T ot Tl | MACHINING TOLERANCE +0.25 mm
REFERENCE DRG. NO. | UNLESS OTHERWISE SHOWN

HON-MACHINING TOLERANCE +0.5 mm

2 26

_—0

28 HOLES @33 THRU EG.

SPACED ON B34 PCO E///

kY

}/@W

N

5

N/

15 SRR
‘§

3 mm THICK BOX

AROLUND O.D. OF
STUB

4 CORNERS TO BE COVERED BY ;

@88.9

WELDING 3mm THICK SHEET
FLUSH WITH TOP EDGE OF STUB

3 mm THICK BOX

\.

7 HOLES @33 THRU

EQ. SPACED ON 864 PCD
(7 HOLES TO MATCH 7 HOLES
IN FLANGE ITEM NO.04)

wem | wE A R /SIGN & DATE

NO.

el

NOTE NO. 13 ADDED.

: ]
3 '
il |
3 2 P
E s \_2/// = | :
] 1
8 T i vt} 308
105 | % & DETAIL - D ITEM NO.02
] e —————— e ——
i )
DETAIL -F | E ) o e
L ] H 1
24 2 ) 1
P il ¢ ] 3
32 4 B i H :
©— |
\//// 24 HOLES @33 TI:IRU EQ
o 1] = 4XB1T 5
‘K / N 17 |LOCATING BAR 15:2082 Gr.- A/ BR 1 i 0.01
2N 16 |BLIND FLANGE 15:2062 Gr- A/ BR 1 2
i - o5 MAGHINING 15 |HEX. NUT M1§ Gr.C CLASS 4 4 0.03
[ 14 | SPRING WASHER M15 STD. 4 0.009
1 01 f 13 |HEX. SCREW M16 GrC CLASS 46 4 013
3 & 12 |MOUNTING STUB 1S:2062 Gr.- A/ BR ) i 39
Ll B - T THICK IS:2062 Gr - A/ BR 1 : 50
2 2 p ITEM NO .12 L (AT :
8l 5| _ - | —— 10 |Lus 1S:2062 Gr.- A/ BR 2 2 0.56
8 & 2 g 09 |BOX 3mm THICK 1S:2062 Gr.- A/ BR . 1 035
8 2 6 HOLES #33 THRU 08 |BOX 3mm THICK IS:2062 Gr- A/ BR 2 2 018
ettty g COUPLING ASME B16.11, 1.25" NPS. CL 3000 NPT (REFER
' DETAIL-E N FLANGE (TEM RGOS O7 | GETAIL OF ITEMNO. 07) ' RAT0R 2 2 03
08 [INMER RING 152062 Gr- Al BR 2 2 1.66
= 05 |FLANGE 15:2062 Gr.- A/ BR 1 1 856
' 04 |FLANGE 1S:2062 Gr.- A/ BR 1 1 427
03 |G SHEET 2 mm THICK WITH M30 FASTENERS STD. 1 i 94
02 |G| SHEET 2 mm THICK WITH M30 FASTENERS STD. 1 i a7
I—L‘l 01 |VALVE OUTLET CASING 10 mm THICK 1S:2062 Gr.- A/ BR 1 ) 172
= VALVE OUTLET CERAMIC LINED 28" WITH STUB : 3707
| ; - VALVE OUTLET CERAMIC LINED 28" WITHOUT STUB - 1 3638
7 ITEM MATERIAL SPEC aTY Qry WT. [ UNIT
1| 2 No DEBCRIFTION SPEC. /DRG. NO.| VAR. -1 VAR. -02 (kg.)
ITEM NO.O7 W/NAME | WmT/SIGN | e/ DATE v
(§og2om) Wid ﬁ Eﬁ“hﬁﬁ ialﬁaj El'lilﬁlﬂh aﬂa T SKP Sd/- |ﬂ?1 1.925 N?.TF Var.
i sl [PY/ T[] BHARKT HEAVY ELECTRICALS LIMITED, [whe|G pANDEY | Sdi- 07.11.25
ITEM NO.16 ATEMNO.03 ' JAGDISHPUR, AMETHI RIS YADAV Sdi-__|07.11.25
o | P | W g0 OF 1) ?ET &ﬁﬁ %“""m Sdi- S HWRT/SCALE . 6. iR St AR | T @ A
REV. | pate AR = . s DEPTT.  ENGG. WEIGHT (KG) REFER TO ASSLY. DRG. el i
02 [150626| o G PANDEY (i 01 |19.01.26] 5o / B%,/CODE 400 NTS. Wou &y
REF: 3243 REF: 3196 .
DETAIL - C UPDATED B 3% | g GE/ORAWING NO. REV.

ITEM NO. 07 DETAILS ADDED
MOTE NO.12 ADDED
BOM ITEM NO.OT7 UPDATED.

d®/TME  M.S CASING FOR
VALVE OUTLET 28"

CARD
CODE

3-986-03-01245

02-

9 §1/Sheets No. ()2 |99 # 98W/No. of Sheets (2

A3 WEG/A3 SIZE
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INTEREST OF THE COMPANY.
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wi ¥ | o R O S R o

o o e iy ) v s
i R e & o WA |

DIMENSIONS TO BE CONTROLLED
WITHIN LIMITS AS SHOWN

MACHINING TOLERANCE +0.25 mm
UNLESS OTHERWISE SHOWN
NON-MACHINING TOLERANCE £0.5 mm

i e don
REFERENCE DRG. NO.

NOTES:-

1) MATERIAL M.5. TO CONFORM TO 15:2062 Gr- E250 QUALITY A/ BR (LATEST REV.)
2) TOLERANCE ON THICKNESS OF CASING AS PER I5:1852 CLAUSE 7.3 (LATEST REV.).
3) D.P. TEST ON WELDED JOINT TO BE CARRIED OUT AS PER E&D:331 (LATEST REV.)

4) MFG. & INSP. SHOULD BE DONE AS PER E&D-308

5} WELDING TO BE CARRIED OUT AS PER PROCEDURE E&D:330
&) FLANGE IS TO BE FULL WELDED ON EACH END OF CASING.
7} ALL SEGMENT TO BE FULL WELDED.

28 HOLES @33 THRU EQ.

[#21.5 Weja @

VIEW-P

B) BOTH FLANGES MACHINING SURFACE TO BE PAINTED WITH TRP (SPEC.NO. AA55154)
g} 2mm THICK G.1. SHEET IS TO BE BOLTED AT FLANGE (ITEM NO. 03) WITH 7 NOS. M30X60 BOLTS, NUTS
AND WASHER TO PROTECT THE MACHINING SURFACE BEFORE DISPATCH

10) CASING TO BE CLEANED AND PAINTED AS PER PAINTING SCHEDULE

SPACED ON 8g4+1 PCD

_LOCATION OF PATTERNNO.__~]

//10.8B

by,

-
e

71,

i,
2l

@758+0.8
68611

B74240.75

3211 |
70,4
; 124 T8
03 -‘"
%/E ¥
0 v
: 0g
= =
01
——————— e § § 5|8

GRIND SMOOTH 0
INSIDE SURFACE 7

G

CN OUTER SIDE REFER
NOTE NO. 13

A !

AFTER FINAL
0 MACHINING

kL
s

SECTION A-A

NOTE NO. 13 ADDED.

ITEM NO. 05 DETAILS ADDED.
BCM ITEM NO. 05 UPDATED.

DETAIL "A" UPDATED.
NOTE NO.12 ADDED.

fitw/TTLE M.S CASING FOR
VALVE ADAPTER 28"

ﬁ%i Fiva §&/DRAWING NO.
coe |  3-986-03-01246

[
&
= 11) FINAL MACHINING OF FLANGES TO BE DONE AFTER FABRICATION TO MEET ALL T | RS | B/ | v
g THE REQUIREMENT VIZ FLATNESS, PERPENDICULARITY, PARALLELISM & STRAIGHTNESS. (dUg2om) I &l geifdeay foftes, AEagy, S SKP Sdl-  [07.11.25 M o v
L 12} ALL DIMENSIONS ARE CRITICAL TO QUALITY (CTQ). (7 " [¥ ] BHARAT HEAVY ELECTRICALS LIMITED, =& |5 panDEY sdi- 07.11.25
% 13) PATTERN NO. "C-686-321" IS TO BE WELD DEPOSITED A HEIGHT OF 5 mm. ; JAGDISHPUR, AMETHI T Sd- 1079125
A S SKP oA L Sdi- i el ). R st AT /SCALE R &, R e B A | T @ [ W e
REV. REV. REV. | DATE DEPTL. _ENGG. NO. OF
E 03 ¥ J%j GPANDEY (iw| 02 [ Sd- 01 ? Sd/- I /CODE 400 ‘ N.T.S. WEIGHT (KG) REFER TO ASSLY. DRG.  (TEM NO. | Ty
e |REF: 3244 REF: 3198 REF: 3194 RS e

V& ¥80/Sheets No. ()1 (T% & §8H/No. of Sheets (2

A3 WE/A3 SIZE




| 5 30 O/FIRST ANGLE PROJECTION | o o e %1 /ALL DIMENSIONS ARE IN_mm.
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COFYRIGHT AND CONFIDENTIAL
THE INFORMATION ON THIS DOCUMENT IS THE PROPERTY OF
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I U R

DIMENSIONS TO BE CONTROLLED
WITHIN LIMITS AS SHOWN

85+0.8

32 2

30 2540.75
1 28 HOLES @33 THRU EQ 304075
W SPAGED ON 88421 PCD

19

\-.
]
E

= ‘ S
{
W . :
LN N ke
n? AFTER FINAL 3
; 7 MACHINING 2iel 1 S
sll<| ¢ | .- 8 3 mm THICK BOX
v » S Slis| 8| 2| &) ] . , 7 AROUND 0.0 OF
§ 2 S 10| i " HALF COUPLING
o =] Sm s Q@
E=| © \ END DET.-C =
50 S 2 2 Pl ol | T —@®
;gr S | ﬁ i ﬁ
E & H 2 5 y
ELEE = B ;
E EE § o 4 CORNERS TO BE COVERED BY
a WELDING 3mm THICK SHEET 2
,E’E B END DET. -E ! i 97 FLUSH WITH TOP EYE OF HALF M
& §§ al [ COUPLING
E..‘I | =
Ei{ mi |
£ 7 HOLES @33 THRU —H-10
E o EQ. SPACED ON 864%1 PCD
" (7 HOLES TO MATCH 7 HOLES
592 IN FLANGE ITEM NO. 03) LUG DETAIL
438
i
485
B2 05 |G| SHEET 2 mm THICK WITH M30 FASTENERS STD. 1 97
2 ] S 08 | INNER RING |S:2062 Gr.- A/ BR 1 224
% 2 § I*—WE—" 07 |LUG 1S:2062 Gr-A/BR 1 0.55
Th3 = 06 |BOX 3mm THICK 1S:2062 Gr.- A/BR 1 028
=2 e COUPLING ASME B16.11, 2' NPS, CL 3000 NPT (REFER
; - 3 o 05 | DETAIL OF ITEM NO. 05) Ll 1 a8
!g _ /) 04 |INNER RING IS 2062 Gr- A/BR 1 166
FLANGE IS:2062 Gr- A/ BR 1 53.3
ITEM NO.05 -
éé 02 |VICTAULIC FLANGE S:2062 Gr- A/ BR 1 2416
01 |VALVE ADAPTER CASING 10 mm THICK 1S:2062 Gr- A/ BR 1 42.03
ITEM MATERIAL SPEC. WT. / UNIT
= No | DESCRIPTION SheE oen b QTy de’
* T/ NAME FE/SIGN | A /DATE
g ITEM NO. 09 JTTE0T) I E g es, TR, W W oe T T
I PPY7TT] BHARAT HEAVY ELECTRICALS LIMITED, [ o pANDEY | Sa-_J07.11.25
= JAGDISHPUR, AMETHI R (S VADAV Sd-__[07.11.25
e [ R | el scp GF Wi | Rew | W S W | s | el oy Rr  sftwiEd YR /SCALE R TR A AR | i
REV. | DATE AIEEREX REV. | DATE (AEERE REV. | DATE [AIEER &Y DEPTI. ENGG. N, OF
E 63 15,0836 e _G.PANDEY 02 |19.0126| ng  Sd/- 01 _|16.0128) &g  Sdi- = /CODE 400 E—:j@ NTS. 1;Eg;l—£ (KG) REFER TO ASSLY. DRG.  |EM NO.| "o e
. ; y ) -3 (Approx.)
g | REF: 3244 REF: 3198 REF: 3194 -
£ NOTE NO. 13 ADDED. ITEM NO. 05 DETAILS ADDED. DETAIL "A" UPDATED fME/TLE M S CASING FOR ‘gﬁ? Fitpey FET/DRAWING NO. REV.
BOM ITEM NO. 05 UPDATED. NOTE NO.12 ADDED. 3-986-03-01246 |03
CODE
L VALVE ADAPTER 28"
= % #89/Shests No. ()2 ]ﬁiiﬂﬂn of Shests Q2

A3 WEA/A3 SIZE
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BHARAT HEAVY ELECTRICALS LIMITED, IT MUST NOT BE USED
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INTEREST OF THE COMPANY.

| 9 &0 JAT/FIRST ANGLE PROJECTION

it femra P €1 /ALL DIMENSIONS ARE IN mm.

LvCl0-€0-986-€
"ON_ INIMYSO/)

DIMENSIONS TO BE CONTROLLED
WITHIN LIMITS AS SHOWN

W alem aen | MACHINING TOLERANCE +0 25 mm
REFERENCE DRG. NO. | UNLESS OTHERWISE SHOWN

NON-MACHINING TOLERANCE +0.5 mm

28 HOLES @33 THRU EQ.

356+0.8

25 HOLES @33 THRU EQ
SPACED AT 88411 PCD

WO | RO S0 RAG/SIGN & DATE

e

NO.

SPACED AT 86441 PCD ‘~ |-$|?51.5 ®Hﬁ'~ ®|
[#]p1.5 @EA @) &E 12?3/
@
P—
- ()
: E
8 8 4
AFTER FIMAL
i MACHINING
GRIND SMOOTH A
INSIDE SURFACE 7N
A G SECTION A-A
LOCATION OF PATTERN NO.
- ON QUTER SIDE REFER
M MOTE NO. 12
NOTES:-
1) MATERIAL M.S. TO CONFORM TO 1S;2062 Gr - E250 QUALITY A / BR (LATEST REV.)
2) TOLERANCE ON THICKNESS OF CASING AS PER IS:1852 CLAUSE 7.3 (LATEST REV.),
3) D.P. TEST ON WELDED JOINT TO BE CARRIED OUT AS PER E&D:331 (LATEST REV )
4) MFG. & INSP. SHOULD BE DONE AS PER E&D-306.
5) WELDING TO BE CARRIED OUT AS PER PROCEDURE E&D:330.
) FLANGE IS TO BE FULL WELDED ON EACH END OF CASING. 05 |INNER RING IS:2082 Gr- A/ BR 2 166
8) BOTH FLANGES MACHINING SURFACE TO BE PAINTED WITH TRP (SPEC.NO. AA55154) = e ey : -
9) 2 mm THICK G.|. SHEET IS TO BE BOLTED AT EACH END OF FLANGE WITH 7 NOS. M30X60 BOLTS, NUTS ;
AND WASHER TO PROTECT THE MACHINING SURFACE BEFORE DISPATCH. 02 |G.I SHEET 2 mm THICK WITH M30 FASTENERS STD. 2 g7
10) CASING TO BE CLEANED AND PAINTED AS PER PAINTING SCHEDULE. 01 |VALVE OUTLET SPOOL CASING 10 mm THICK IS-20682 Gr- A/ BR 1 a1
11) FINAL MACHINING OF FLANGES TO BE DONE AFTER FABRICATION TO MEET ALL TEM ATERIALEPEC T T
THE REQUIREMENT VIZ, FLATNESS, PERPENDICULARITY, PARALLELISM & STRAIGHTNESS. N | DESCRIPTION Gocn o0 N QTy a)
12) PATTERN NO. "C-686-356" IS TO BE WELD DEPOSITED A HEIGHT TF 5mm : e T
e NN L B/DATE_| 3w o
7]/ [§ ] BHARAT HEAVY ELECTRICALS LIMITED, el |G PANDEY | Sar 1071125
' JAGDISHPUR, AMETHI RS VADAV Sd-__[07.11.25
v | Rie "Hﬁ“ skp Po') v _@n Sdi- fewy ol WMI/SCALE | "R, i At & e ?,{,m“ﬂm*?
02 |os0726] Tg G.PANDEY £.| o1 |1s0626| g Sd- m“ﬂ';,c OO E—@ RTS8 WEIGHT (KG) REFER TO ASSLY. DRG. A e
REF. NO. - 3255 REF: 3245 400 T8, |191.3 (Approx) .
ITEM NO. 04 DIMENSION 32 WAS 35 AND | NOTE NO. 12 ADDED. f%6/TTLE p1 S CASING FOR m e W /DRAWING NO. REV.
DIMENSION 30 WAS 32, : o 3-986-03-01247 |02+
ITEM NO 04 WEIGHT CHANGED AND VALVE OUTLET SPOOL 28" .
TOTAL WEIGHT REVISED. U /Sheets No. ()1 }gﬂim,mu. of Sheets ()2

|

A3 W/ A3 SIZE
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DIMENSIONS TO BE CONTROLLED

WITHIN LIMITS AS SHOWN

02 L .

AFTER FINAL

MACHINING
. E 3

B & &
i"" 8|

x4 8 = 8
Q’EE - ﬁ | 8
13 - & 19 &
E EE % 6 g
il |
47 END DET.-F '
155 END DET. - E 5
& 7 HOLES @33 THRU

E EQ. SPACED ON 864+1 PCD
E w (f HOLES TO MATCH 7 HOLES
o E IN FLANGE ITEM NO.04)
%52
55K 13042 :
Suc O~ 4 9
420 : - o I W
o5 g i
i o = N -
25% ' & |
223 I
5% ETAIL
.EE
=
= ITEM NO. 02
JYEIN TN Ve n—— :
i | Groro T g s, T, el s e T
s ﬂ”" BHARAT HEAVY ELECTRICALS LIMITED, =i |G pANDEY sa. 071125
™ R e e JAGDISHPUR, AMETHI RS VADAY sa-_ [07.11.25
skp Fs j Sd/- S 9T /SCALE & T AEE B AN | a S
E O oires | S G PANDEY | - 1o e[ e Sar o o | =10 [SCAE | oo (k) | REFERTO AGSLY oRc. |muno 0.0
s REF. NO. - 3255 REF: 3245 T “EF-S”E#EE : =
ITEM NO. 04 DIMENSION 32 WAS 35 AND Glﬁﬁﬂ z
1‘& DIMENSION 30 WAS 32. R T /TIE M.S CASING FOR CARD b e
ES ITEM NO 04 WEIGHT CHANGED AND VALVE OUTLET SPoOL 2g" | 0t | 3-986-03-01247 |02
: % 98/Sheets No. (2 |7 # 98W/No. of Sheets (2

L A3 RA/AS SIZE
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(HoTF o yRd &l sﬂaﬁmkﬁsﬁéad
Bharat Heavy Electricals Limite
e G

Fabrication, Stamping & Insulator Plant (FSIP), Jagdishpur

| REF NO : CER : SPEC : 03
REV :00
MARKING ON CERALIN CASINGS DATE : 27.07.2022
PAGE : 10F1

1. SCOPE: Providing BHEL FSIP Marking on Ceralin Casing except Orifice

2. METHOD : By weld deposits of height 5 mm

3. NOMENCLATURE

“BHEL-FSIP-XXXXX"

XXXXX- Identification No. to be provided by PPC/MM

PREPARED BY: a2 CHECKED B APPROVED BY: |
x\l
NG 3G > Drclasamhav
Gaurav Pandey Ghan Shyam D.R. Chouhan
Sr. Engineer/Engineering Sr. Manager/Engineering Sr. DGM/Engineering &
= Technology ]
55
Fide No. FSEF-CF[LNEI’J?E&{EQ]!zfzuza-FSEP-EF‘MFHHJ {Compater No. 3557EQ) 3
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Drawing Report QAT | PloW | ASKNTASNTASOATI2
! 4346 | Level-ll Qualitication.
| |
500 | Surface &) Surface Maj. | Physkcal W TEHD BEPC-5P 0= Rafer Column Inspection P | W | Surfuce preparalion is
preparation and | Preparation Sviedish Standard | Mo, 7 Repon anplecable only for non-
Painting {cleanfiness & Ba2i (150 | machining par. Final
Roughnzss) B30, 8302, 8303} Slachining of flanges to
{nemr white metal)) e dhope after surface
preparation to oy omd
| | b Painting of nor- Maj Physical 100% 100% | Puinting Scheme | Painting Imspection | | W damage of mochined
machined par (TRP), Seheme Report surfies.
) Painting of Maj. Physscal 100 10% As per Drowing | As per Inspection P | W DFT ol Painting shull be
machined part Drawing Repont i witneased ds por rainling
| sehusmae i mg
—=== * | ! ===
~ Note: # BHEL fmpection Engineer to cheok, approvid

AL MANUEAUTURER €: BHEL 1t PERFORM W WEITNESS AND
PREVENTIVE CHP: BUEL SPALL IBESTIFY 1% COLUMN “C™ AS “W°

¥ VERIFK A TIORN (AS AFJ‘RD.FRMT%?HI‘ TEMIORARY RUAT

dutes revizion mo. of reference dovnments uf the thae

af Imvrection
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0
- AARLFACTURER'S NaME I  F
i pLEEEAL TR REFERENCE QUALITY PLAN TO BE FILLED IN BY BHEL
i ITEM FEQUIFMENT: TROF S0, FRINCERIIYINIIZE26M]  REV, N0 00 PAGE: J0OF) | PREFARED BY: AFPROVED BY!
- AS PER PORC M 5 CASING FOR CERAMIC =
i L | LINED ITEMS DATE: 17.01.2808 | AL 20LES __.d—;ﬁ'rrrﬁ:é
| a S
| S . SPEp— - =
: CHARACTERIETICS TYFE OF REFERFNCE ACCEFTANCE FORMAT OF .
| 5L | COMPONENT | g npemations | CUASF | oneck DOCUMENTS NORALS RECORD | AGENCY REMARKES
' X ¥ T = AL = L = r c
|
[ I I L 1. i K 3 [ 1, 1%, .
|
A0 Surface d} Curing Test {for Maj. Physical 2 105 ASTM Da732 Razing 4-3 Inapecilon P| W [IF the test shows that
preparation and | Zing silicate]} Report coating is not fully cured,
il"‘alnl.ing iCanL) | then alliwy 1o cure further
| until it passes the test
| BV | Mext woat o be appled
| fter passing of curing
| besi
] Adheswn Tes Mal. Phwsical 20% (1] 150 2409 o detachmend [t Lion B W | Adhesion test o be
of the coating Repon | cwrried out when coazing
sysiem are fully cured
{ i |
&0 | Documentmion | Review of record mnd  Muj Review of (I 100 As Above - Ad Above I v
inspection reparts document
foosd bat, 2
| F .1;1'___"1'2.. | |
cEND: Notg: # BMEL Intpection Engimcer fo chech, approval
ME: MEANUFACTURER €2 BHEL, Px PERFORM WOWITNESS AND Vi VERIFICATION (A5 APPROPRIATENGERE. TEMPCRARY HUST dintes reviston o, of reference docniments af the e
FREVENTIVE CHP: RHEL SHALL IIENTIFY I8 COLUMS "0~ A8 ‘W' of Inspection
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@ & \
i AL TURER'S ‘CF Ol 1 AN ) BE "D IS BY BHEL
&Fglxlr‘;::‘nﬂﬁim S SN REFERENCE QL}\LITY PLAN i | TO BT. FILLED IN B . ,
dled Som) | i [ ITEM /EQUIFMENT: ROP N2 SIGN. OF MEGR AGE: 1OF1 | REVIEWED BY: APPHOVED BY:
| AS PER PO/RC | CER2023-2400 : /Lﬁ/}""
METAL PART (CASING) FOR —— . F : E
Bﬂ" CERAMIC LINED ITEMS ot ' | ;’ |
DATE : 08.02.2024 it o, v . T o
SL.NO | COMPONENT | CHARACTERISTICS | CLass | TYPEOF QUANTUM REFERENCE | ACCEFPTANCE mmm?f»:fprfaﬂnin}. REMARKS . | - L7an
& OPERATIONS CHECK OF CHECK DOCUMENTS NORMS m:mng :": il "'.'4-““
™M [ © o) i i -4/ T
L 2 3 4, 5 3 % K. i ik " 1.
Correlated test certificate
L0 Steel Plates a) Chemical Maj. | Chemical | Isample/ | Isample/lot| As per Asperdrawing | MTC / Test [P |V | and inspection reports 10
for Casing & | Composition lot drawing Report be  maintained by
Rings Vendor.
i j i i i Il be
b) Mechanical Maj. Mechanical | -do- ~do- As per As per drawing | MTC / Test | P |V Mechanical test sha D
Properties drawing Report witnessed by BHEL in
case material purchased
& used without
correlated MTC,
20 Fabricated a) Suitability  of | Maj, Procedure | Once Once E&D:330 E&D:330 Welding P | W | Qualification test .°f
Casing welding qualification Section 04 Section 04 procedure & welder done at BHEL's/
procedure test Qualification Vendor's work may be
Specification record witnessed by BHEL.
(WPS)
b} Capability of Maj. Procedure | Periodically| Periodically | E&D:330 E&D:330 Qualification | P | W Records shall be
welder in qualification | once in one | once in one | Section 04 Section 04 certificate maintained.
adopting  welding test year for year for
procedure each welder| each welder
LEGEND: Note:# BHEL Inspection Engineer to cheek, approval date’
M: MANUFACTURER C: BHEL, P: PERFORM W WITNESS AND V: VERIFICATION (AS APPROPRIATE) CHP: BHEL SHALL IDENTIFY IN revision mo. of reference documents ar the time of
COLUMN “C™ AS “W° Inspection
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@ [
g REFERENCE QUALITY PLAN TO BE "LLE"*'“ BE ‘“::
i ' TTEM /EQUIPMENT : WOF NO.: SIGN. OF MFGR PAGE: 20F1 | g gokiod
AS PER POMRC CER01).2400 e N
METAL PART (CASING) FOR REV, NO.: 99 = ¢ erd
CERALIN LINED ITEMS ¥ 13
DATE : PLOLI024 3 ARy iy
SoRET | CRAACTERETICS | OIS ToR T e
0 TYPE OF QUANTUM REFERENCE | ACCEFTANCE | FORMA ]
| = tormnmﬁ CHECK OF CHECK DOCUMENTHE NORMS RECORD 'Frl‘
Al C £
7 1 L 4 5 1. i 9 1L
0 Fabricated ¢) Welding - e
i i ' Drawing Inspection P |V | BHEL shall verify
Casing (Conl.) i) Fitup Maj. | Visual 100% 10% Drawing i
i Visual 100% 10% Drawing Drawing Report QAC | P |V record ! sub-contractor
- 4301 & 4302 m and nil.lrrlng.;li ﬂle"_
i on min o
s : lected ot
i j. | NDT samples  sclec
| wm s—— E&D:331 E&D:A3) Inspection P | W |mndom for the test If
' i) Bu Joint 100% Section 04 Section 04 | Repon any sample fails, mu:
if) Fillet Joint 10% of the lot shall
E&D:330 E&D:330 Inspection - checked.
i Visual Section 04 Seclion 04 Report
2!?'“::::1? e G 100% The evaluation of LPI of
. 10% welded joints is to be
Dimension j Physical Dirawing Drawing Inspection P | W |caried ot by persons
: . . Repont QAC having min ASNT
4306 Level-1l Qualification.
Painting j. | Physical | 100% E&D:330 E&D:330 Inspection P W
» = Section 05 Section 035 Repont QAC Welder's  identification
4307 shall be recorded.
30 Documentation | Review & Record of Maj. | Reviewof | j00% 100% As Abave AsAbove |P |V
Inspection Reports document
i j Review of = QR/23-24 Rev 00 P- P |- BHEL inspector may
i m rc;u;lp:l::m e e document e i seek teconds for
compliance of its quality
LEGEND: Note:# BHEL Inspection Engineer to check, approvel date/
M= MANUFACTURER C: BHEL, P: PERFORM W:WITNESS AND V: VERIFICATION (AS APFROPRIATE) CIIF: BHEL SHALL IDENTIFY IN revision no, of reference documents at the time of
COLLIMN “C™ AS “W". 1
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QR/23-24 Rev.00

QUALITY REQUIREMENTS

Following quality requirement is for the suppliers of M.S. or 5.5 Casings of BHEL FSIP, Jagdishpur. Each
supplier participating in Rate Contract shall go through the Terms &Condition of this document
thoroughly and participate in RC as per their focilities and ‘Pracess Maturity’ in line with this document.

Supplier may has te submit documentary proof/present physically of all requirements as and when
required by BHEL.

A. RAW Material

M.S. or 5.5. Sheet:-
As per BHEL Drawing

Receipt and Issue of material used for BHEL supply shall be maintained as per enclosed Annex-
A

* Correlated test certificate of material will be required along with each dispatch of M.5. /5.5

. Casing.

2. Welding Electrode:-
* As per latest revision of document no. E&D 330 section 04

* Photocopy of invoices of procurement of welding rod/flux core wire may be asked by BHEL
against its PO to ensure type/make & quality of electrode used.

Paint:-
= As per latest revision of document no. E&D 330 section 05.

* Any other painting requirement will be indicated in drawing /painting scheme. It will be
provided by BHEL separately with PO.

* Photocopy of invoices of procurement of paint may be asked by BHEL against their PO to
ensure quality & make of paint used.

B. Fabrication/In-Process

‘ 1. Fabrication of M.S.Casing:
* As per BHEL document E&D 306 (Latest revision) and BHEL Drawing,
* Proper fit-up is to be maintained as below.

2. Fabrication of 5.5.Casing: e Gropve Angl

As per drawing. Yﬂ-ﬂaﬂ/’
YA

Rool Face —J +1m|‘_ Root Opening
Thickness

3. Welder Qualification:

Once in every Year for each welder to be done strictly as per AWS D-1.1 by a third party NABL
Accredited Lab. On lack of valid welder qualification certificate Casing manufacturing may be
hold by BHEL until submission of the same. BHEL may witness welder qualification.

Page 1of4
i Uew
= PATEL
S et )]
; Cinggariosr [{au ity ) Sk
R LT L T R AR A g Wl - T :
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- Welding/Hard facing: (Strictly as per E&D 330)
Proper Penetration Required
Mo Grinding on Weld bead allowed

Grinding of all gas cut portion to be ensured (including lifting lug)

5. Machining:

« Surface roughness of 6.3 micron or as specified in drawing to be achieved at complete
machining portion.

* Grinding/welding is strictly prohibited on machined portion.

6. Painting: As per BHEL document E&D 330 (Latest revision) & BHEL Drawing
= Power Tool cleaning (SSPC-SP3) or Abrasive Blast cleaning for removal of dust, rust, weld, slag,
spatters, oil, grease etc. before painting is must.
No thinner to be added in paint.
Rusting of received material at BHEL FSIP will be treated as use of poor paint/process and the
same will be out rightly rejected or Repainting will be done on the risk and Cost of supplier on
. the discretion of BHEL,

* Any other painting requirement will be indicated in drawing / painting scheme. It will be
provided by BHEL separately.

C. Instruments for Inspection

Duly spirit leveled surface plate

One meter Right Angle (Tri square)

01 meter height gauge

02 nos. Vernier Caliper, Range (0-1000 mm & 0-300 mm)

02 nos. Measuring Tape, Range (0-3000mm & 0-5000mm)

Ultrasonic wall thickness gauge (i.e. D' meter)

Digital Coating thickness gauge for checking thickness of paint

Feeler gauge, spirit level, 01 meter scale, Plumb Bob

Proper Materials Handling / movement, instrument like as overhead crane/ Hydra etc.
. Digital Surface roughness gauge for checking the roughness of machined parts,
. I1. Hardness tester for checking the hardness of hard facing

12. Any kind of other instrument as per requirement of BHEL shall be arranged by the supplier

e R

=

All above Instrument’s Calibration should be traceable to NABL/BHEL approved Lab. BHEL reserves
the right to stop inspection in case of unavailability of above instruments.
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D. BHEL Inspection/Audit

1. Inspection call shall be raised by the vendor at least 2-3 days in advance by email to BHEL QC
with a copy to MM having specific call number & details of items offered for inspection i.e.
name of item as per PO, drawings number, variant number, stage of inspection, PO number,

quantity offered, proposed date of inspection etc.

2. Call will be raised along with its dimension report actually measured and fill by vendor’s
QC/production at the required format of inspection. Each inspection call will have following
declaimer in the emall:
"Material is ready for inspection as per above schedule, However, only positive variation in
Quantity may be there, All the calibrated Measuring instruments are available with us for the
above inspection. We have ensured that casing is fabricated as per BHEL specifications. [l.e.
material conforms 1S: 2062 Grade a (Latest Revision)/confirms of 5.5. materials, according to
drawing (Latest Revision), Fabrication is done strictly as per E&D 306 and welding Is carried

‘ out as per E&D 330). The above lot offered to you s already checked at our end and found

acceptable.”
3. No items shall be dispatched without clearance by BHEL.

‘ 4. BHEL Authorized representative/ Inspectors will have right of inspection/Audit/Photography of BHEL
product at any supplier's premises without prior notice. Documentary evidence of compliance of
above quality requirement shall be maintained by vendor and may be verified by BHEL.

5. In case of violation of quality requirements, BHEL Reserves the right to out rightly reject/ Hold for
‘ Rectification/Rectify at risk and cost of Supplier. BHEL also reserves the right to cancel the Purchase

order or perform Risk Purchase.

6. PDI/inspection done by BHEL at vendors does not absolve vendor of their responsibility to
supply a quality product as per specification/drawings etc. Vendor has to rectify / replace
the casing if the casing is not manufactured as per drawing & discrepancy observed later

after receipt at BHEL's work or at BHEL's customer site.

s, gy P il i :
O P 5 PATEL St MA SN e ot T
aitviereat (il "uth) :&EL—F“'
g Bdiiilly)
Sea g e el | e gl
Dol RIP Talf e ol gk Aatietia (U] RIEANY
Page3of4
64
File Mo. FSIP-CALNOCERA(CIZ)/3/2026-FSIP-IPMFM113 (Computer Noo 3517600 : S d
- aCan
sanned with OKEN Scanner

Generated from =0ffice by Amit Kumar Pandey, ENGINEER{AKP)-IPMMX102-FSIF, ENGINEER, FSIP-FABRICATION. STAMPING & IR



2402965/ 202 6/ FSIP-IPMFM113

Fie No. FRIP-CRALNOCERA(CIZ )3 /2026-FRIP-IPMFMIE2 (Compaster No. 35576a)
Generated from =0ffice by Amit Kumar Pandey, ENGINEER{AKP)-IPMMX102-F5IF, ENGINEER, FEIP-FABRICATION. STAMPING & |

QR/23-24 Rev.00

Annexure-A
Vendor Name and address

..............................

M/s. BHARAT HEAVY ELECTRICALS LIMITED
FABRICATION, STAMPING & INSULATOR PLANT
JAGDISHPUR INDUSTRIAL AREA, DISTT. AMETHI U.P.227817
Kind Attention-

Invoice No. —

Inviice Date -

Dear Sir,

With reference to above order, we are submitting our material test certificate for following material

used in manufacturing of M.S. /S.5. casing.
sl Plate Test Certificate No. Opening Material Closing
No. Thickness Balance Consumption Balance

Authorized Signatory

/l./lﬂ},..,
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Format No. QAC: 4305 Rev01
E [l INSPECTION RE po RT INSPECTING AGENCY:
QC-FSIP / TPI
VENDOR'S NAME & ADDRESS PO. REF. NUMBER PO. AMD. REF.NO. Inspection Call No . |Inspection Report No. INSPECTION STAGE
M/s CER/2026-27/ Root / Final
DATE DATE DATE Inspection Date DESTINATION
BHEL FSIP Jagdishpur
Quantity in Numbers BEMARKS
ltem Description/ Drg. No./ Var. ;
ﬁ:}' \:;r No./ Log sheet No. / Specification Hiu"?d Already | Offered Anzcgied Rejected /| (Dimensions/Checks/test witnessed, rejection causes, enclosures,
: * | /Q. No. etc. As applicable pge Cleared| New Qty. |Codes™ Hold identification details etc.)
Inspection is carried out as per Drawing & PO & QP No.
1. All machining dimensions are witnessed and found
satisfactory.
2. Pattern No. / Identification No. are written on each item as per
drawing
3. The items are accepted and allowed for dispatch to BHEL
JAGDISHPUR for further processing.
[Special Instruction: Allowed for despatch. Subject to needful as per remarks referred.
** Details of Code: PROJECT NAME: Agency BHEL VENDOR
S1: ACCEPTED WITHOUT DEVIATION WO NO.:
52: ACCEPTED WITH DEVIATION TOC NO (IF ANY) * SIGN
53: ACCEPTED WITH DEVIATION AND RECTIFICATION | () petails available as per SCOPPMIV T
S54: ACCEPTED WITH RECTIFICATION DATE
66
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T
| CTION REPORT OF M.5./5.5.CASING
CERALIN EXCEPT PF BEND/FIE/MOE
b FSIP-]AGDISHPUR FORMAT NO. QAC: 4302
SUPPLIER ; P.O.NO.-
] ITEM : DRAWING NO. :
‘ |W.0. No.: DATE OF INSPECTION:
. SN ST — DBSERVATION
| | : .
i I o CHARACTERISTI I = 3 y .
I | 1 Flatness =7
‘ : 2 Parrelelism g
iI 3 Perpendicularity ] I
: 4 Cocentricity (@)
|
|
I
|IN5FECTED BY: REVIEWED BY:
INSPECTION REMARK BY BHEL REPRESENTATIVE
Sir. 9 X gdw
LT - ATEL
XA (ot
Lrasa ¥ il ‘I'!il'_j
NPT it
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BHARAT HEAVY ELECTRICALS LIMITED | FORMATNO. GACA307
FSIP JAGDISHPUR AMETHI (UP)

FSIP JAGDISHPUR PAINTING CERTIFICATE

REPORT NO. & DATE

SUPPLIER PO NO. & DATE

ITEMS/PRODUCT DRAWING NOS.

PROJECT/CUSTOMER

ITEMS/JOB 5L NO. QUANTITY

DATE OF INSPECTION

PAINTING REFERANCE NO.

IN PROCESS CHECKPOINT
SURFACE PREPARATION

DATE OF SURFACE *SHOT BLASTING/GRINDING/ CHEMICAL CLEANING |REMARKS SIGN
PREPARATION

*WHICHEVER IS APPLICABLE ?
PAINTING

PARAMETER PRIMER TIE COAT FINAL COAT REMARKS IF ANY

PAINT SPECIFICATION

BRAND NAME/SUPPLIER

BATCH NO,

DATE OF
MANUFACTURING

DATE OF EXPIRY

PAINTING PROCESS

NO. OF COATS

DRYING TIME & DATE

DRY FILM THICKNESS IN |MIN MIN MIN TOTAL DFT =

MICRON MAX MAX [MAX

ADHESION TEST

INSPECTED BY ( ) REVIEWED BY

O.P 5 PATEL
N g 1)
Engiiwms el
L i:*- iily)

=A% | =g g

HLLAF 3 S
HP Ltk Aty ) 22517
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FSIP JAGDISHPUR

BHARAT HEAVY ELECTRICALS LIMITED
FSIP, JAGDISHPUR, AMETHI

uP, 227817

Report No.-
NDT/LPI/FY

Date-

Report for Dye-Penetrant Examination

1:- General Detail

Job/Component- Project,-

Job ID.- Qty.-

P.O. No/Date.- W.0.No.-
Drg.No./Rev.- Test spec.-
Material- Extent of Test-

2:-Details of Examination

Procedure No.- E&D331 Method- As per Procedure
Make of Penetrant: Manufacturing Date:

Batch No.: Expiry Date:

Make of Developer: Manufacturing Date:
Batch No.: Explry Date:

Make of Cleaner: Manufacturing Date:
Batch No.: Expiry Date:

Surface Condition: Temperature of Part:
Dwell Time:

3:- Examination Result: -

FORMAT NO. QAC: 4308

Inspected B Approv Witnessed By
_—— F )
alr, M
L PATEL
abagen (enfEad)
Engpinons (1ially)
LTI TN g UL BT = F AT
O AP B e = bupan. Aeessiti] (L0 VY 82550 1|Page
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 BIARAT HIEAVY ELECTRICALS LIMITED : Docupent No. - E&D): 306
| 181, JAGDISIPLR : | Section No. 03
" Section Rev. Mo 00
" Section Rev. Date: 04.07.19
C CERALIN DESIGN DOCERENT lssue Mo: 01
e | Page 1 of i

3.0 SUBJECT & PURPOSE:

[or PF bends.

PURPOSE: To outline procedure for design of ceralin tiles & to provide information & guidance to
. various man actures of MS casings with end rings.

B

Iy I e
D lag il o
Functional Chie{ (Enginceringd 1107 (Linginezring)
74
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Docament Mo, - E&D: 3056
FSIL, JAGDISHPUR ection Ne. 1G4
Seclion Rey, Mo, 0d

Section Rev. Date: 04.07.19
CLERALIN DESIGN DO UMENT 55ue No: 01

Pape [ of 8

q4.0 CERALIN CASING DESIGN :

ORIECTIVE : This procedure essentially provides information for the process
of manufactiure of mitred segments, stipulates conditions for
acceptance of tack/ full welded segments in the form of casings
on Layout & detaits the method for tile design,

SCOPE QF SEIPPLY 1) The casing size, various dimensions conneclion details, and
. guality shall be as per the katest drawings to be enclosed
along with the detailed purchase order.
2] Contractual obligations, If any, other than those specified in
the procedure will be mutually agreed uporn.

APPLICABLE CODES : All welders have to be qualified as per welding procedure
E&D: 320 pricr to taking up welding on jobs.

RAATERIAL : 1] The materiat used for the raitred segments shalf conform to
[5-2062 Gr. A
2]  The materal for ceralin tile should be as per Technology
Document Mo, E&D - 308

CASINGS »
. al  ROLLEMG SHELLS : The foliowing checks to be made prior 1o rolling.
i. Thickness of plate conforming to drawing dimensions,

Tolerances on thickness wilk be as per |5-1852 {1985} CL7.3

il. visual defects on plites such as dents and burrs to be
remaoved suitably.

Hi. Fdges must be straight and if necessary to be ground, The
plates of appropriate size to be chosen such that

Approved Ry

Prepared By

DAL VY
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The desired rolling diarmeter is obtained and Maximum

o e A seaments can be cuit to minimize wastage of materal.
L -._.:i-
r [
_ﬁ'% . k"u The dimension of plates may be [T} - 2mmx L mm x T mm
H :i\* i where D = Internat dia, T = Thickness of plate, L= Length suitably
"1H W "s._f chosen. (D+4T) = Mean diameter.
‘!"II'-. 1|I1LII'- i}
L
LY \
® -
FiG-1

fall dimmensions in mm}

- The diagonals to be checked for equality and T necessary
the edges to be gas <ul and ground to the desired

damensions.
Edze preparations shown in Fig-2 1o be carried out by
suitable gnnding machines.
b
& 5
® o
+ Fig ~ 2
Rolling te desired dimensions in the manner shown in
Fig-3
: P =
Frepared By 1‘[ Approved By

Functional Chicl (Engineering)
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At this stage the circumference compatibility with the
correspanding length of developmient template of segment
profile is to be checked and difference; if any, to be correcled
to match with the template,

Welding is cariied out a3 per welding procedure E&D: 330, On
comaletion of welding, the pipe is to be re-rolled in order Lo
correct Tor ovality and the maximum ovality permissible is
amm. Use templates {extended curvature) Tor verifying
avaltity.

. b} TEWPLATE : Development drawing/ template for the type of segment is
made first. The parameters to be considered for making the

angular segment templates are 'R’ the mean radius of bend.
Inner diameter of the casing (ID) the corresponding angte for
the segment and the pipe thickness (T), The possible types of
sepments can be categorized under any of the foliowing
showr in Fig. 4.
Foranglesa, /2, v &6 the corresponding values of X & Y are
calculated as

: Prepared By ] Approved By
/ // D Claguadaain
Functionad Chief (Ungineering} _ 110D (Engineering
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"--._\___\_H_\_-H-‘H
A - |\‘|
:.__.._...,.,.,_,._j}'_“l“_.f e ki I % "ﬁ
Epilr 5E EMENT T TEMFIATE FoR SMs SECHENT .
By B
e :Q/ % a——
‘:{ i PR R CE TL;RI:_,:{', L T.__. o '"'T —— EV
L L
* INTERMEDIAYE SEERIERT TEMELATE FOR :!MT;;‘RM.:_:M&?“E SEEMEMT
S
o hl e ™ ; e
zl__ "‘—'--.,__m-.l:g?‘_ G Y<-I-- T x} '_q:-';'l
I w.:j._ i e 2
HETIE b L X2 o
g N L
’ FIn — 4
fIR+00/2) tan u] -1
= {2R+OD/2) tan Bf2} -2

= [R+OH0/2) tany +tanb) -2
¥ = x1+x2 = {{R+O0/2) tan y + {R+0D/2) tan  } - 2
¥ = [{R-0D/2-2) tana} -1

={2{R-ODf2-2) tar B2} -2

= [[R-OD/2-2} {tan v + tan &)} —
Y= ¥1+¥2

e {{R-0Df2-2) tan v+ {R-ODf2-2y tan & } - 2

The dimensions broadhy shown are ther transferred inte a thin metal sheet of thickness <1 mm
or sufficiently thick brown paper for making the working template.

They can be suitably identified by inscribing the angle, the radius of bend and the
corresponding OO,

Pruiparcd Ty Approvved By
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i CUTTING OF SEGMENT AND EDGE PREPARATION

The template cut o the desired dimensions i new wrapped around the
pipe, care should be taken to align the pipe such that the Longitudingl seam
location is not at any of the four location as shown in Fig, 5 and the
segment boundaries arc traced oul with the help of 2 seriber and punch
mark, made a1 regular intervals (about 1/2" to 1"}, This line makes the
nominzt dimension desired. The template is now laterally shifted by 2mm
and one more ling is scribed parailel to the previous puenchy marked line.
. This line 15 for gas cutting of segment and is shown in Fig. 6.

After cutting of the scgments the cdges are to be ground to the nominal
dimensions as per the punch-marked nominal dimensions boundary line,

The segments 50 obtained are now to the nominal dimensions, @ chamfer
of 30 carefully given so that a land of 2Zmm is retained @n the ground edgc
syrface towards the interior of the pipe, under no circumstance one must
grind off completely and then fry to impart the fand of 2mm, The same
shall be checked with a gauge prior 1o welding,

. A .- o e
Frepared By Aporoved Ry
Droliaaion

Functionat C jef {Engincering) HOD (Ingineering)
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)
ii. PROCEDURE FOR SEGMENT CUTTING OF £ELBOW {REDUCER TYPE)

We have to calculate mean arc length which is rs/180. it is the length of
reducer eyiinder which reguires 0D (bigger dia) al one end and D02 (smaller
diz} at other end after rolling. Mow marking should be done for st segment
at 7. 5 %and simifarly for 2nd, 3rd to 7th segment. The cutting, adge
preparation and welding should be done as per normal procedure.

d) WELDING GF SEMENTS/END RINGS

Welding in peneral shalt be in aceordance with welding Procedurs

E&D: 330 and D. P- Test on weld surfaces in accordance with E&D: 331 and
the welding rods used shall be chosen only from the list of BHEE spproved
welding rod brands as specilied in £&D 330,

Weiding of segments to be carried oul on a layout drawn on a levelled plate
having an approprizte end fixture. The end fixtures shall be in the form of
rugged square {or rectangular/ plates secured/welded rigidly} to form a right
angle as shown in Hg 7.

. s

A e
A .____:_m“?%' ot il
it zal e . 'ﬁﬂw'wf*ﬁ:?;;rp”f? i
e T i S ;
E i - 7
o Approved By
D clalallhan
- Funotional Chief {Iingineering) B _ HOL {(Engineering)
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On the outer side of the bend layout, suitable angle bars are welded at 90 to
the levelled plate so that they form guides for proper positioning of the
segments and also prevent distortion during welding of two segments.

To obtain a fully welded bend casings the following steps must be followed,

Step Braw the appropriate layout as shown in the
. sheets from 11—14
Step 2 Align the end fixture at the two bends of the

layout and position them rigidly

Step 3 Weld the two end sepments onto the end rings
taking care for concentricity of casing and end
Fings and [or [ace perpendicularity, with respect 1o
EHHE axis.

Step 4 Mow position these end sepments integral with
end rings on layout and clamp them by end rings to
the end fixtures.

Step &5 Proceed with aligning olber intermediate segments
simultaneously from both ends te minimize errars
in assembly and perform joint welding = {by tack or

. full welding as the case may bel.

, - 'l -
‘ Prepared By Approved By
| ( — B cdasaninain
I -
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i, Follow sequential welding of segments when fully welded segments as desired.

ii.  Fortack-welded sepments the tacks te he given shoutd not be more than 20 mm
and spaced at 200 mm. And care shoutd be taken not to tack weld at the marking of
aligning center punch marks.

ii.  For tack welded segments suitable shims shall be placed to maintain the gap and
configuration. as shown in Fig, &

iv. Suitable corrective measures in respect of fixture rigidity and welding process may
be warranted from dimensional inspection on layout of the Tinished job after
adequate againg [i.e. one day} and the same shall accordingty be carried out by the
fabricator so that post operational deviations in dimension are within the

. permissible lirmits {as per casing drawing) -

Prepared By ] N Anproved By
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5.01IST OF INSTRUMENTS:

LIST ©F MEASURING [NSTRUMENTS, GAUGES AND TEMPLATES REGLARED FOR
WMANUFACTURING AND INSPECTION OF CASINGS FOR [MITRED} PF BENDS

. 10 MEASURING INSTRUMENTS

= Spring divider and spring calipers

»  BHary compass

*  Measuring tapes (calibrated} 3—5 meters

*  Neasuring scales {metallic) up to 1 meter

= Vernier caliper to check IB/0D/Thickness of flanges
= {Combination sguare set 1 no.

2.0 GALKSES

s To check chamfering and weld dimensions
= Angle temnplates
. = Profile tempiates for checking ovality

3.0 OTHER AIDS

»  Straight edee {up to 3 meters length} 1 no.

= Precision squares {1 meier height} 2 nos.

= Spirit level {690mm length vertical and horizonts(} nos.

*  Plumb fine.

v tiller gauge
Prepared Ry

Functional Chief {Fngineermy] 110D fimgineering)
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7.0 INSPECTION PROCEDURE FOR PIPE CASING

10

30

3.2

4.0

Layout is drawn on the levelled plates as per nominal dimensions,

The pige is siitably positionsd on this layoul by packing plates at the bottom such thal Lhe
center line is maintained uniformly. Refor secton 85 of E&D: 306 for inspection awds.

Bends, & Elbows.

The radial and axial shifts at both the pipe cnds are measured and recorded. The out of
squarcness and inner diameter at both ends are also measured.

Straicht pipes.
COme end is matched squarely on the lavout and measurement made at the other end.
Arceptance criteriz:

Acceptance of bends and elhows with radial shifts, axial shifts and out of squareness will ba In
accordance with the norms given in the table or as per drawing requirements for the fully
welded casings/ tack welded tasings if spedfically mentioned.

" Prepared By .Apﬁ}nved By
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TABLE
4.1 FOR FULLY WELDED CASINGS:
Bends/Elbows
1 Radiai shift +5mm
. > Axial shift Smm
X Qut of sguareness
FORCEATYPE™ 2.0mm
FOR B TYPE™ 3. 0mm
4. Axis shifl #lot applicaole

4.2 FOR TACK/FULLY WELDED SEGMENTED CASINGS:

Bends/Bbows
Raudial shift #3mm
Aucial shift i5mm
; Gut of squareness
. FORC&ZATYPE ™ 15mm
FOR B TYPE* 2.0mim
4, Axis shift Mot applicable

* These Types' refer to the terminal end rings.

FPropaned Iy Y

é‘ﬂw

' Funerionsl Chief (Bngineering)

Document o, E&D: 306
Scetion Mo, (¥
Section Rev, Ne.: 0D

Section Rev. Date: 04.07.19
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Page2of2z

Siraight pipe
Mot applicable
Not applicable

2.0 mm
3. 0mm

*2mm

Straight pimpe
Mot applicable
Mot applicable

1.5mm
2.0mm
+ 2rmm

T cAss g

Approved By
HOD (Tnginesring) !
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| DYL PENETRATION TRST PROCEDURE. Page :1of3
10 Scope:

This procedure shall ke used far coinur conlrast (visible dye) method of liquid peretrant
exzmination of materials for detecting disconlinuities in welded joints of MS casings/ rings/
Lonss.

2.0 METHOD AND MATERIALS:
& visihle dye penetrant which can be easily seen in natusal light arinartificiat light shalt
be uzed [Solvent remavable penstrant and MNon Agueous suspended type developer] ¢

3.0 SURFACE PREPARATION:

3.1 In general, satisfactory resudils may be obtained in the as welded, as forged, as cast and as
rolled condition. Machining ard grinding may be required when surface irregulaiitizs would
oiherwisa mask the indicalions of unacceptabie discontingities.

3.2 Prior to penetrant axamination tne surface shall be carelully sramined, Surface shalt be
free Trarm dirt, grease, lint, scale, welding flux, spalters or any extranecus matter which may te
tersd fa cover, Suface openings or otherwise mvarlere with gropers evaiuation of test result.

321 Adjacent areus Lo @ mirsmurn bength of 25mm an either side of the weld shall bs
prepared 3s specified in 3.2

3.2 2 Surfaces shail be thoroughly cleansd using acetone befare applying penelranl.

2.2, 5 Buriace shall be diied at 233t 3 minides prior to Application of Penetrant.

40 FENETRATION APPLICATION

4.1 The peneirart shall be appiied by digping, hrushing or spraying. If the penelrant is
appiied by spraying, using compressed air, type apprratus, a filter shall ke placed at the air inlet
ta precluds contominaiion of penetrant by Gil, warter i dirt that might have collectad in the ar
lines,

Approved By
(Ll P SV P L4l
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4.2  The termerature of the penetrant and the surface of the nart to be processed shalt not
be balow 167 nor above 5270 throughout the examination perod.
4.3 Mirimium penekation Lime shall be 15 minutes.

5.0 EXCESS PENETRANT REMOVAL

N1 afrer the penetrant Lime specfied above incolumn 4.3 has efapsed any penetrant

remainirg on the surizee shall be removed, taking care to minimize removal of pensirant from

the discondinuilies.

5.2 Penetrant shall be removed by wiping with a clean tint free dry cloth, The ope:alion

‘ should be repealed untit most fraces of penetrants are removad. A ciean dry cioth moist
with soivent [cleansar) shall ther: he used re wips the surface Iightly. £xtreme care shalt oe
taken te prevent over cleanirg as over cieaning can and does remove penetranl

from discontinuizies, Linder nio circumstances cotton waste shail be used for remaving
penelrarl.

6.0 DEVELOPER APPLICATION:

6.1  alter cleaning, develonsr shadi be applied by spraving, prior to applying the developer It
milsh be tharoughly agitated Lo ersure adequate dispersion of the susperded partickes. A
uriform thin coating of develaper must e apalied. Corwversely avoid the tormation of pasls of
developer in the cavities since heavy coatings may mask indizatian.,

B2 Allow 5 minutes for the develeper to dry before Lhe slart of inspeclion and a maximum of
30 minutes to comalete the interaretation of rasults of the examination.

7.0 EVALUATION OF INEHCATION:

. 71 Discontinuities open Lo the surface will be indicated by the bleeding out of the
penetrant, Locatized surface imperfection which cocer trom machining marks, or surface
irregularities shall pe ignored as noen relevant incication.

7.1.3 Mor---relevant indication and broad areas of pigmentalion, which would mask indication
of defects, shall be reprocessed and ralesied,

72 Relevant indications are those, which result from discontiruiiies open to surfaces. iinear
indicalions are thase indications in which the length is mose than three times the width.
Rounded indications are circular or elfiptical with length lesser than Lthree times the

width.
Prepored Ty B Approved By
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8.0  ACCEPTANCE CRITERIA
Mo cracks are permilled on any surface.
a.1 WELDS ;
811 ihe {elowing indications are not acceptable:
al Oinly indications with msjor dimansions greater than 2 6rar chall be considered as
relevant.
b} Linless otherwize specified the foliowing relevant indicalions are unacceplable:

P R o A

Amy cracks or linear indications.

Roundad indicstions with dimensions greater than £ 8mm.

To:r oy mofa rounded indications in & line separated by 1.6rmm or less 2dpe to edee.
ten or more reunded indications I ary 3870 50, mm [6 50, in)of surface with the major
dimensior of this araa not to exceed 152 5g mm with Lhe area tazenin the mosy
unfavourable locstion relative to the indiations being evaluated,

8.0 POST EXARMINATION CLEANING:
| A5 so0n as practical, after completion of the penetrarl examination the completed parts
siall be cieansd 1o remove resxdual penetrants materiak.
Approved By
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4.1 WELDING PROCEDURE:

4.1.1 The welding procedure outlined will be followed to ensure uniform and good quality welding.
4.1.2 The welding must be Arc / Flux cored after maintaining proper fit up.
4.1.3 The material specification of welding electrodes/Flux core wire to be as below:

A. Electrode: MS (PL < 20 mm) - E6013

Arc welding (2.5 mm , 3.15 mm or 4.0 mm):- make

Qerlikon: D&H Sacheron: Rockweld: ESAB:

Overcord S Medio/Norma V-117 Vardian/Ferrospeed plus

Electrode: MS (PL> 20 mm) - E 7018
Arc welding ( 2.5 mm , 3.15 mm or 4.0 mm ) : - make
Oerlikon; D & H Secheron : D&H India: ESAB:

Supercito Supratherme Super LH Ferro Weld-2 / ESAB-36H

Electrode: SS - E347-16
Arc welding ( 2.5 mm , 3.15 mm or 4.0 mm ) ; - make
Ador: | D & H Secheron: ESAB:

Superinox 18 | RUTOX-A(ST) OK 61.80

B. MIG WELDING:- (Flux core wire 1.6 mm or 1.8 mm)
Solid wire core for M5 - ER 705-6
for S5 ER-308 L /ER309 L
Make- Ador /D&H/ESAB/D&H Secheron/Cotrmac

4.1.3 Edges to be prepared as per following sketch:
80°£10"

B \ /

4] \ £
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1 - e g Gl 7

al
N
L

4.1.4 Root pass welding to be carried out buy using 2.5 mm welding electrodes ,further filling may
be done either by 3.15 mm or 4.0 mm electrodes/Root pass welding to be carried out by 1.2
mm to 1.8 mm dia flux core wire ,further filling by 1.2 mm to 1.8 mm flux core wire.

4.1.5 Ensure root weld is uniform and penetration is proper.
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4.1.6 Between two passes, remove slag and clean weld surfaces.

417 In case of undercut grind the weld surface smooth and fill up with 2.5 mm welding
electrode/wire core.

4.1.8 Employ down hand method for welding.
4.2 CHECK POINTS:

Audit checks are conducted for the quality of welding of every ceralin item. The Dye Penetration
test is to be carried as per E&D:331 after each root pass.

The visual examination of welding is to be carried out as per detail below:

1. The weld shall be free of cracks.

2. The face of weld shall be flush with the surface of base metal & weld shall merge smoothly
with base metal. Undercut shall not exceed 1 mm & welding reinforcement shall not exceed 3

mm.

3. The root of weld shall be inspected & there shall be no evidence of cracks, incomplete fusion
or inadequate joint penetration.

4. The weld shall be free from overlap.

5. The weld shall be free from accumulated slag the sum of the greatest dimensions of which
shall not exceed 6 mm.

6. Grinding is not allowed on weld bead.
7. Grinding of all gas cut portion to be ensured ( including lifting lug )

4.3 Welder Qualification: Welder qualification test to be done strictly for each welder as per AWS
D-1.1 by a third party NABL accredited lab once in a year.
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5. PAINTING PROCEDURE:

5.1. This procedure covers the requirements of primer and Final paint for M. S, Casing for in-
land applications/costal region/export.

5.2. This procedure specifies the painting requirements to provide adequate surface
protection.

5.3. SPECIFICATION OF PRIMER/PAINT:-

Type of paint Specification Make

Alkyd Red Oxide Zinc| As per 15:12744 -DFT 30 | Berger Asian Paint , Dulux

Phosphate Primer Mic./coat

General Purpose Aluminium | As per 15:2339-DFT 30 | Berger ,Asian Paint , Dulux

Paint Mic./coat

For costal region /Export / | As per specification provided | Berger ,Asian Paint , Dulux

Special items ,paint type to be | by the customer

specified by the customer

SURFACE PREPARATION:-

5.3.1. Surface of component shall be thoroughly cleaned before the application of primer
paint by either Power Tool cleaning (SSPC-SP3) or Abrasive Blast cleaning. The surface
shall be free from dust, rust, weld, slag, spatters, oil, grease etc.

5.4. APPLICATION OF PAINT:-

5.4.1. Surface prepared as mentioned above shall be applied with one coat of Alkyd Red

Oxide Zinc Phosphate primer (as per 15:12744) where no special primer is mentioned

for M.S. Casing.
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5.4.2. The exposed (untiled) portion of the M.S. casing shall be finished with one coat of
Synthetic Enamel Red Oxide Glossy Paint conforming to IS: 2932 at BHEL Shop,
achieving a DFT of 30 microns per coat when no specific paint is mentioned in
Product drawing.

5.5. GENERAL:-

5.5.1. Paint make Berger /Dulux / Asian shall be used as supplied by the supplier without
any addition of thinner.

5.5.2. Primer shall be thoroughly stirred before application. Primer can either be applied
on surface by brushing or spraying using compressed air uniformity. The thickness of
the primer shall not be less than 30 microns/coat (where no other specifications are
mentioned).

5.5.3. Adequate drying time is to be allowed after each coat before next coat of paint.

5.5.4. No painting is required in case of Stainless Steel components, unless otherwise
specified.

5.5.5. For all machined components, rust preventive fluids shall be used (where no other
specifications are mentioned).

5.5.6. Rusting of received material at BHEL IP will be treated as use of poor paint / process
and the same will be out rightly rejected or repainting will be done on the risk and
cost of supplier on the discretion of BHEL.

5.6. Inspection:-
5.6.1. Surface preparation, primer coating shall be checked at appropriate stages by

executing agency before proceeding to next operation.
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SAMPLE PAINTING SCHEME

Intermediate

Finish Coat

Total DET

Preparation

Paint | No. of

Coats

Paint

No. of
Coats

Hm min

SP3/SP4

Swedish Std
Sg2%: of SO
8501 (near

white metal)

Red Oxide Zinc
Phosphate pnimer
(Alkyd base) to IS
12744

Two coats of Zinc
Rich Polyamide
Epoxy Primer.

2 coats to
60 pm min
DFT Total

2 coats to
155 pm min
DFT Total
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Synthetic
Enamel
(long oil
alkyd) to
IS 2032

(HYS610026
997)

High Build
Gloss
Aliphatic
Acrylic
polyurethane.

1 coat to

20 pm min

DFT Total
(at Shop)

1 coats to
20 pm
min DFT
Total

(at Site)

80 pm
DFT

100 pm
DFT min
(total
after
erection
paint).
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Annexure-1
INTEGRITY PACT

Between
Bharat Heavy Electricals Ltd. (BHEL), a company registered under the Companies Act 1956 and having its
registered office at "BHEL House", Siri Fort, New Delhi - 110049 (India) hereinafter referred to as “The
Principal”, which expression unless repugnant to the context or meaning hereof shall include its successors or
assigns of the ONE PART

and

, (description of the party along with address), hereinafter referred to as “The
Bidder/ Contractor” which expression uniess repugnant to the context or meaning hereof shall include its
successors or assigns of the OTHER PART

Preamble

“TE-140

The Principal intends to award, under laid-down organizationa! procedures, contract/s for L"'ﬂ'ﬁ_’i% i

w \ ok 5 Ocdlel Alpoo) A Trars
Mﬂ){hemmaﬂer referred ! ). The Prlncrpal values full compliance with all relevant Iaws
of the land, rules and regulations, and the principles of economic use of resources, and of fairness and
transparency in its relations with its Bidder(s)/ Contractor(s).

In order to achieve these goals, the Principal will appoint panel of Independent External Monitor(s} (IEMs),
who will monitor the tender process and the execution of the contract for compliance with the principles
mentioned above.

Section 1- Commitments of the Principal

1.1 The Principal commits itseif to take all measures necessary to prevent corruption and to observe
the following principles: -

1.1.1  No employee of the Principal, personally or through family members, will in connection with the
tender for, or the execution of a contract, demand, take a promise for or accept, for self or third
person, any material or immaterial benefit which the person is not legaily entitled to.

1.1.2 The Principal will, during the tender process treat all Bidder(s) with equity and reason, The Principal
will in particular, before and during the tender process, provide to all Bidder(s) the same
information and will not provide to any Bidder(s) confidential/ additional information through
which the Bidder(s) could obtain an advantage in relation to the tender process or the contract
execution.

1.1.3 The Principal will exclude from the process all known prejudiced persons.

1.2 If the Principal obtains information on the conduct of any of its employees which is a penal offence
under the Bharatiya Nyaya Sanhita (BNS) 2023 and Prevention of Corruption Act 1988 or any other
statutory penal enactment, or if there be a substantive suspicion in this regard, the Principal will
inform its Vigilance Office and in addition can initiate disciplinary actions.

Section 2 - Commitments of the Bidder{s)/ Contractor(s)

2.1 The Bidder(s)/ Contractor(s} commit himself to take all measures necessary to prevent corruption.
The Bidder(s)/ Contractor(s) commits himself to observe the following principles during
participation in the tender process and during the contract execution.
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The Bidder(s)/ Contractor{s) will not, directly or through any other person or firm, offer, promise or
give to the Principal or to any of the Principal's employees involved in the tender process or the
execution of the contract or to any third person any material, immaterial or any other benefit which
he/ she is not legally entitled to, in order to obtain in exchange any advantage of any kind
whatsoever during the tender process or during the execution of the contract.

The Bidder(s)/ Contractor{s} will not enter with other Bidder(s) into any illegal or undisclosed
agreement or understanding, whether formal or informal. This applies in particular to prices,
specifications, certifications, subsidiary contracts, submission or non-submission of bids or any
other actions to restrict competitiveness or to introduce cartelization in the bidding process.

The Bidder(s)/ Contractor(s) will not commit any penal offence under the relevant Bharatiya Nyaya
Sanhita (BNS) and Prevention of Corruption Act; further the Bidder(s)/ Contractor{s} will not use
improperly, for purposes of competition or personal gain, or pass on to others, any information or
document provided by the Principal as part of the business relationship, regarding pians, technical
proposals and business details, including information contained or transmitted electronically.

Foreign Bidder(s)/ Contractor{s) shall disclose the name and address of agents and representatives
in india and Indian Bidder{s)/ Contractor(s) to disclose their foreign principals or associates. The
Bidder(s)/ Contractor(s) will, when presenting his bid, disclose any and all payments he has made,
and is committed to or intends to make to agents, brokers orany other intermediaries in connection
with the award of the contract.

The Bidder(s)/ Contractor(s) will not instigate third persons to commit offences outlined above or
be an accessory to such offences.

The Bidder({s)/ Contractor(s) shall not approach the Courts while representing the matters to IEMs
and shall await their decision in the matter.

Section 3 - Disqualification from tender process and exclusion from future contracts

If the Bidder{s)/ Contractor(s), before award or during execution has committed a transgression
through a violation of Section 2 above, or acts in any other manner such as to put his reliability or
credibility in question, the Principal is entitled to disqualify the Bidder(s)/ Contractor(s) from the
tender process , terminate the contract, if already awarded, exclude from future business dealings
and/ or take action as per the separate "Guidelines on Banning of Business dealings with Suppliers/
Contractors”, framed by the Principal.

Section 4 - Compensation for Damages

4.1

42

If the Principal has disqualified the Bidder (s} from the tender process before award / order
acceptance according to Section 3, the Principal is entitled to demand and recover the damages
equivalent to Earnest Money Deposit/ Bid Security.

If the Principal is entitled to terminate the Contract according to Section 3, or terminates the
Contract in application of Section 3 above , the Bidder(s)/ Contractor (s) transgression through a
violation of Section 2 above shall be construed breach of contract and the Pri ncipal shall be-entitled
to demand and recover from the Contractor an amount equal to 5% of the contract value or the
amount equivalent to Security Deposit/ Performance Bank Guarantee , whichever is higher, as
damages, in addition to and without prejudice to its right to demand and recover compensation for
any other loss or damages specified elsewhere in the contract.

Section 5 - Previous Transgression
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The Bidder declares that no previous transgressions occurred in the last 3 (three) years (to be
reckoned from date of bid submission) with any other company in any country conforming to the
anti-corruption approach in India that could justify his exciusion from the tender process. The date
of such transgression, for the purpose of disclosure by the bidders in this regard, would be the date
on which cognizance of the said transgression was taken by the competent authority. The
transgression(s), for which cognizance was taken even before the said period of three years, but
are pending conclusion, shall also be reported by the bidders.

If the Bidder makes incarrect statement on this subject, he can be disqualified from the tender
process or the contract, if already awarded, can be terminated for such reason or action can be
taken as per the separate "Guidelines on Banning of Business dealings with Suppliers/ Contractors"”,
framed by the Principal.

Section & - Equal treatment of all Bidder {s)/ Contractor (s) / Sub-contractor (s)

6.1

6.2

6.3

The Principal will enter into Integrity Pacts with identical conditions as this Integrity Pact with all
Bidders and Contractors.

In case of a joint venture, all the partners of the joint venture should sign the Integrity Pact. In case
of Sub-contracting, the Principal Contractor shall be solely responsible for the adherence to the
provisions of IP by the sub-contractor(s}.

The Principal will disqualify from the tender process all Bidders who do not sign this Integrity Pact
or violate its provisions.

Section 7 - Criminal Charges against violating Bidders/ Contractors /Subcontractors

If the Principal obtains knowledge of conduct of a Bidder, Contractor or Subcontractor, or of an
employee or a representative or an associate of a Bidder, Contractor or Subcontractor which
constitutes corruption, or if the Principal has substantive suspicion in this regard, the Principal will
inform the Vigilance Office.

Section 8 -Independent External Monitor(s)

8.1

8.2

B.3

84

85

The Principal appoints competent and credible panel of Independent External Monitor {5) {IEMs)
for this Integrity Pact. The task of the [EMs is to review independently and objectively, whether and
to what extent the parties comply with the obligations under this Integrity Pact on receipt of any
compiaint by them from the bidder(s).

The IEMs are not subject to instructions by the representatives of the parties and performs his
functions neutrally and independently. He reports to the C\VID, BHEL.

The [EMs shali be provided access to all documents/ records pertaining to the Contract, for which
a complaint or issue is raised before them asand when warranted. However, the
documents/records/information having National Security implications and those documents which
have been classified as /Top Secret are not to be disclosed.

The Principal will provide to the IEM:s sufficient information about all meetings among the parties
related to the Contract provided such meetings could have an impact on the contractual relations
between the Principal and the Contractor. The parties offer to the IEMs the option to participate in
such meetings.

The role of IEM is advisory and the advice of IEM is non- binding on the Organization. However, as
IEMs are invariably persons with rich experience who have retired as senior functionaries of the
government, their advice would help in proper implementation of the IP.
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For ensuring the desired transparency and objectivity in dealing with the complaints arising out of
the tendering process, the matter should be examined by the full panel of IEMs jointly, who would
look into the records, conduct an examination, and submit their joint recommendations to the
Management. In case the full panel is not available due to some unavoidabie reasons, the available
IEM(s) will conduct examination of the complaints. Consent of the IEM(s), who may not be available,
shall be taken on record.

The IEMs shall examine all the representations/grievances/ complaints received by them from the
bidders or their authorized representative related to any discrimination on account of lack of fair
play in modes of procurement and bidding systems, tendering method, eligibility conditions, bid
evaluation criteria, commercial terms & conditions, choice of technology/ specifications etc.

The CMD, BHEL shall decide the compensation to be paid to the [EMs and its terms and conditions,

IEMs should examine the process integrity, they are not expected to concern themselves with fixing
of responsibility of officers. Complaints alleging mala fide on the part of any officer of the Principal
should be looked into by the CVO of the Principal.

Ifthe |IEMs have reported to the CMD, BHEL, a substantiated suspicion of an offence under relevant
Bharatiya Nyaya Sanhita (BNS)/ Prevention of Corruption Act, and the CMD, BHEL has not, within
reasonable time, taken visible action to proceed against such offence or reported it to the Vigilance
Office, the IEMs may also transmit this information directly to the Central Vigilance Commissioner,
Government of India.

After award of work, the IEMs shall look into any issue relating to execution of Contract, if
specifically raised before them. As an illustrative example, if a Contractor who has been awarded
the Contract, during the execution of Contract, raises issue of delayed payment etc. before the
IEMs, the same shall be examined by the panel of IEMs.

However, the IEMs may suggest systemic improvements 1o the management of the Principal, if
considered necessary, to bring about transparency, equity and fairness in the system of
procurement.

The word "Monitor' would include both singular and plural.

Section 9 - Pact Duration

9.1

9.2

This Integrity Pact shall be operative from the date this Integrity Pact is signed by both the parties.
Any violation of the same would entail disqualification of the bidders and exclusion from future
business dealings.

If any claim is made/ lodged during currency of this Integrity Pact, the same shall be binding and
continue to be valid despite the lapse of this Pact as specified above, unless it is discharged/
determined by the CMD, BHEL.

Saction 10 - Other Provisions

10.1

10.2

This integrity Pact is subject to Indian Laws and exclusive jurisdiction shall be of the competent
Courts as indicated in the Tender or Contract, as the case may be.

Changes and supplements as well as termination notices need to be made In writing.
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If the Bidder(s)/ Contractor(s ) is a partnership or a consortium or a joint venture, this integrity Pact
shall be signed by all partners of the partnership or joint venture or all consortium members.

Should one or several provisions of this Integrity Pact turn out to be invalid, the remainder of this
Integrity Pact remains valid. In this case, the parties will strive to come to an agreement to their
original intentions.

Only those bidders / contractors who have entered into this Integrity Pact with the Principal would
be competent to participate in the bidding. In other words, entering into this Integrity Pact would
be a preliminary qualification.

In the event of any dispute between the Principal and Bidder(s)/ Contractor(s) relating to the
Contract, in case, both the parties are agreeable, they may try to settle dispute through Mediation
before the panel of IEMs in a time bound manner. If required, the Principal may adopt any
mediation rules for this purpose. However, not more than five meetings shall be heid for a particular
dispute resolution. The fees/expenses on dispute resolution shall be equally shared by both the
parties. In case, the dispute remains unresolved even after mediation by the panel of IEMs, either
party may take further action as the terms & conditions of the Contract.

14 :
rf’#n%hf’?incipal For & On behalf of the Bidder/ Contractor

PP (0.1 - (Office Seal)

BHEL / FSIP,

wdishpur, Amethyj (U.P.-22T817

Place Jaq.dhA Shopu

Date

N og wfwé

Withess: M’r \it.wh'r PW\, Witness:

(Name & Address) _ BYEL FS1P (Name & Address}

IR JAeDISHPUR, prETHI-

Y 18-
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Annexure-2

Clause on IP in the tender

Integrity Pact (IP)

{a) IP is a tool to ensure that activities and transactions between the Company and
its Bidders/ Contractors are handled in a fair, transparent and corruption free
manner. Following Independent External Monitors {IEMs) on the present panel
have been appointed by BHEL with the approval of CVC to oversee
implementation of P in BHEL.

St | IEM Email

1. | Dr. Sarat Kumar Acharya, ExX-CMD, NLC ieml1@bhel.in
2. | Shri R. Mukundan, IRPS [Retd.) iem2@bhel.in
3. | Shri Madan Lal Meena, 1AS (Retd.) iem3@bhel.in

(b) The IP as enclosed with the tender is to be submitted (duly signed by authorized
signatory) along with techne-commercial bid {Part, in case of two/ three part
bid). Only those bidders who have entered into such an Prwith BHEL would be

competent fo participate in the bidding. In other words, ertering into this Pact
would be a preliminary qualification.

{c) Please refer Section-8 of IP for Role and Responsibilities of {IEMs. In case of any
complaint arising out of the tendering process, the matter may be referred fo
the panel of IEMs. All corespondence with the [EMs shall be done through email
only.

Note:

No routine correspondence shall be addressed to the IEM {phone/ post/ email)
regarding the clarifications, time exfensions or any other administrative queries, efc
on the tender issued. All such clarification/ issues shall be addressed directly to the
tender issuing (procurement] department’s officials whose contact details are
provided below:

Details of contact person(s):

1 2
E\léme:AV‘IT KOMAR PANDEY I(\Jc):me: Vornltof Kagmor gk
Deptt: e~ PURCHASE Deptt: _ MM
Address: BHEL ~FSIP Address: inEL FSW.J‘W%AA'&"\FM
Phone: (Landline/ Mobile) Phone: {Landline/ Mobile)
70521) 44133 135\ 2L 1
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Y/ // /44 GENERAL TERMS AND CONDITIONS (GTC) OF TENDER ENQUIRY
BHEL Jagdishpur
SL. DESCRIPTION
NO.
1 General:

These General Terms & Conditions (GTC) shall apply to all tender enquiries, notice inviting tenders (NIT), request for
quotations concerning the supply of goods and / or rendering of services to Bharat Heavy Electricals Ltd., FSIP, Jagdishpur

A (hereinafter referred to as BHEL or the Purchaser) or its Projects / Customers. Special / supplementary/Notice Inviting
Tender (NIT) terms and conditions of enquiry, if any, will override the terms and conditions mentioned in this GTC.
2 General Instructions - Common for Indigenous & Foreign enquiries
Supplier may also be referred as Bidder/Vendor. The terms are being used interchangeably.
A Purchase Order is a document issued by a buyer to a seller indicating the items or services wish to purchase. Purchase
Order shall be treated as a contract and both are interchangeable.
Order of precedence will be as follows:
a. Any Corrigendum
b. NIT Terms & Conditions
c.  Special/Supplementary terms and Conditions
d. General Terms and Conditions
A Through E- procurement-
i. Offer shall be submitted by the bidders in single / two parts as called in Tender enquiry.
ii. BidPart-| Technical cum Commercial bid
Bid Part- Il Price bid
iii. Suppliers shall quote price on BHEL/authorised third party service provider e-procurement site.
Any deviation from the price format shall be clearly brought out in the offer Bid part-I.
The offer shall be uploaded on BHEL e-procurement site using Class Il digital signature. Bidders to put sign and seal on all
the uploaded documents. The quotation should be uploaded on the site before due date and time.
Part-1 of the bid shall contain complete item-wise scope of supply as offered vis-a-vis the scope of supply as per enquiry,
all commercial terms and conditions etc. It is expected that bidders shall meet all our technical and commercial
requirements and shall not deviate from them.
Commercial Conditions quoted by the vendor in any place including as stated in bidder's 'General Terms and Conditions' if
B any, shall not be binding on the BHEL and the conditions contained in this GTC, including special conditions, if any, for this
enquiry shall only prevail, unless agreed by BHEL.
Wherever Reverse Auction is called for
REVERSE AUCTION (RA):
“BHEL shall be resorting to Reverse Auction (RA) (Guidelines as available on https://www.bhel.com/supplier-registration)
for this tender. RA shall be conducted among the techno-commercially qualified bidders. Price bids of all techno-
commercially qualified bidders shall be opened and same shall be considered for RA. In case any bidder(s) do (es) not
participate in online Reverse Auction, their sealed envelope price bid along with applicable loading, if any, shall be
c considered for ranking.”
Wherever Reverse Auction is not called for
PRICE BID OPENING:
Tender shall be finalized via price bid opening of all the techno-commercially qualified bidders in place of RA.
Price bid should contain only price of item. Anything other than price of item shall be invalid.
Tender finalization mode (RA or Price bid opening) shall be specified in NIT / Special / supplementary terms and conditions
of enquiry.
The goods offered shall confirm to BHEL specifications and / or National/International standards as mentioned in the
Enquiry and the bidder is required to confirm his unconditional acceptance to the same. Vendors, seeking deviations from
D the specifications and any other conditions, may indicate the same clearly on a separate sheet, with reasons for such

deviations. BHEL reserves the right to reject the offer with deviations or load the deviations suitably for evaluation.
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BHEL Jagdishpur

E Wherever, any make/ brand specific requirement is there in tender, the offers shall be submitted directly by Manufacturer/
OEM or his authorized agent/dealer/distributor only. Unsolicited offers shall be summarily rejected. In case both OEM and
its Authorized agent/dealer/distributor quote against tender, offer of only OEM shall be considered.

Bid in single part or techno-commercial bid in two-part system (as the case may be) will be opened on the due date. In
F case of two-part bid, price bids of techno-commercially acceptable bidder(s) only shall be opened on the assigned date.

In case of changes in scope and / or technical specification and / or commercial terms & conditions, having price
G implication, techno-commercially acceptable bidders shall be asked by BHEL to submit the impact of such changes on their
price bids. In case a bidder opts to submit revised price bid instead of impact called for, then latest price bid shall prevail.

H The bidders will submit Integrity Pact, duly signed by its authorized signatory, where called for in the enquiry.

Bidders who are not registered with BHEL FSIP, Jagdishpur may visit www.bhel.com and may fill up online “Supplier
' Registration Form” on BHEL link (http://supplier.bhel.in) along-with all the supporting documents.

BHEL expects that the bidder must respond to the enquiry. Regret letter, with valid reasons for not participating in the
tender will be submitted where the bidder is unable to submit offer. Repeated lack of response (Not Quoted in last four
consecutive tenders or all enquiries in last two years whichever is earlier) on the part of vendor may lead to his deletion
from BHEL's approved vendor list.

Goods shall be properly packed to avoid transit damage. Suitable markings shall be provided to identify the goods with
that of the PO No. and the consignee details.

L Goods shall be consigned to Store Officer, BHEL, FSIP, A Jagdishpur Dist- Amethi (U.P.) India, unless otherwise specified in
the PO.

All corrigenda, addenda, amendments, time extensions, clarifications etc. to the tender will be hosted on BHEL website
M (www.bhel.com)/ https://eprocurebhel.co.in/nicgep/app eProcurement website only.

In the course of evaluation, if more than one bidder happens to occupy L1 status, effective L1 will be decided by soliciting
discounts from the respective L1 bidders.

N In case more than one bidder happens to occupy the L1 status even after soliciting discounts, the L1 bidder shall be decided
by a toss / draw of lots, in the presence of the respective L1 bidder (s) or their representative(s). Ranking will be done
accordingly. BHEL's decision in such situations shall be final and binding.

The Purchaser can consider awarding tendered quantities among more than one bidder (after acceptance of L1 price by
the other bidders) in the manner and proportion disclosed in the tender conditions.

Wherever the numbers of qualified responses (N) are three or more, the distribution shall be limited to (N-1) qualified
responses. Distribution in case of two qualified bidders shall be as per BHEL's discretion only.

Purchaser can also consider awarding of part of the tendered quantity to other than L1 bidder at L1 counter offered rates,
if the quantity offered by the L1 bidder is less than the quantity tendered for.

o BHEL can also award order to L1 bidder/counter offer accepted bidders in case any bidder is not supplying/delaying the
supplies and in this case the distributed quantity shall not be considered in loading share.

The loading of Order shares on suppliers will also be subject to their performance (Quality, Delivery and Service) for the

supplies made against Purchase Orders. The suppliers with consistence good performance will be preferred over poor
performance supplier and encouraged with more order share. Depending upon performance in supplies BHEL shall go to
redistribute the pending orders/shares of poor performer to other suppliers whose performance in supplies is better.

The bidder shall submit price bid strictly in the price format, wherever provided for, in the enquiry. Any attempt on the
part of the bidder to alter the contents of the price bid format in any manner, which in the opinion of BHEL can vitiate the
tendering process, will lead to rejection of the bid, besides BHEL taking appropriate punitive action as deemed fit as per
policy.

In case the bidder decides to sub-contract part of his activity / work to some of his vendors, details of such intended
Q subcontracting shall be mentioned in the bid. This will however not absolve the bidder from his contractual obligations
and responsibilities.

Wherever the minimum reserved capacity is called for in the tender, the offers of such bidders, who do not quote for the
R minimum reserved capacity, are liable to be rejected.
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Delivery Terms

Indigenous Purchase

Goods shall be delivered on ‘FOR Destination’ basis (with freight and insurance in bidder scope) to the named destination
unless otherwise called for in the enquiry.

Foreign Purchase — Imports

B1

1. Goods shall be despatched by Sea, unless stated otherwise in the enquiry or purchase order.

2. Terms of Delivery for Sea shipment shall be on CFR / CIF basis with 14 days’ detention free period for FCL (Full
Container Load) Cargo of GP & HC Containers.

3. For other cases - Other than GP & HC Containers, LCL Cargo shall be delivered at Nhava Sheva (JNPT) & Break-bulk

Cargo at Mumbai (MPT).

For Air consignments, the terms of delivery shall be FCA at BHEL nominated Airport.

Freight amount shall be indicated separately in the offer in case of CIP/CFR/CIF.

6. The number of detention free days and destination charges payable to shipping line must be mentioned in your
offer and also on the Bill of Lading.

7. Offer received on FOB basis may be considered on an exceptional basis. BHEL will load freight, marine insurance
& shipping line port handling charges etc. to work out landed cost at Sea Port.

8. Please visit BHEL website for details of named Air ports and Sea ports. Name of the gateway port so chosen by
the Seller shall be indicated by the Bidder in his offer.

voA

B2

1. For delivery of FCL (Full Container Load) cargo, the Bidder shall provide minimum 14 days’ detention free period
from the date of delivery at Port of Discharge / Place of Delivery (in case of ICD). Wherever the detention free
period offered is less than 14 days, the bids shall be loaded for the period short of 14 days’ period.

2. Port Congestion charges or any additional charges claimed by the shipping line at Port of Discharge / Place of
Delivery shall be to the Seller's account.

If bidder insists for Ex Works Delivery in FOR tenders, BHEL shall load for transportation charges as per BHEL transport rate
contract. In case of rate contract is not available, BHEL may seek budgetary offer for transportation charges.

Delivery Schedule & Completion date

Instead of writing specific date against delivery offered, bidder shall commit delivery period in number of days / weeks/
months to suit the delivery period indicated in the enquiry.

Commencement of delivery period shall be reckoned from the date of PO / LOI or any other agreed milestone.

Seller shall deliver the goods in the manner and schedule agreed under the Purchase order.

Goods shall be delivered within contractual period or any extension thereof, if any, granted by the Purchaser.

If delivery is linked to approval of documents, time for submission of such documents to be indicated and delivery
period to be indicated from approval of documents. This delivery schedule will be considered for processing delivery
extension, wherever applicable.

BHEL reserves the right to cancel the order if material is not delivered within PO scheduled delivery.

In case of unsatisfactory performance on quality / delivery BHEL will have right to discontinue the contract in part or
full.

In case of foreign supplies, the date of Bill of Lading (B/L) or AWB shall be taken as actual date of delivery.

In case of Indigenous bidders, the date of delivery at named destination in India shall be taken as contractual delivery
completion date where delivery terms are FOR destination.

In case of 'Ex-works' delivery terms, the date of Intimation by supplier to lift the material or date of invoice, whichever is
earlier, shall be the contractual delivery completion date.

Transit Insurance

Except where delivery terms are agreed on CIF basis for Imports & FOR destination basis for indigenous purchases, transit
insurance will be covered by BHEL under its Open Marine Transit Insurance Policy. Seller shall inform dispatch particulars
with value of consignment to the Purchaser within 07 days of dispatch for BHEL to arrange insurance coverage in its policy.
Failure on the part of seller to inform dispatch particulars will make him liable to pay for any transit damages / losses
suffered by the Purchaser.
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6 Force Majeure

Notwithstanding anything contained in the contract, neither the Seller nor the Purchaser shall be held responsible for total
or partial non-execution of any of the contractual obligations, should the obligation become unreasonably onerous or
impossible due to occurrence of a 'Force Majeure' which directly affects the obligations to be performed by the Purchaser
or the Seller; Such events include war, military operations of any nature, blockages, revolutions, insurrections, riots, civil
commotions, insurgency, sabotage, acts of public enemy, fires, explosion, epidemics, quarantine restrictions, floods,
earthquake, or acts of God, restrictions by Govt. authorities; over which the Seller or the Purchaser has no control.

The party claiming to be affected by force majeure shall notify the other party in writing without delay, within two weeks
on the intervention and on the cessation of such circumstance. Extension of time sought by the Seller along with supporting
evidence and so granted by the Purchaser for the supply/ work affected, if any, shall not be construed as waiver in respect
of remaining deliveries. Rescheduling of deliveries on account of force majeure conditions, if so agreed by the Purchaser,
will not entail the Seller to claim any increase in the price on whatsoever account.

Notwithstanding above provisions, Purchaser shall reserve the right to cancel the order/ Contract, wholly or partly, in order
to meet the overall project schedule and make alternative arrangements. If deemed necessary, Purchaser may takeover
partly processed material at a mutually agreed price.

7 LD/Penalty for delayed delivery/ performance.

Subject to force majeure conditions,
I. LD shall be 0.5 % of the total order value per week of delay or part thereof subject to a maximum of 10% of the total
order value.

IIl. In case of staggered delivery schedule, LD shall be 0.5 % of the undelivered portion per week of delay or part thereof
subject to a maximum of 10% of the total order value of that lot. However, even if a staggered delivery schedule for Capital
Machine / BOPs is agreed, the LD cap will be levied on total order value and not undelivered portion of the order value.

I1l. In case of any amendment/ revision, the LD shall be linked to the amended / revised PO value.

A
Any loading on LD/penalty clause shall be to the extent to which it is not agreed to by the bidder (at offered value). The
same shall be intimated separately prior to price bid opening.
Note: “Recovery of LD will not include GST”.
Date of Gate entry at BHEL shall be considered as date of material receipt for LD purpose except Ex Works PO.
In case the contractually agreed delivery date falls on a holiday in BHEL FSIP Jagdishpur, the next working day shall be taken
as contractual delivery date for compliance and applicability of LD / penalty.
In case any supply is rejected by BHEL, Receipt date of replacement material shall be considered as date of material receipt
for LD purpose.
8 Indian Agents and Agency commission
BHEL prefers to deal directly with Foreign vendor, wherever required, for procurement of Goods. However, if the Foreign
A Principal desires to avail services of an Indian Agent, then the Principal should ensure compliance to "regulatory guidelines"

which will require submission of an agency agreement.

The CFR / CIF price quoted will be deemed to be inclusive of Indian Agency commission. Agency commission as disclosed
by the bidder in his quoted CFR / CIF price will be paid in Indian Rupees on receipt & acceptance of Materials or it's
B installation at destination, as the case may be. The lower of the TT buying rate prevailing on the date of technical bid
opening or price bid opening shall be considered for computation of Agency commission.

In a tender either the Indian Agent on behalf of Principal / OEM or the Principal / OEM itself can bid, but both cannot bid
simultaneously for same item / product in the same Tender. In case bids are received from both the Principal / OEM and
the agent, bid received from the agent will be ignored.

If an agent submits Bid on behalf of the Principal / OEM, the same agent shall not submit bid on behalf of another Principal
D / OEM in the Tender, for the same Item / Product.
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9 Documentation:

Indigenous Purchase

For supply orders placed on Indian Suppliers: Irrespective of the value of the invoice amount, the bidder / vendor should
necessarily upload the despatch & invoice details on BHEL SUVIDHA portal at https://suvidha.bhel.in/suvidha , prior to
despatch. All documents as per PO checklist, along with additional documents (if any), must be uploaded on the portal. It
is mandatory that tax invoices with a net amount (including taxes) exceeding Rs. five lakhs uploaded on the portal are
digitally signed using a Class 3 Digital Signature Certificate (DSC) issued by a licensed Certifying Authority. Submission of
invoice document in hard copy is allowed for invoices with a net amount (including taxes) equal to and up to Rs. five lakhs,
in case they were not digitally signed and uploaded on the portal.

Note- “The material will not be accepted inside BHEL in absence of the above. ”

B Foreign Purchase — Imports

A. Vendor to share immediately Bill of lading with Import Invoice and packing list of material at mssea@bhel.in
and incorporate following detail in the bill of lading:
a. Import & export Code (IEC) of importer;
b. GST Identification No (GSTIN) of importer;
c. Official email id of importer (to be used for correspondence by shipping lines and Customs) —

mssea@bhel.in to be included.

B. Seller shall send 1 set of following documents, in English, within 7 days of B/L date / 1 day of AWB date by courier
to the Purchaser.

1. Express / Original ‘Clean on board’ Bill of Lading / AWB.

2. One set of Commercial Invoice, Packing list indicating container-wise Gross weight, Net weight, CBM volume, No.
of packages with Dimensions of each package.

3. Original Certificate of Country of Origin issued by Chamber of Commerce.

4. One set of Original Test Certificates and O&M Manual where called for.

5. Fumigation / Phyto Sanitary Certificate wherever cargo is packed in wooden packing or packing of plant origin
material is used.

6. Supplier should additionally forward 2 sets of original documents mentioned at point 1 to 5 along with original bill
to Lading through any international courier service / registered airmail or AWB by captain’s mail within three days
of obtaining the same directly to the following:

(i) Head- M.S (ii) Head- Finance
Regional Operations Division BHEL Administrative Bldg.
14th Floor Centre-1 BHEL, FSIP, IA Jagdishpur
World Trade Centre, Cuffe Parade Amethi, 227817, UP, India

Colaba, Mumbai 400 005 INDIA
E-mail: mssea@bhel.in

And confirm forwarding details to Purchase Officer, BHEL, FSIP, IA Jagdishpur 227817, Amethi, UP, India-through email.

7. In case the Seller decides to negotiate all 3 originals of B/L / AWB along with all original documents through
negotiating Bank, non-negotiable documents (NNDs) consisting of copy of B/L / AWB & documents mentioned at
SI. No 9- B2 to B5 will be sent by e-mail to the Purchaser at his e-mail address given in the PO. Other documents,
as required, will be separately indicated in the Purchase Order. Additional expenditure, if any, incurred by the
Purchaser by way of detention / demurrage, resulting out of delay attributable to the Seller in providing Negotiable
documents, will be recovered from the Seller.
In case any discrepancy is raised by bankers / BHEL with respect to documents submitted, vendor to facilitate
clearance of goods through Delivery Order.
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C General

1. For Hazardous chemicals, the materials safety data sheet (MSDS) is to be submitted.

2. All certificates as called must be sent. BHEL may test any goods supplied and their decision is final irrespective of
supplier’s certificates. If test certificate and guarantee certificate are not received along with the document stipulated
in these specifications, BHEL reserves the right to get the material tested and recover the expenses from the supplier
without awaiting supplier’s confirmation.

10 Pricing Terms:
Prices once quoted shall remain firm within the validity or any extension thereof for placement of order, till complete
execution of the order, without any escalation / increase for any reason, whatsoever, unless specifically provided for in
the Enquiry & PO. In case of foreign vendors, the quoted price shall be taken as inclusive of Third Party Inspection and
testing charges as called for in the NIT.

11 Price Validity :
Unless stated otherwise in the enquiry, offer shall be valid for a period of 90 days from the date of Techno- commercial
(Part-1) bid opening date.

12 Taxes & Duties - Indigenous Purchase:

A Vendor to ensure timely remittance of SGST, CGST, IGST as applicable in time as per law.

B Vendor to ensure compliance to filing of monthly GST sales return including BHELs supplies by 10" of next calendar month
in the online GST portal wherever applicable.

C Vendors to declare filing of timely returns and GST remittance / likely remittance / ITC adjustment along with invoice.

D Vendor to submit invoices compliant with GST invoice Rules
Vendors to comply with all statutory provisions as may be applicable at the time of despatch / sale. Any additional financial

E liability to BHEL on account of non-compliance by vendors shall be borne by them and shall be adjusted / recovered from
the vendors. BHEL reserves the right to review the existing offers / contracts for any revision in terms, which may arise due
to change in any statutory provisions to ensure that the benefit accrues to BHEL.

F Vendor to ensure TAX INVOICE submission along with consignment.
In respect of cases where the liability to discharge GST is on BHEL under reverse charge mechanism, vendors have to ensure
timely submission of invoices and delivery of material / services to BHEL, so that there is no mismatch on both activities.
In case there is any additional financial liability on BHEL on account of default on the part of the vendor on submission or

G delivery of material / services the same shall be passed on to them.
In respect of free issue material by BHEL, vendors have to return the processed material within the time line as per the
provisions of GST. In case of any additional tax liability on BHEL on account of non-compliance by the vendor, the additional
financial implications on BHEL shall be passed on to the vendor.

H Vendors to provide the applicable HSN / SAC codes as called for in the enquiry.

| e-Invoicing: In line with notifications of the Government of India in the Ministry of Finance (Department of Revenue),
GST invoices are to be uploaded by vendors on the Invoice Registration Portal (IRP) as per applicability of relevant
notifications and shall submit the unique ‘Invoice Reference Number (IRN)’ after digitally signing the e-invoice generated
by IRP.
It is important to note that where a vendor is required to issue an e-invoice but fails to do so, then such invoice would
not be treated as a valid invoice under GST law for availing input tax credit (ITC).

13 | Taxes & Duties - Foreign Purchase — Imports
The offered prices shall be inclusive of all the Taxes and duties as applicable in the country of bidder / country of dispatch
for the quoted CFR / CIF price.

14 Payment Terms-
Indigenous: 100% payment in 90 days of receipt (45 days for MSE having UDYAM certificate, registered suppliers as per
relevant Act in force), subject to acceptance of material at BHEL, on direct presentation of the documents.

A In case of despatch of material to site directly, site certification for receipt of materials is required unless otherwise

provided for in the PO.
GST amount shall be released only after the same is credited in BHEL account in GSTR 2.
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In respect of procurement of goods or services from Micro, Small and Medium enterprises (MSMEs), the settlement of
invoice shall be only through any of the TReDS platform ( (i.e RXIL, Ml xchange, Invoicemart, KReDX, C2FO), authorised
by the Reserve Bank of India. Such MSME suppliers to select their preferred TReDS platform before award of contract
so that the data is captured in the Order [Contract database of the Unit. They also will have the option to change the
TReDS platform from the drop-down menu on Suvidha portal of BHEL, at the time of invoice submission. Wherever the
Trade Receivable is accepted by BHEL, the same shall be validated by the Unit on the respective TReDS platform
selected by the supplier. The routing of invoices through the TReDS platform shall not be

construed as mandating discounting of such invoices and the MSMEs supplier shall have the option to avail or not avail
financing or discounting of its receivables on the TReDS platform.

In case discounting is not availed by the supplier on TReDS, the trade receivables will be paid through TReDS as per the
payment timelines indicated in the contract.

Foreign: 100% direct Payment payable on 90" day of B/L / AWB.

Any deviation from the above payment terms, if accepted (by BHEL), shall be loaded as per below point:

(i) Repo Rate (as applicable on the date of bid opening; Techno-commercial bid opening in case of two part bids) + 4% shall
be considered for loading for the period of relaxation sought by bidders.

(ii) Wherever LC payment terms are not offered in NIT and the same is insisted by bidder(s), all LC related bank charges to
be incurred by BHEL shall also be loaded.

(iii) In case of deviation w.r.t. LC payment terms offered in NIT, the loading shall be done for all LC related bank charges to
be incurred by BHEL.

Foreign vendors to submit declaration of Permanent Establishment and Business Connection (PEBC) for remittances
purpose. Declaration to be submitted in required formats whichever is applicable as per their transaction entered into with
BHEL.

In the absence of certificates from the vendor, withholding tax at applicable rates along with surcharge and cess will be
recovered at the time of remittance to the vendor.

Foreign vendors to submit Tax Residency Certificate (TRC) & Form 10 F (for obtaining DTAA benefits) in respect of services.
The TRC (tax residency certificate) is to be issued by the authorities of the government of vendor’s country. If the
informative part of the format (other than residency) is not furnished by the authorities, the same may be furnished by the
vendor as a declaration.

15

Inspection of Goods

The Seller shall give adequate notice, of 1 week (unless otherwise stated) or as mutually agreed period, in writing to the
Purchaser (in case Customer inspection is involved) or BHEL appointed TPIA about the date and place at which the goods
will be ready for inspection/ testing, as provided for in the contract.

Purchaser or his authorized representative shall be entitled to carry out inspection of material and Workmanship /
Surveillance Audit at Seller's premises or at his sub-contractor's premises at all reasonable times during execution of
contract; Such inspection, examination and testing, if made, shall not absolve the Seller from his obligations under the
contract.

Wherever required, BHEL may carry out testing at BHEL's testing Lab and in case of any rejection during such testing,
replacement / rectification, as required, will have to be done by Supplier.

If BHEL carries out any rectification of such rejected material, such cost will be recovered from Supplier’s Bills.

In case of Customer inspection as Supplier’s Works, inspection clearance to be obtained from Customer and submitted to
BHEL.

BHEL’s representative from unit or Corporate Quality (CQ) is authorised to carry out audits along with TPIA at vendor’s
works before clearing the items for despatch.

All costs related to inspections and re-inspections shall be borne by the Seller. In case of inspection by BHEL and / or BHEL's
customer, the cost of to & fro passage and Boarding & Lodging shall be borne by the Purchaser / Customer, unless
otherwise specifically agreed. In case of foreign vendors, the cost of third party inspection, where called for, shall be
deemed to be included in the quoted price. Seller shall be responsible to provide assistance such as labour, materials,
electricity, fuels, stores, apparatus, instruments at his cost, as may be required and as may be reasonably demanded to
carry out such tests effectively.

Doc. No.: GTC/FSIP/PUR/01 Rev:07 Page 8 of 19




Y/ // /44 GENERAL TERMS AND CONDITIONS (GTC) OF TENDER ENQUIRY
BHEL Jagdishpur
REJECTION:

If any goods are rejected, BHEL shall be at liberty to take action as per following:

a) Allow the supplier, wherever mutually agreed, to rectify the rejected goods at BHEL’s works within reasonable time
as fixed by BHEL.
or
b) Allow the supplier to make free replacement within a specified period. Rejected goods can be lifted by the supplier
there after.
or
c) In case payment has been done, allow supplier to refund equivalent value of rejected material by NEFT / RTGS
or furnish Bank Guarantee for same amount before lifting the rejected goods. Fresh replacement shall be
regulated as per terms and condition of the original Purchase Order.
In case payment has not been done, allow the supplier, wherever mutually agreed, to rectify the rejected goods
at supplier’s works within reasonable time as fixed by BHEL.
or
d) Terminate the contract either in part or in whole at the discretion of BHEL and recover the loss, if any, from the
supplier.
or
e) Any goods rejected by BHEL must be removed by the supplier after making payment through NEFT / RTGS within
45 days from the date of intimation of rejection or 30 days after receipt of the intimation of rejection whichever
is earlier. If vendor fails to lift or allow despatch of rejected material at his cost within 90 days from the intimation
of rejection, his claim on rejected material shall cease.

16

Guarantee / Warranty and corresponding Repairs / Replacement of Goods

Manufacturer’s works test / infection certificates shall be furnished along with the guarantee that material conforms
strictly to the specification for general & special conditions as laid down in the purchase order. Goods shall comply with
the specifications for material, workmanship and performance. The Guarantee/ Warranty shall be for a period of 12
months from the date of receipt. If the delivery is found non-compliant during the Guarantee/ Warranty period, leading
to rejection, the Seller shall arrange free replacement / repair of goods, within one month from the date of intimation or
any mutually agreed period. The rejected goods shall be taken away by the Seller at his cost and replaced on Delivered
Duty Paid (DDP) (FOR - BHEL Stores / designated destination basis) within such period. In the event of the Seller's failure
to comply, Purchaser may take action as appropriate, including Repair / Replenish rejected goods & disposal of rejections,
at the risk & cost of the Seller.

In case the defects attributable to Seller are detected during processing of the goods at purchasers/ his subcontractor's
works, the Seller shall be responsible for free replacement / repair of the goods as required by the purchaser.

17

Evaluation and Loading Criteria:

Evaluation of the tender shall be on the basis of delivered cost, i.e. 'total cost to BHEL' w.r.t the technical scope and
commercial conditions finalized after techno-commercial clarifications (after considering, inter alia, Customs Duty and GST
/ Other taxes as applicable/Other applicable loading). Exchange rate (TT selling rate of State Bank of India) applicable on
the date of Part-1 bid opening shall be considered for evaluation of foreign bids. If the relevant day happens to be a bank
holiday in India, then the FOREX rate as on the previous bank working day shall be taken for evaluation.

Foreign suppliers shall ensure that the benefits as applicable under Comprehensive Economic Partnership Agreement
(CEPA) with Government of India are disclosed in the bid & relevant documents such as Certificate of Country of Origin,
issued by the appropriate authority in the country of Export is provided by the vendor along with dispatch documents.
Bids shall be evaluated with such applicable benefits. In the event of Seller failing to provide appropriate documents for
Purchaser to avail disclosed concessional duty benefits in India, financial loss, so incurred, will be to the Seller's account.
The evaluation currency for this tender shall be INR (Indian Rupees).

18

Variation of orders

No variation to the Purchase order is permitted unless authorised in writing and signed by or on behalf of purchase
executive, BHEL Jagdishpur.
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19

Sub-contract

BHEL's order or part there off, if further to be subcontracted in exceptional circumstances the details of subcontracting and
to whom to be subcontracted shall be furnished to BHEL and written permission shall be obtained from BHEL.
However, it shall not absolve the supplier of the responsibility of fulfilling BHEL order requirements.

20

Recovery / deductions of amount from supplier

A) Any amount on account of recovery from consignor / supplier under any condition shall be liable to be adjusted
against any amount payable to the consignor / supplier against bills.

B) For any deficiency in supplies where deduction is involved, an amount as decided by BHEL, shall be deducted from
supplier’s bills.

21

Safety During Inspection by BHEL/TPIA

The vendors shall maintain and ensure sufficient safety measures as required for inspections and test like HV test.
Pneumatic test, Hydraulic test Spring test, Bend test, Material handling and safe working environment etc. to enable
Inspection Agency for performing inspection.

The vendor shall ensure that all the safety precautions specified in factories Act 1948 chapter-IV Section-21 to 41 are
complied with respect to equipment’s to be inspected.

If any test equipment is found not complying with proper safety requirement, then the inspection agency may withhold
inspection, till such time the desired safety requirements are met.

22

Non-Disclosure Agreement

All Drawings and technical documents relating to the product or it's manufacture submitted by one party to the other,
prior or subsequent to the formation of contract, shall remain property of the submitting party. Drawing, technical
documents or other technical information received by one party, shall not without the consent of the other party, be used
for any other purpose than that, for which they were provided. Such technical information shall not without the consent
of the submitting party, otherwise be used or copied, reproduced, transmitted or communicated to a third party. Patterns
supplied by BHEL will remain BHEL's property which shall be returned by the bidder on demand to BHEL. Bidder shall in no
way share or use such intellectual property of BHEL to promote his own business with others. BHEL reserves the right to
claim damages from the bidder, or take appropriate penal action as deemed fit against the bidder, for any infringement
of the provisions contained herein.

DRAWINGS, PATTERNS & TOOLS: All drawings, patterns & tools supplied by BHEL or made at BHEL’s expense are BHEL's
property. These cannot be used or referred to any other party and must only be used in the execution of BHEL's orders.
These should be preserved at the supplier’s cost for a period of not less than 5 years. Patterns & tools should be returned
to BHEL within 90 days of issue of the same.

23

Settlement of Disputes & Arbitration

If any dispute or difference of any kind whatsoever shall arise between BHEL and the Supplier/Vendor, arising out of the
contract for the performance of the work whether during the progress of contract termination, abandonment or breach of
the contract, it shall in the first place referred to Designated Engineer for amicable resolution by the parties. Designated
Engineer (to be nominated by BHEL for settlement of disputes arising out of the contract) who within 60 days after being
requested shall give written notice of his decision to the contractor. Save as hereinafter provided, such decision in respect
of every matter so referred shall forthwith be given effect to by the Supplier/Vendor who shall proceed with the work with
all due diligence, whether he or BHEL desires to resolve the dispute as hereinafter provided or not. If after the Designated
Engineer has given written notice of this decision to the party and no intention to pursue the dispute has been
communicated to him by the affected party within 30 days from the receipt of such notice, the said decision shall become
final and binding on the parties. In the event the Supplier/Vendor being dissatisfied with any such decision or if amicable
settlement cannot be reached then all such disputed issues shall be resolved through conciliation in terms of the BHEL
Conciliation Scheme 2018.

CONCILIATION: Any dispute, difference or controversy of whatever nature howsoever arising under or out of or
in relation to this Agreement (including its interpretation) between the Parties, and so notified in writing by either Party to
the other Party (the “Dispute”) shall, in the first instance, be attempted to be resolved amicably in accordance with the
conciliation procedure as per BHEL Conciliation Scheme 2018. The proceedings of Conciliation shall broadly be governed
by Part-Ill of the Arbitration and Conciliation Act 1996 or any statutory modification thereof and as provided in - “Procedure
for conduct of conciliation proceedings” (as available in www.bhel.com).
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ARBITRATION: Except as provided elsewhere in this Contract, in case Parties are unable to reach amicable
settlement (whether by Conciliation to be conducted as provided in Clause 21.1 herein above or otherwise) in respect of
any dispute or difference; arising out of the formation, breach, termination, validity or execution of the Contract; or, the
respective rights and liabilities of the Parties; or, in relation to interpretation of any provision of the Contract; or. in any
B manner touching upon the Contract (hereinafter referred to as the ‘Dispute’), then, either Party may, refer the disputes to
Arbitration as per the provisions of The Arbitration and Conciliation Act. The dispute may be referred to an appropriate
Arbitral Institution for adjudication of dispute by a Sole Arbitrator appointed in accordance with the Rules of said Arbitral
Institution.

A party willing to commence arbitration proceeding shall invoke Arbitration Clause by giving notice to the other party in
terms of section 21 of the Arbitration & Conciliation Act, 1996 (hereinafter referred to as the ‘Notice’) before referring the
matter to arbitral institution. The Notice shall be addressed to the Head of the Region, Power Sector/ Unit, BHEL, executing
the Contract and shall contain the particulars of all claims to be referred to arbitration with sufficient detail and shall also
indicate the monetary amount of such claim including interest, if any.

After expiry of 30 days from the date of receipt of aforesaid notice, the party invoking the Arbitration shall submit that
dispute to the Arbitral Institution and that dispute shall be adjudicated in accordance with their respective Arbitration
Rules. The matter shall be adjudicated by a Sole Arbitrator who shall necessarily be a Retd Judge having considerable
experience in commercial matters to be appointed/nominated by the respective institution. The cost/expenses pertaining
to the said Arbitration shall also be governed in accordance with the Rules of the respective Arbitral Institution. The
decision of the party invoking the Arbitration for reference of dispute to a specific Arbitral institution for adjudication of
that dispute shall be final and binding on both the parties and shall not be subject to any change thereafter. The institution
once selected at the time of invocation of dispute shall remain unchanged.

The fee and expenses shall be borne by the parties as per the Arbitral Institutional rules.

The Arbitration proceedings shall be in English language and the seat and venue of Arbitration shall be New Delhi.
Subject to the above, the provisions of Arbitration & Conciliation Act 1996 and any amendment thereof shall be applicable.
All matters relating to this Contract and arising out of invocation of Arbitration clause are subject to the exclusive
jurisdiction of the Court(s) situated at New Delhi.

Notwithstanding any reference to the Designated Engineer or Conciliation or Arbitration herein, a. the parties shall
continue to perform their respective obligations under the Contract unless they otherwise agree. Settlement of Dispute
clause cannot be invoked by the Contractor, if the Contract has been mutually closed or ‘No Demand Certificate’ has been
furnished by the Contractor or any Settlement Agreement has been signed between the Employer and the Contractor.

It is agreed that Mechanism of resolution of disputes through arbitration shall be available only in the cases where the
value of the dispute is less than Rs. 10 Crores.

In case the disputed amount (Claim, Counter claim including. interest is Rs. 10 crores and above), the parties shall be within
their rights to take recourse to remedies other than Arbitration, as may be available to them under the applicable laws
after prior intimation to the other party. Subject to the aforesaid conditions, provisions of the Arbitration and Conciliation
Act, 1996 and any statutory modifications or re-enactment thereof as amended from time to time, shall apply to the
arbitration proceedings under this clause.

In case, multiple arbitrations are invoked (whether sub-judice or arbitral award passed) by any party to under this contract,
then the cumulative value of claims (including interest claimed or awarded) in all such arbitrations shall be taken in account
while arriving at the total claim in dispute for the subject contract for the purpose of disputed amount as above. Disputes
having cumulative value of less than 10 crores shall be resolved through arbitration and any additional dispute shall be
adjudicated by the court of competent jurisdiction.

In case of Contract with Public Sector Enterprise (PSE) or a Government Department, the following shall be applicable:
In the event of any dispute or difference relating to the interpretation and application of the provisions of commercial
contract(s) between Central Public Sector Enterprises (CPSEs)/ Port Trusts inter se and also between CPSEs and
Government Departments/Organizations (excluding disputes concerning Railways, Income Tax, Customs & Excise
Departments), such dispute or difference shall be taken up by either party for resolution through AMRCD (Administrative
Mechanism for Resolution of CPSEs Disputes) as mentioned in DPE OM No. 05/0003/2019-FTS-10937 dated 14-12- 2022
as amended from time to time.
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24 | Applicable Laws and Jurisdiction of Courts

Indian laws both substantive and procedural, for the time being in force, including modifications thereto, shall govern the
Contract including Arbitration proceedings. The competent Courts at Sultanpur/Amethi/New Delhi (for foreign Bidders
only) in the State of Uttar Pradesh, India shall have sole jurisdiction.

25

Benefits earmarked for Purchase from Micro & Small Enterprises (MSEs) — Indigenous Purchase

MSE bidders must submit the valid UDYAM certificate along with their bid w.r.t. their respective MSE status as per extant
norms. Date to be reckoned for determining the deemed validity will be the last date of Technical bid submission. Non-
submission of such document will lead to consideration of their bid, at par with other bidders and MSE status of such
bidders shall be shifted to Non- MSE supplier till the supplier submit these documents.

In tender, participating MSEs quoting price within price band of L1+15% shall also be allowed to supply a portion of
requirement by bringing down their price to L1 price in a situation where L1 price is from someone other than a MSE and
such MSE shall be allowed to supply up to 25% of total tendered value. In case of more than one such MSE, the supply
shall be shared proportionately. A quantum of 6.25% out of 25% quantity, so earmarked, will be reserved for MSE's owned
by SC / ST entrepreneurs who submit their bid with relevant documents provided that in event of failure of such MSE(s) to
participate in tender process or meet tender requirements and L1 price, 6.25% sub-target for procurement earmarked for
MSE(s) owned by SC or ST entrepreneurs shall be met from other MSE(s).

Special provision for Micro and Small Enterprises owned by Women:

3% reservation for women owned MSEs under following conditions: -

i. In case of Proprietary MSE, proprietor is woman.

ii. In case of Partnership MSE, the woman partner is holding at least 51% share in the unit.

iii. In case Private limited companies, at least 51% share is held by woman promoters.

In case of indivisible tender, the full quantity shall be awarded to L1.

26

Integrity Pact (IP) — Independent external monitors (IEM)
For tenders in which integrity pact is applicable, following points stand valid :

IP is a tool to ensure that activities and transactions between the company and its bidders / contractors are handled in a
fair, transparent and corruption free manner. A panel of Independent External Monitors (IEMs) have been appointed to
oversee implementation of IP in BHEL.

The IP as enclosed with the tender is to be submitted (duly signed by authorized signatory who signs in the offer) along
with techno commercial bid. Only those bidders who have entered into such an IP with BHEL would be competent to
participate in the bidding. In other words, entering into this pact would be a preliminary qualification.

Name :
Address: As indicated in NIT / enquiry :

mail :

Please refer Section 8 of the IP for roles and responsibilities of IEMs. In case of any complaint arising out of tendering
process, the matter may be referred to the IEM mentioned in the tender.

NOTE: No routine correspondence shall be addressed to the IEM (phone / post / e-mail) regarding the clarifications, time
extensions or any other administrative queries, etc. on the tender issued. All such clarifications / issues shall be addressed
directly to the tender issuing (procurement) department.

27

Fraud Prevention Policy : The Bidder along with its associate / collaborators / sub-contractors / sub-vendors / consultants
/ service providers shall strictly adhere to BHEL Fraud Prevention Policy displayed on BHEL website www.bhel.com and
shall immediately bring to the notice of BHEL Management about any fraud or suspected fraud as soon as it comes to their
notice.

28

GSTN nos. of vendors as well as GSTN No of BHEL must be mentioned on the invoices/bills of the materials. Please note
that correct HSN code as well as rate of GST be mentioned in the invoice/bills.

BHEL FSIP GSTIN Reg. No: 09AAACB4146P2ZC

State Code: 09 (Uttar Pradesh)

29

(a) Right of Acceptance: BHEL reserves the right to accept the offers in part or in full. BHEL also reserves the right to
increase or decrease the tendered quantities. Bidders should be prepared to accept order for reduced/increased
guantity without any extra charges.

(b) Right of Rejection /Non- Placement of PO: BHEL reserves the right to reject the offers in part or in full or cancel the
Tender enquiry-without assigning any reason. BHEL is not bound to place PO of tendered items.
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(c) Wherever BHEL business interest will contradict with any supplier, offer of that supplier may be rejected.

30

Deviation: Any of the terms and conditions not acceptable to supplier, shall be explicitly mentioned in the tender.
Otherwise, it will be treated as that all those terms and conditions as mentioned in the tender are acceptable in Toto.

31

Benefits earmarked to suppliers for Purchase under ‘MAKE IN INDIA’

Compliance to MAKE IN INDIA (MII) circular issued by GOI:

“For this procurement, the local content to categorize a supplier as a Class | local supplier / Class Il local supplier / Non-
Local Supplier and purchase preference to Class I local supplier, is as defined in Public Procurement (Preference to Make in
India), Order 2017 dated 04.06.2020 issued by DPIIT. In case of subsequent orders issued by the nodal ministry, changing
the definition of local content for items of the NIT, the same shall be applicable even if issued after issue of this NIT, but
before opening of Part Il bids against this NIT”.

As part of minimizing import content, Government of India, vide order no P-45021/2/2017-B.E.-ll dated 15.06.2017, under
the subject — Public Procurement (Preference to Make in India) -- has set the initiatives to encourage and promote
indigenously manufactured goods within India and services provided by sources within India.

In line with this, bidders who manufacture the goods and provide services within India ( otherwise referred as local
suppliers) are given purchase preference and are entitled to benefits in the tender

Definitions

Local content means the amount of value added in India which shall, unless otherwise prescribed by the Nodal Ministry,
be the total value of item procured (excluding net domestic indirect taxes) minus the value of imported content in the
item (including all customs duties) as a proportion of the total value, in percent. Presently, the minimum local content
required is 50%. The nodal ministry may prescribe a higher or lower percentage in respect of any particular item and may
also prescribe the manner of calculation of local content.

(ii)

Local supplier means a supplier or service provider whose product or service offered for procurement meets the minimum
local content as prescribed

(iif)

Margin of Purchase Preference means the maximum extent to which the price quoted by a local supplier may be above the
L1 for the purpose of purchase preference. Presently the margin of Purchase preference is 20%.

Conditions under which preference is given

(i)

In procurement of goods in respect of which the Nodal ministry has communicated that there is sufficient local capacity
and local competition, and where the estimated value of procurement is Rs 50 lakhs or less, only local suppliers shall be
eligible. If the estimated value of procurement of such goods is more that Rs 50 lakhs, provisions of 31(A) (ii) and 32(A)(iii)
shall apply.

(ii)

If the procurement of goods are not covered by 31(A)(i) and are divisible in nature, the following procedure shall be
followed :

If L1 is a local supplier, the order for full quantity shall be awarded to local supplier

If L1 bid is not from a local supplier, 50% of the order quantity shall be awarded to L1. Thereafter, the lowest bidder among
the local suppliers, shall be invited to match the L1 price for the remaining 50% quantity, subject to the local supplier’s
quoted price falling within the margin of purchase preference, and the order for that quantity shall be awarded to such
local supplier subject to matching the L1 price. In case such lowest eligible local supplier fails to match the L1 price or
accepts less than offered quantity, the next higher local supplier within the margin of purchase preference shall be invited
to match the L1 price for remaining quantity and so on, and the order shall be awarded accordingly. In case some quantity
is still left uncovered on local suppliers, then such balance quantity may also be ordered on the L1 bidder.

iii

If the procurement of goods are not covered by 31(A)(ii) and are not divisible in nature, and in procurement of services
where the bid is evaluated on the price alone, the following procedure shall be followed :

If L1 is a local supplier, the order shall be awarded to local supplier
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b If L1 bid is not from a local supplier, then the lowest bidder among the local suppliers, will be invited to match the L1 price,

subject to the local supplier’s quoted price falling within the margin of purchase preference, and the order shall be
awarded to such local supplier subject to matching the L1 price.

In case such lowest eligible local supplier fails to match the L1 price, the local supplier with the next higher bid within the
margin of purchase preference shall be invited to match the L1 price and so on, and the order shall be awarded accordingly.
In case none of the local suppliers within the margin of preference match the L1 price, then the order may be awarded to
the L1 bidder.

C Exemption of small purchases
Notwithstanding anything contained at clause 31 above, procurements where the estimated value of procurement is less
than Rs 5 lakhs are exempt and purchase preference shall not be accorded in such cases. However the exemption shall be
applicable as per latest Govt. of India guidelines.
D Verification of local content
(i) | The local supplier, at the time of tender, bidding or solicitation, shall be required to provide self-certification that the item
offered meets the minimum local content and shall give details of the location(s) at which the local value addition is made.
(ii) | In cases of procurement for a value in excess of Rs 10 crores, the local supplier shall be required to provide a certificate
from the statutory auditor or cost auditor of the company (in case of companies) or from a practicing cost accountant or
practicing chartered accountant ( in respect of suppliers other than companies ) giving the percentage of local content.
(iii) | False declarations shall be in breach of code of integrity and shall invite action as per guidelines for Suspension of
Business dealings with Suppliers
E In case of any disputes / clarifications, the extant guidelines of Government of India shall prevail.
32 RESTRICTION UNDER RULE 144 (xi) OF THE GENERAL FINANCIAL RULES (GFR) 2017: As per latest government guidelines
| Any bidder from a country which shares a land border with India will be eligible to bid in this tender only if the bidder is
registered with the Competent Authority.
"Bidder" (including the term 'tenderer’, 'consultant' or 'service provider' in certain contexts) means any person or firm or
" company, including any member of a consortium or joint venture (that is an association of several persons, or firms or
companies), every artificial juridical person not falling in any of the descriptions of bidders stated hereinbefore, including
any agency branch or office controlled by such person, participating in a procurement process.
1] “Bidder from a country which shares a land border with India” for the purpose of this Order means: -
a An entity incorporated, established or registered in such a country: or
b A subsidiary of an entity incorporated, established or registered in such a country; or
c An entity substantially controlled through entities incorporated, established or registered in such a country; or
d An entity whose beneficial owner is situated in such a country; or
e An Indian (or other) agent of such an entity; or
f A natural person who is a citizen of such a country; or
g A consortium or joint venture where any member of the consortium or joint venture falls under any of the above
v The beneficial owner for the purpose of (iii) above will be as under:
In case of a company or limited liability Partnership, the beneficial owner is the natural person (s) who, whether acting
1 alone or together, or through one or more juridical person, has a controlling ownership interest or who exercises control
through other means.
Explanations —
A “Controlling ownership interest” means ownership of or entitlement to more than twenty-five per cent. Of shares or capital

or profits of the company
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B “Control” shall include the right to appoint majority of the directors or to control the management or policy decisions

including by virtue of their shareholding or management rights or shareholder’s agreements of voting agreements;

In case of a partnership firm, the beneficial owner is the natural person (s) who, whether acting alone or together, or
through one or more juridical of capital or profits of the partnership;

In case of an unincorporated association or body of individuals, the beneficial owner is the natural person (s), who, whether
acting alone or together, or through one or more juridical person, has ownership of or entitlement to more than fifteen
percent of the property of capital of profits of such association or body of individuals;

Where no natural person is identified under (1) or (2) or (3) above, the beneficial owner is the relevant natural person who
holds the position of senior managing official;

In case of trust, the identification of beneficial owner (s) shall include identification of the author of the trust, the trustee,
the beneficiaries with fifteen percent or more interest in the trust and any other natural person exercising ultimate
effective control over the trust through a chain of control or ownership.

An agent is a person employed to do any act for another, or to represent another in dealings with third person.

33

Conciliation

BHEL and bidder agree that if at any time (whether before, during or after the arbitral or judicial proceedings), any disputes
(which term shall mean and include any dispute, difference, question or disagreement arising in connection with
construction, meaning, operation, effect, interpretation or breach of the terms & conditions of order, which the parties are
unable to settle mutually), arise inter-se the parties, the same may, be refereed by either party to Conciliation to be
conducted through Independent Experts Committee to be appointed by competent authority of BHEL from the BHEL panel
of Conciliators
Notes:
1. No serving or a retired employee of BHEL/Administrative Ministry of BHEL shall be included in the BHEL Panel of
Conciliators.
2. Any other person(s) can be appointed as Conciliator(s) who is/are mutually agreeable to both the parties from
outside the BHEL Panel of Conciliators.
The proceedings of Conciliation shall broadly be governed by Part-Ill of the Arbitration and Conciliation Act 1996 or any
statutory modification thereof. The details of Conciliations shall be governed by the BHEL Conciliation scheme 2018.

34

Clause for Suspected Cartel Formation

The Bidder declares that they will not enter into any illegal or undisclosed agreement or understanding, whether formal or
informal with other Bidder(s). This applies in particular to prices, specifications, certifications, subsidiary contracts,
submission or non-submission of bids or any other actions to restrict competitiveness or to introduce cartelization in the
bidding process. In case, the Bidder is found having indulged in above activities, suitable action shall be taken by BHEL as
per extant policies/ guidelines.

Important Note: The bidder will, when presenting his bid, declare whether other family firms or sister concern
affiliates/subsidiary firms are participating in same tender, so as to eliminate the possibility of cartel formation.

35

CONFLICT OF INTEREST

A bidder shall not have conflict of interest with other bidders. Such conflict of interest can lead to anti-competitive practices
to the detriment of Procuring Entity's interests. The bidder found to have a conflict of interest shall be disqualified. Bidder
has to submit sealed and signed declaration (Annexure-11) along with their offer.

36

SUSPENSION OF THE BUSINESS DEALINGS

Defaulter suppliers/contractors shall be treated as per BHEL’s Guidelines for Suspension of the Business Dealing with
suppliers/contractors.
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The offers of the bidders who are under suspension as also the offers of the bidders, who engage the services of the
firms debarred across BHEL, shall be rejected. The list of firms debarred across BHEL is available on BHEL web site
https://www.bhel.com/supplier-registration.

1.0 Integrity commitment, performance of the contract and punitive action thereof:

1.1. Commitment by BHEL:

BHEL commits to take all measures necessary to prevent corruption in connection with the tender process and
execution of the contract. BHEL will during the tender process treat all Bidder(s) in a transparent and fair manner, and
with equity.

1.2 Commitment by Bidder/ Supplier/ Contractor:

1.2.1. The bidder/ supplier/ contractor commit to take all measures to prevent corruption and will not directly or
indirectly influence any decision or benefit which he is not legally entitled to nor will act or omit in any manner which
tantamount to an offence punishable under any provision of the Indian Penal Code, 1860 or any other law in force
in India.

1.2.2. The bidder/ supplier/ contractor will, when presenting his bid, disclose any and all payments he has made,
and is committed to or intends to make to agents, brokers or any other intermediaries in connection with the award
of the contract and shall adhere to relevant guidelines issued from time to time by Govt. of India/ BHEL.

1.2.3. The bidder/ supplier/ contractor will perform/ execute the contract as per the contract terms & conditions

and will not default without any reasonable cause, which causes loss of business/ money/ reputation, to BHEL.
If any bidder/ supplier/ contractor during pre-tendering/ tendering/ post tendering/ award/ execution/ post-execution
stage indulges in malpractices, cheating, bribery, fraud or and other misconduct or formation of cartel so as to influence
the bidding process or influence the price or acts or omits in any manner which tantamount to an offence punishable
under any provision of the Indian Penal Code, 1860 or any other law in force in India, then, action may be taken against
such bidder/ supplier/ contractor as per extant guidelines of the company available on www. bhel.com and/or under
applicable legal provisions.

37

BID SECURITY / EARNEST MONEY DEPOSIT (EMD)

Bidders to submit Bid Security / Earnest Money Deposit (EMD) along with their bids (except Micro and Small Enterprises
(MSEs) or Startups as recognized by Department for Promotion of Industry and Internal Trade (DPIIT)).

Applicability: The applicability of Bid Security / Earnest Money Deposit (EMD) the subject tender shall be mentioned the
special terms and conditions of the tender enquiry/NIT.

Amount of EMD: The amount of Bid Security / Earnest Money Deposit (EMD) the subject tender shall be mentioned the
special terms and conditions of the tender enquiry.

Modes of deposit

a) The EMD may be accepted only in the following forms:

(i) Electronic Fund Transfer credited in BHEL account (before tender opening).

(ii) Banker’s cheque/ Pay order/ Demand draft, in favour of BHEL (along with offer).

(iii) Fixed Deposit Receipt (FDR).

(iv) Bank Guarantee from any of the Scheduled Banks.

(v) Insurance Surety Bonds.

b) In case the EMD is more than Rupees Two lakh and in case of foreign bidders, it may be in the form of a bank guarantee
(in equivalent Foreign Exchange amount, in case of foreign bidders) issued / confirmed from any of the scheduled
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commercial bank in India in an acceptable form. The EMD shall remain valid for a period of 45 (forty-five) days beyond
the final bid validity period.

Forfeiture of EMD

(i) A bidder’s EMD will be forfeited if the bidder withdraws or amends its/his tender or impairs or derogates from the
tender in any respect within the period of validity of the tender or if the successful bidder fails to furnish the required
performance security within the specified period mentioned in the Tender.

(ii) EMD by the tenderer to be withheld in case any action on the bidder is envisaged under the provisions of extant
“Guidelines on Suspension of business dealings with suppliers/ contractors” and forfeited/ released based on the action
as determined under these guidelines.

Return of EMD

(i) Bid securities of the unsuccessful bidders shall be returned to them at the earliest after expiry of the final bid validity
period and latest by the 30th day after the award of the contract. However, in case of two packet or two stage bidding,
Bid securities of unsuccessful bidders during first stage i.e. technical evaluation etc. shall be returned within 30 days of
declaration of result of first stage i.e. technical evaluation etc.

(ii) Bid security shall be refunded to the successful bidder on conclusion of the order/ receipt of a performance security
(if called in the tender).

(iii) EMD shall not carry any interest.

38

PERFORMANCE SECURITY/ Security Deposit

To ensure due performance of the contract, Performance Bank Guarantee (PBG) or Security Deposit (SD), hereafter
referred as performance security shall be submitted by successful bidder after award of the contract. Performance
security is to be submitted by the date specified in the contract.

Applicability: The applicability of Performance security the subject tender shall be mentioned the special terms and
conditions of the tender enquiry/NIT.

Amount of Performance security: The total amount of Performance Security shall be mentioned in contract (which is
usually 5% of the contract value, however this value may vary as per BHEL discretion).

Modes of deposit:

a) Performance security may be furnished in the following forms:

(i) Local cheques of Scheduled Banks (subject to realization)/ Pay Order/ Demand Draft/ Electronic Fund Transfer in
favour of BHEL.

(ii) Bank Guarantee from Scheduled Banks / Public Financial Institutions as defined in the Companies Act. The Bank
Guarantee format should have the approval of BHEL.

(iii) Fixed Deposit Receipt issued by Scheduled Banks / Public Financial Institutions as defined in the Companies Act (FDR
should be in the name of the Contractor, a/c BHEL).

(iv) Securities available from Indian Post offices such as National Savings Certificates, Kisan Vikas Patras etc. (held in the
name of Contractor furnishing the security and duly endorsed/ hypothecated/ pledged, as applicable, in favour of BHEL).
(v) Insurance Surety Bond.

(Note: BHEL will not be liable or responsible in any manner for the collection of interest or renewal of the documents or
in any other matter connected therewith)

b) In case of GTE tenders, the performance security should be in the same currency as the contract and must conform to
Uniform Rules for Demand Guarantees (URDG 758) — an international convention regulating international securities.
Performance Security is to be furnished by a specified date (generally 14(fourteen) days after notification of the award)
and it should remain valid for a period of 60 (sixty) days beyond the date of completion of all contractual obligations of
the supplier, including warranty obligations.

Forfeiture of Performance Security:
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The performance security will be forfeited and credited to BHEL’s account in the event of a breach of contract by the
supplier.

Return of Performance Security:

Performance Security shall be refunded to the contractor without interest, after he duly performs and completes the
contract in all respects but not later than 60(sixty) days of completion of all such obligations including the warranty under
the contract.

The Performance Security shall not carry any interest.

39

BREACH OF CONTRACT, REMEDIES AND TERMINATION

The following shall amount to breach of contract:

I. Non-supply of material/ non-completion of work by the Supplier/Vendor within scheduled delivery/ completion period
as per contract or as extended from time to time.

Il. The Supplier/Vendor fails to perform as per the activity schedule and there are sufficient reasons even before expiry of
the delivery/ completion period to justify that supplies shall be inordinately delayed beyond contractual delivery/
completion period.

Ill. The Supplier/Vendor delivers equipment/ material not of the contracted quality.

IV. The Supplier/Vendor fails to replace the defective equipment/ material/ component as per guarantee clause.

V. Withdrawal from or abandonment of the work by the Supplier/Vendor before completion as per contract.

VI. Assignment, transfer, subletting of Contract by the Supplier/Vendor without BHEL’s written permission resulting in
termination of Contract or part thereof by BHEL.

VII. Non-compliance to any contractual condition or any other default attributable to Supplier/Vendor.

VIII. Any other reason(s) attributable to Vendor towards failure of performance of contract. In case of breach of contract,
BHEL shall have the right to terminate the Purchase Order/Contract either in whole or in part thereof without any
compensation to the Supplier/Vendor.

IX. Any of the declarations furnished by the contractor at the time of bidding and/ or entering into the contract for supply
are found untruthful and such declarations were of a nature that could have resulted in non-award of contract to the
contractor or could expose BHEL and/ or Owner to adverse consequences, financial or otherwise.

X. Supplier/Vendor is convicted of any offence involving corrupt business practices, antinational activities or any such
offence that compromises the business ethics of BHEL, in violation of the Integrity Pact entered into with BHEL has the
potential to harm the overall business of BHEL/ Owner.

Note-Once BHEL considers that a breach of contract has occurred on the part of Supplier/Vendor, BHEL shall notify the
Supplier/Vendor by way of notice in this regard. Contractor shall be given an opportunity to rectify the reasons causing the
breach of contract within a period of 14 days.

In case the contractor fails to remedy the breach, as mentioned in the notice, to the satisfaction of BHEL, BHEL shall have

the right to take recourse to any of the remedial actions available to it under the relevant provisions of contract.

Remedies in case of Breach of Contract.

i) Wherein the period as stipulated in the notice issued under clause 14.1 has expired and Supplier/Vendor has failed to
remedy the breach, BHEL will have the right to terminate the contract on the ground of "Breach of Contract" without any
further notice to contractor.

ii) Upon termination of contract, BHEL shall be entitled to recover an amount equivalent to 10% of the Contract Value for
the damages on account of breach of contract committed by the Supplier/Vendor. This amount shall be recovered by way
of encashing the security instruments like performance bank guarantee etc available with BHEL against the said contract.
In case the value of the security instruments available is less than 10% of the contract value, the balance amount shall be
recovered from other financial remedies (i.e. available bills of the Supplier/Vendor, retention amount, from the money
due to the Supplier/Vendor etc. with BHEL) or the other legal remedies shall be pursued.

iii) wherever the value of security instruments like performance bank guarantee available with BHEL against the said
contract is 10% of the contract value or more, such security instruments to the extent of 10% contract value will be
encashed. In case no security instruments are available or the value of the security instruments available is less than 10%
of the contract value, the 10% of the contract value or the balance amount, as the case may be, will be recovered in all or
any of the following manners:

iv) In case the amount recovered under sub clause (a) above is not sufficient to fulfil the amount recoverable then; a
demand notices to deposit the balance amount within 30 days shall be issued to Supplier/Vendor.

Doc. No.: GTC/FSIP/PUR/01 Rev:07 Page 18 of 19




V' // /44 GENERAL TERMS AND CONDITIONS (GTC) OF TENDER ENQUIRY

BHEL Jagdishpur

v) If Supplier/Vendor fails to deposit the balance amount within the period as prescribed in demand notice, following action
shall be taken for recovery of the balance amount:

a) from dues available in the form of Bills payable to defaulted Supplier/Vendor against the same contract.

b) If it is not possible to recover the dues available from the same contract or dues are insufficient to meet the recoverable
amount, balance amount shall be recovered from any money(s) payable to Supplier/Vendor under any contract with other
Units of BHEL including recovery from security deposits or any other deposit available in the form of security instruments
of any kind against Security deposit or EMD.

vi) In-case recoveries are not possible with any of the above available options, Legal action shall be initiated for recovery
against defaulted supplier/Vendor.

vii) It is an agreed term of contract that this amount shall be a genuine pre-estimate of damages that BHEL would incur in
completion of balance contractual obligation of the contract through any other agency and BHEL will not be required to
furnish any other evidence to the Supplier/Vendor for the purpose of estimation of damages.

viii) In addition to the above, imposition of liquidated damages, debarment, termination, de-scoping, short-closure, etc.,
shall be applied as per provisions of the contract.

Note:

1) The defaulting Supplier/Vendor shall not be eligible for participation in any of the future enquiries floated by BHEL to
complete the balance work. The defaulting contractor shall mean and include:

(a) In case defaulted Supplier/Vendor is the Sole Proprietorship Firm, any Sole Proprietorship Firm owned by same Sole
Proprietor.

(b) In case defaulted Supplier/Vendor is The Partnership Firm, any firm comprising of same partners/ some of the same
partners ; or sole proprietorship firm owned by any partner(s) as a sole proprietor

LD against delay in executed supply in case of Termination of Contract:

LD against delay in executed supply shall be calculated in line with LD clause no. 7 above, for the delay attributable to
Supplier/Vendor. For limiting the maximum value of LD, contract value shall be taken as Executed Value of supply till
termination of contract.

Method of calculation of “LD against delay in executed supply in case of termination of contract” is given as below-

i. Let the time period from scheduled date of start of supply till termination of contract

excluding the period of Hold (if any) not attributable to contractor = T1

¢ ii. Let the value of executed supply till the time of termination of contract= X
iii. Let the Total Executable Value of supply for which inputs/fronts were made available to Supplier/Vendor and were
planned for execution till termination of contract =Y
iv. Delay in executed supply attributable to Supplier/Vendor i.e. T2=[1-(X/Y)] x T1
v. LD shall be calculated in line with LD clause (clause 18.0) of the Contract for the delay attributable to Supplier/Vendor
taking “X” as contract value and “T2” as period of delay attributable to Supplier/Vendor.
40 Grievance Redressal Mechanism
To promote transparency and ensure fair treatment of all bidders, a structured Grievance Redressal Mechanism is in
place to address any concerns or issues arising during the tendering process or in subsequent business dealings with the
company.
Suppliers/Contractors are requested to follow the below escalation process for grievance resolution:
1.First Level: Any grievance should initially be addressed to the designated Dealing Officer, whose contact details are
provided in the Notice Inviting Tender (NIT)/Contract.
2.Second Level: If the issue remains unresolved, it may be escalated by lodging a formal grievance through the SUVIDHA
Portal: https://suvidha.bhel.in/suvidha/. Responses will be provided in accordance with the defined escalation matrix.”
41 Annexures
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CERTIFICATE OF NO DEVIATION
(To be Typed & submitted in the Letter Head of the Company/Firm of Bidder)

To

Fabrication, Stamping and Insulator Plant
Bharat Heavy Electrical Limited
Jagdishpur

Amethi-227817

Dear Sir,

Subject: No-Deviation Certificate

Ref: 1) Tender ENQUIry NO.....ccccoveieieeceieee e et
2) All other pertinent issues till date

We hereby confirm that we have not changed/ modified/materially altered any of the tender
documents as downloaded from the website/ issued by BHEL and in case of such observance at any
stage, it shall be treated as null and void.

We also hereby confirm that we have neither set any Terms and Conditions and nor have we taken
any deviation from the Tender conditions together with other references applicable for the above
referred Tender.

We further confirm our unqualified acceptance to all Terms and Conditions, unqualified compliance
to Tender Conditions.

We confirm to have submitted offer in accordance with tender instructions and as per aforesaid
references.

Thanking you,

Yours faithfully,

(Signature, date & seal of authorized representative of the bidder)

Date:
Place:
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UNDERTAKING
(To be Typed & submitted in the Letter Head of the Company/Firm of Bidder)

To

Fabrication, Stamping and Insulator Plant
Bharat Heavy Electrical Limited
Jagdishpur

Amethi-227817

Dear Sir,

Subject: DECLARATION REGARDING INSOLVENCY/ LIQUIDATION/ BANKRUPTCY PROCEEDINGS

Ref: 1) Tender Enquiry NO......ccceveieeveeceeeece e

/W, ottt ettt ettt e et st st sre st et eeseseaes e e e e st st e st sreent et esesaeereenren declare that, I/We am/are not
admitted under insolvency resolution process or liquidation under Insolvency and Bankruptcy Code,
2016, as amended from time to time or under any other law as on date, by NCLT or any adjudicating
authority/authorities.

Yours faithfully,

(Signature, date & seal of authorized representative of the bidder)

Date:
Place:
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NON-DISCLOSURE CERTIFICATE
(To be Typed & submitted in the Letter Head of the Company/Firm of Bidder)

I/We understand that BHEL FSIP, is committed to Information Security Management System as per
their Information Security Policy.

[ LY Yo=Y 1 AV =S ORRT who are
submitting offer for providing services to BHEL FSIP against Tender Enquiry
1o T OO U URR hereby undertake to comply with following in line

with Information Security Policy of BHEL FSIP.

» To maintain confidentiality of documents & information which shall be used during the
execution of the Contract.

» The documents & information shall not be revealed to or shared with third party which shall
not be in the business interest of BHEL FSIP.

Thanking you,

(Signature, date & seal of Authorised
Signatory of bidder)

Date:
Place:
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(To be Typed & submitted in the Letter Head of the Company/Firm of Bidder)

To

Fabrication, Stamping and Insulator Plant
Bharat Heavy Electrical Limited

Jagdishpur
Amethi-227817

Dear Sir,

Subject: Details of related firms and their area of activities

Ref: 1) Tender Enquiry No

Please find below details of firms owned by our family members that are doing business/ registered

for same item with BHEL,

(NA, if not applicable)

Material Category/ Work Description

Name of Firm

Address of Firm

Nature of Business

Name of Family Member

Relationship

Material Category/ Work Description

Name of Firm

Address of Firm

Nature of Business

Name of Family Member

Relationship

Note: | certify that the above information is true and | agree for penal action from BHEL in case any

of the above information furnished is found to be false.

Date:
Place:

Yours faithfully,

(Signature, date & seal of authorized representative of the bidder)
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Declaration
(To be Typed & submitted in the Letter Head of the Company/Firm of Bidder)

To

Fabrication, Stamping and Insulator Plant
Bharat Heavy Electrical Limited
Jagdishpur

Amethi-227817

Dear Sir,

Subject: Details of relation/relatives of Proprietor /Partner(s)/ Director(s) employed in BHEL

Ref: 1) Tender Enquiry NO.....cccceveeeceveierce e

I/We hereby submit the following information pertaining to relation/relatives of Proprietor
/Partner(s)/ Director(s) employed in BHEL.

Tick any one as applicable:

1. The Proprietor, Partner(s), Director(s) of our Company/Firm DO NOT have any relation or relatives
employed in BHEL

OR
2. The Proprietor, Partner(s), or Director(s) of our Company/Firm HAVE relation/relatives employed
in BHEL and their particulars are as below:

i.

ii.

(Signature, Date & Seal of Authorized
Signatory of the Bidder)

Note:

1. Attach separate sheet, if necessary.
2. If BHEL Management comes to know at a later date that the information furnished by the
Bidder is false, BHEL reserves the right to take suitable against the Bidder.
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DECLARATION REGARDING MINIMUM LOCAL CONTENT IN LINE WITH

REVISED PUBLIC PROCUREMENT (PREFERENCE TO MAKE IN INDIA), ORDER 2017 DATED 04TH
JUNE, 2020 AND SUBSEQUENT ORDER(S)
(To be Typed & submitted in the Letter Head of the Company/Firm of Bidder)

To

Fabrication, Stamping and Insulator Plant
Bharat Heavy Electrical Limited
Jagdishpur, Amethi-227817

Dear Sir,

Sub: Declaration reg. minimum local content in line with Public Procurement (Preference to Make
in India), Order 2017-Revision, dated 04" June, 2020 and subsequent order(s).

Ref: 1) Tender Enquiry NO-......cccoeveeerereeeseriereece e

We hereby certify that the items/works/services offered by M/s.......c.cooeerieieceeerene et
............... (Name of of bidder) has a local content of ..................... % and this meets the local content
requirement for Class-1 Local supplier/ class-2 Local supplier/Non-Local ** as defined in
Public Procurement (Preference to Make in India), Order 2017-Revision dated 04.06.2020 issued by
DPIIT and subsequent order(s).

The details of the location(s) at which the local value addition is made are as follows:

Thanking you,
Yours faithfully,

(Signature, Date & seal of Authorized Signatory of the Bidder)

** _ Strike out whichever is not applicable.
Note:

1. Bidders to note that above format, duly filled & signed by authorized signatory, shall be
submitted along with the techno-commercial offer.

2. In case the bidders quoted value is in excess of Rs 10 Crores, the authorised signatory of this
declaration shall necessarily be the statutory auditor or cost auditor of the company (in the
case of companies) or a practising cost accountant or practicing chartered accountant (in
respect of suppliers other than companies).

3. Inthe event of false declaration, actions as per the above order and as per BHEL Guidelines
shall be initiated against the bidder
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DECLARATION REGARDING COMPLIANCE TO RESTRICTIONS UNDER RULE 144 (xi) OF GFR 2017

(To be Typed & submitted in the Letter Head of the Company/Firm of Bidder)

To

Fabrication, Stamping and Insulator Plant
Bharat Heavy Electrical Limited
Jagdishpur, Amethi-227817

Sub: Declaration regarding compliance to Restrictions under Rule 144 (xi) of GFR 2017).

Ref: 1) Tender ENQUINY NO ...ooocceeeie ettt et evevans
2) All other pertinent issues till date

| have read the clause regarding restrictions on procurement from a bidder of a country which shares
a land border with India. | certify that ... e
.......................... (NAME OF THE Bidder organisation), is not from such a country/ has been registered
with the Competent Authority (attach valid registration by the Competent Authority, i.e., the
Registration Committee constituted by the Dept. for Promotion of Industry and Internal Trade
(DPIIT)).

| hereby certify that we fulfil all requirements in this regard and is eligible to be considered.

Thanking you,
Yours faithfully,

(Signature, Date & seal of Authorized Signatory of the Bidder)

Note: Bidders to note that in case above certification given by a bidder, whose bid is accepted, is found
to be false, then this would be a ground for immediate termination and for taking further action in
accordance with law and as per BHEL guidelines.
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PROFORMA OF BANK GUARANTEE FOR EARNEST MONEY
(On non-Judicial paper of appropriate value)

To

Fabrication, Stamping and Insulator Plant
Bharat Heavy Electrical Limited
Jagdishpur

Amethi-227817

Dear Sirs,

In accordance with the terms and conditions of Invitation for Bids/Notice Inviting Tender
Enquiry  NO-ooceireeeceeieee, VI S ettt ettt sa e et a s et es e sea s saesna s e s seabereaeane
having its registered 0OffiCe At .o
(hereinafter referred to as the 'Tenderer'), is submitting its bid for the work/supply of
................................................................................ Invited by Bharat Heavy Electrical Limited
(Employer) through its unit at Fabrication, Stamping and Insulator, Jagdishpur.

The tender conditions provide that the tenderer shall pay a sum of
RS ettt ettt e ettt as Ernest Money deposit in the form therein mentioned. The
form of payment of Earnest Money Deposit includes Bank Guarantee executed by a Scheduled
Bank.

In lieu of the stipulations contained in the aforesaid Tender Conditions that an irrevocable
and unconditional Bank Guarantee against Earnest Money Deposit for an amount of Rs
...................................................................... is required to be submitted by the Tenderer as a
condition precedent for participation in the said Tender and the Tenderer having approached
us for giving the said GUArantee, WE, The ... e vrrreereeeees
(Name & address of the Bank) having our Registered Office
) TSR (hereinafter referred to as the Bank) being the
guarantor under this Guarantee, hereby irrevocably and unconditionally undertake to
forthwith and immediately pay to the Employer without any demur, merely on your first
demand any sum or sums of RS.....cccccciiiiiiieieeeieeiie e, (in words Rupees...................
........................................................... ) without any reservation, protest, and recourse and
without the beneficiary needing to prove or demonstrate reasons for its such demand.

Any such demand made on the Bank shall be conclusive as regards the amount due and
payable by the Bank under this guarantee. However, our liability under this guarantee shall
be restricted to an amount not exceeding RS ......ccoocevevevriersen e
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We undertake to pay to the Employer any money so demanded notwithstanding any dispute
or disputes raised by the Vendor/Contractor/Vendors in any suit or proceeding pending
before any Court or Tribunal, Arbitrator or any other authority, our liability under this present
being absolute and unequivocal.

The payment so made by us under this Guarantee shall be a valid discharge of our liability for
payment hereunder and the Tenderer shall have no claim against us for making such payment

Wttt e e Bank further agree that the Employer shall have
the fullest liberty without our consent and without affecting in any manner our obligations
hereunder to vary any of the terms and conditions of the said Tender or to extend the time
of submission of from time to time or to postpone for any time or from time to time any of
the powers exercisable by the Employer against the said Tenderer and we shall not be relieved
from our liability by reason of any such variation, or extension being granted to the said
Tenderer or for any or forbearance, act or omission on the part of the Employer or any
indulgence by the Employer to the said Tenderer or by any such matter or thing whatsoever
which under the law relating to sureties would but for this provision have effect of so relieving
us.

The Bank also agrees that the Employer at its option shall be entitled to enforce this
Guarantee against the Bank as a principal debtor, in the first instance without proceeding
against the Tenderer and not withstanding any security or other guarantee that the Employer
may have in relation to the Tenderer’s liabilities.

The Guarantees shall be irrevocable and shall remain inforce upto and including......................
and shall be extended from time to time for such period as may be desired by the Employer.

This Guarantee shall not be determined or affected by liquidation or winding up, dissolution
or change of constitution or insolvency of the Tenderer but shall in all respects and for all
purposes be binding and operative until payment of all money payable to the Employer in
terms hereof. However, unless a demand or claim under this guarantee is made on us in
writing on or before.......ccovv e, We shall be discharged from all liabilities under
this Guarantee.

This Bank Guarantee shall be governed, construed and interpreted in accordance with the
laws of India.

Courts at Sultanpur (Uttar Pradesh) shall have exclusive jurisdiction over any matter arising
out of or in connection with Bank Guarantee.

WE et e Bank lastly undertake not to revoke this guarantee during its
currency except with the previous consent of the Employer in writing.
Notwithstanding anything to the contrary contained hereinabove:
a) The lability of bank under this guarantee shall not exceed ..........
b) This Guarantee shall be valid upto .........
¢) Unless the Bank is served a written claim or demand on or before all
rights under this guarantee shall be forfeited and the Bank shall be relieved and
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discharged from all liabilities under this guarantee irrespective of whether or not the
original bank guarantee is returned to the Bank.
d) This bank Guarantee shall be effective only when the BG massage is Transmitted by

the issuing bank though SFMS to the bank of beneficiary IFSC: SBINO009072, Bank:
STATE BANK OF INDIA, BRANCH: IGFCC Branch, A/c no. 10405292240, A/c Name:
Bharat Heavy Electricals Limited.

W, ettt s et s Bank, have power to issue this Guarantee under
law and the undersigned as a duly authorized person has full powers to sign this Guarantee
on behalf of the Bank.

For and on behalf of
(Name of the Bank)
Date:

Place of issue:

Notes:

1. The BG should be on Non-Judicial Stamp paper/e-stamp paper of appropriate value as per
Stamp

Act prevailing in the State(s) where the BG is submitted or is to be acted upon or the rate
prevailing in the State where the BG was executed, whichever is higher. The Stamp Paper/e-
stamp paper shall be purchased in the name of Contractor/sub-contractor /vendor/ Bank
issuing the guarantee.
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BANK GUARANTEE FOR PERFORMANCE SECURITY
(On non-Judicial paper of appropriate value)

To

Fabrication, Stamping and Insulator Plant
Bharat Heavy Electrical Limited
Jagdishpur

Amethi-227817

Dear Sirs,

In consideration of Bharat Heavy Electricals Limited (hereinafter referred to as the
'Employer’ which expression shall unless repugnant to the context or meaning thereof,
include its successors and permitted assigns) incorporated under the Companies Act, 1956
and having its registered office BHEL House, Siri Fort New Delhi through its Unit at
Fabrication  Stamping and Insulator  Plant, Jagdishpur  having  awarded
0 et ( Name of the Vendor /
Contractor / Supplier) with its registered office @t
....................................... hereinafter referred to as the ' Vendor / Contractor / Supplier ', which
expression shall unless repugnant to the context or meaning thereof, include its successors
and permitted assigns), a contract Refs NO.....cccooocevivirirviienciciceeee, and the Vendor /
Contractor / Supplier having agreed to provide the a contract performance bank guarantee,
equivalent to % (... percent) value of the contract to the employer for the faithful

performance of the Contract.

We, AXIS BANK LIMITED, (here in after referred to as the Bank), having registered/Head
OFfICE @ ottt and inter alia a branch
At ettt eaes being the Guarantor under this Guarantee,
hereby irrevocably and unconditionally undertake to forthwith and Immediate pay to the
Employer a any sum or sums upto a maximum amount of Rs
....................................................... (Rupees in Words ......ccccoeveeeeeeieieccsesseeeen) - Without
any demur, immediately on first demand from the Employer and without any reservation,
protest, and recourse and without the Employer needing to prove or demonstrate reasons

for its such demand.
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Any such demand made on the Bank shall be conclusive as regards the amount due and
payable by the Bank under this guarantee. However, our liability under this guarantee shall

be restricted to an amount not exceeding RS..........cccoiieeininiiceeieceenes

We undertake to pay to the Employer any money so demanded notwithstanding any
dispute or disputes raised by the Vendor / Contractor / Supplier in any suit or proceeding
pending before any Court or Tribunal, Arbitrator or any other authority, our liability under
this present being absolute and unequivocal. The payment so made by us under this
Guarantee shall be a valid discharge of our liability for payment thereunder and the Vendor

/ Contractor / Supplier shall have no claim against us for making such payment.

We the. . Bank further agree that the guarantee herein
contained shall remain in full force and effect during the period that would be taken for
the performance of the said Contract/ satisfactory completion of the performance
guarantee period as per the terms of the Contract and that it shall continue to be
enforceable till all the dues of the employer under or by virtue of the said Contract have

been fully paid and its claims satisfied or discharged.

WL Bank further agree that the Employer shall have the fullest
liberty without our consent and without affecting in any manner our obligations hereunder
to vary any of the terms and conditions of the said Contract or to extend time of
performance by the said Vendor /Contractor / Supplier from time to time or to postpone
for any time or from time to time any of the powers exercisable by the Employer against
the said Vendor / Contractor / Supplier and to forbear or enforce any of the terms and
conditions relating to the said Contract and we shall not be relieved from our liability by
reason of any such variation, or extension being granted to the said Vendor / Contractor
/ Supplier or for any forbearance, act or omission on the part of the Employer or any
indulgence by the Employer to the said Vendor / Contractor / Supplier or by any such
matter or thing whatsoever which under the law relating to sureties would but for this
provision have effect of so relieving us. The Bank also agrees that the Employer at its
option shall be entitled to enforce this Guarantee against the Bank as a principal debtor,
in the first instance without proceeding against the Vendor / Contractor/ Supplier and
notwithstanding any security or other guarantee that the Employer may have in relation

to the Vendor /Contractor / Supplier 's liabilities.

This Performance Bank Guarantee shall remain in force upto................... and including and
and shall be extended from time to time for such period as may be desired by Employer.
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This Guarantee shall not be determined or affected by liquidation or winding up,
dissolution or change of constitution or insolvency of the Vendor / Contractor / Supplier
but shall in all respects and for all purposes be binding and operative until payment of all

money payable to the Employer in terms thereof.

Unless a demand or claim under this guarantee is made on us in writing on or before
TR we shall be discharged from all liabilities

under this guarantee thereafter.

This Bank Guarantee shall be governed, construed and interpreted in accordance with the
laws of India.

Courts at Sultanpur (Uttar Pradesh) shall alone have exclusive jurisdiction over any matter
arising out of or in connection with this bank guarantee.
WE o, Bank lastly undertake not to revoke this guarantee during its

currency except with the previous consent of the Employer in writing.

Notwithstanding anything to the contrary contained hereinabove:

a) The liability of the Bank under this guarantee shall not exceed-----

b) This Guarantee shall be valid up to

c¢) Unless the Bank is served a written claim or demand on or before.........ccccoceveeen..
all rights under this guarantee shall be forfeited and the Bank shall be relieved and
discharged from all liabilities under this guarantee irrespective of whether or not
the original bank guarantee is returned to the Bank.

d) This bank Guarantee shall be effective only when the BG massage is Transmitted
by the issuing bank though SFMS to the bank of beneficiary IFSC: SBINO009072,
Bank: STATE BANK OF INDIA, BRANCH: IGFCC Branch, A/c no. 10405292240, A/c

Name: Bharat Heavy Electricals Limited.

W, e Bank have power to issue this Guarantee under law and
the undersigned as a duly authorized person has full powers to sign this Guarantee on
behalf of the Bank.

For and on behalf of
(Name of the Bank)
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Notes:

1. The BG should be on Non-Judicial Stamp paper/e-stamp paper of appropriate value as per
Stamp

Act prevailing in the State(s) where the BG is submitted or is to be acted upon or the rate
prevailing in the State where the BG was executed, whichever is higher. The Stamp Paper/e-
stamp paper shall be purchased in the name of Contractor/sub-contractor /vendor/ Bank
issuing the guarantee.



LIST OF CONSORTIUM BANKS

Sl. No. | NAME OF THE BANK
1 State Bank of India
2 Canara Bank
3 IDBI Bank Limited
4 ICICI Bank Limited
5 HDFC Bank Limited
6 Axis Bank
7 Indusind Bank Limited
8 Bank of Baroda
9 Exim Bank
10 Indian Bank
11 Punjab National Bank
12 Union Bank of India
13 Yes Bank Limited
14 RBL Bank Ltd.
15 Standard Chartered Bank
16 Indian Overseas Bank
17 Kotak Mahindra Bank Limited
18 Federal Bank Limited
19 Hongkong and Shanghai Banking Corporation Ltd
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DECLARATION FOR CONFLICT OF INTEREST
(To be Typed & submitted in the Letter Head of the Company/Firm of Bidder)

To

Fabrication, Stamping and Insulator Plant
Bharat Heavy Electrical Limited
Jagdishpur

Amethi-227817

Dear Sir,

Subject: Declaration for Conflict of Interest

Ref: 1) Tender ENqUiry NO......ooeceeeececece e

The bidder notes that a conflict of interest would said to have occurred in the tender
process and execution of the resultant contract, in case of any of the following situations:

i) If its personnel have a close personal, financial, or business relationship with any
personnel of BHEL who are directly or indirectly related to the procurement or execution
process of the contract, which can affect the decision of BHEL directly or indirectly;

ii) The bidder (or his allied firm) provided services for the need assessment/ procurement
planning of the Tender process in which it is participating;

iii) Procurement of goods directly from the manufacturers/ suppliers shall be preferred.
However, if the OEM/ Principal insists on engaging the services of an agent, such agent
shall not be allowed to represent more than one manufacturer/ supplier in the same
tender. Moreover, either the agent could bid on behalf of the manufacturer/ supplier or
the manufacturer/ supplier could bid directly but not both. In case bids are received from
both the manufacturer/ supplier and the agent, bid received from the agent shall be
ignored. However, this shall not debar more than one Authorised distributor (with/ or
without the OEM). from quoting equipment manufactured by an Original Equipment
Manufacturer (OEM) in procurements under a Proprietary Article Certificate.

iv) A bidder participates in more than one bid in this tender process. Participation in any
capacity by a Bidder (including the participation of a Bidder as a partner/ JV member or
sub-contractor in another bid or vice-versa) in more than one bid shall result in the
disqualification of all bids in which he is a party. However, this does not limit the
participation of an entity as a sub-contractor in more than one bid if he is not bidding
independently in his own name or as a member of a JV.

The Bidder declares that they have read and understood the above aspects, and the
bidder confirms that such conflict of interest does not exist and undertakes that they will
not enter into any illegal or undisclosed agreement or understanding, whether formal or
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informal with other Bidder{s), in this regard. This applies in particular to prices,
specifications, certifications, subsidiary contracts, submission or non-submission of bids
or any other actions to restrict competitiveness or to introduce cartelization in the

bidding process.

Note: In case, the Bidder is found having indulged in above activities, the same will be
considered as a violation of the tender conditions, and suitable action shall be taken
by BHEL as per extant policies/ guidelines.

Thanking you,

Yours faithfully,

(Signature, date & seal of authorized representative of the bidder)

Date:
Place:
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DECLARATION FOR OWNERSHIP STATUS OF MSE
(To be filled and Submitted in the Letter Head of the Company/Firm of Bidder)

To

Fabrication, Stamping and Insulator Plant
Bharat Heavy Electrical Limited
Jagdishpur

Amethi-227817

Dear Sir,

Subject: Declaration for ownership status

Ref: 1) Tender Enquiry NO....c.ooecceiiece e

Bidder falling under MSE category shall furnish the following details & submit documentary
evidence/ Govt. Certificate (UDYAM) etc. in support of the same along with their techno-

commercial offer.

Type under MSE SC/ST Owned Women Others (excluding SC/ST &
Owned Women Owned)

Micro

Small

Note: If the bidder does not furnish the above in the tender, offer shall be processed

construing that the bidder is not falling under MSE category.

Thanking you,

Yours faithfully,

(Signature, date & seal of authorized representative of the bidder)

Date:
Place:




