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As per approved geo-technical report, founding level is EL(-)0.5m and net SBC is 30 

T/sqm.

Please check and revise.

Please note that as per approved geotechnical report and as per location of CPU 

regeneration building in latest plot plan, the nearest bore hole is BH-134. 

Accordingly, Net SBC considered for foundation design of CPU Regeneration 

Building is 30T/sqm at 2m depth below FGL (refer page 97/230 of approved 

geotechnical report). Drawing and design of foundation has been revised as per same. 

Please note that due this revision there is no change in foundation size & 

reinforcement details. 

NTPC Comments Dated : 07/04/2020

3 X 800 MW PATRATU STPP

COMPLIANCE REPORT

Drg. No.: 9585-001-315-PVC-C-0616-00 

CPU REGN BLDG- GA & RC DETAILS OF FOUNDATIONS & PEDESTALS



gsp
Text Box
Founding level of minimum 0.5m embedment in to the rock shall be ensured at site

GAURAV KUMAR SINGH
RFC



From: "Mani Bhushan Kumar" <manibhushankumar@ntpc.co.in> 
To: "Anil Kumar Verma, Sr Manager/CIV/PS-PEM" <anilverma@bhel.in> 
Cc: jitendrakumar07@ntpc.co.in, dkmishra@bhel.in, "TMS RAO, PEM" <tmsrao@bhel.in>, "pankaj_kumar" 
<pankaj_kumar@bhel.in>, "Abhay Kumar, Dy GM/CIV/PS-PEM" <abhay_kumar@bhel.in>, "SABYASACHI 
DEGHURIA, PEM" <sdeghuria@bhel.in>, "Subhramani Khadanga" <skhadanga@ntpc.co.in> 
Sent: Tuesday, April 7, 2020 4:24:31 PM 
Subject: Re: PATRATU 3X800MW STPP_CPU REGN BLDG 

 
Sir, 
This is w.r.t. trailing mail. 
Based on geotechnical investigation report, SBC of 30t/sq.m @ 2.0m depth below FGL may be considered for 
CPU regeneration building. However, minimum 0.5m embedment in rock shall be ensured at site for 30 t/m2 
SBC. 
 
With Regards, 
Mani Bhushan Kumar 
Sr. Manager (PE-Civil) 
EOC, NTPC Ltd, 
Sector-24, Noida, UP-201301, 
Tel: 01204946414 
Mob: 9650997962 
 
 
----- Original Message ----- 
From: Anil Kumar Verma(Sr Manager/CIV/PS-PEM) <anilverma@bhel.in> 
To: manibhushankumar@ntpc.co.in, jitendrakumar07@ntpc.co.in 
Cc: DHANANJAY MISHRA, PEM <dkmishra@bhel.in>, TMS RAO, PEM <tmsrao@bhel.in>, pankaj_kumar 
<pankaj_kumar@bhel.in>, Abhay Kumar(Dy GM/CIV/PS-PEM) <abhay_kumar@bhel.in>, Sabyasachi Deghuria, 
Dy Manager/CIV/PS-PEM <sdeghuria@bhel.in> 
Sent: Mon, 06 Apr 2020 16:56:52 +0530 (IST) 
Subject: PATRATU 3X800MW STPP_CPU REGN BLDG 
 
------------Email received from [External domain] from Internet. Actual Sender:-- anilverma@bhel.in--------- 
Dear Sir 
The location of CPU Regeneration building has been shifted from earlier location considered during Geotechnical 
Investigation of 3x800 MW Patratu project. With reference to the latest plot plan enclosed, nearest bore hole to 
CPU Regeneration building is BH-134 for which Net SBC recommendation as per approved soil report is 30 T/m2 
at a depth of 2m below FGL. Hence the design of CPU building has been done by adopting Net SBC of 30T/m2 
at 2m depth below FGL. 
This is for your information and acceptance please. 
 
ANIL KUMAR VERMA 
Sr. Mgr (Civil) 
BHEL, PEM, NOIDA 
9425019680 
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