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BHARAT HEAVY ELECTRICALS LIMITED 
(A GOVERNMENT OF INDIA UNDERTAKING) 
BOILER AUXILIARIES PLANT, RANIPET – 632 406 
CIVIL PROJECTS & SERVICES DEPARTMENT 

 

TENDER NOTICE NO: BAP: CF:  25 / 2012 - 13 Dated 13.10.2012 
Sealed tenders are invited from the registered vendors of BHEL/BAP Ranipet for the following 
work: 

Sl 

No 

Name of Work Estimated 
Cost  (Rs.in 
lakhs) 

Earnest 

money deposit 

Rs.   P 

Period of 

Completion 

01 Civil Maintenance Contract works 

in Factory for one year. 

39.61 1,00,000/- One year 

Tender documents can be freely downloaded in BHEL Web site.  
http://www.bhel.com/tender/list_tender.php        and  
 
Government web sites. 
 
www.tenders.gov.in         ,      www.eprocure.gov.in 
 
All Corrigenda ,addenda, amendments, time extensions, clarifications etc., to the tender will 
be hosted on the above web sites only (apart from unit website – if any). Bidders should 
regularly visit website (s) to keep themselves updated. 
 
BHEL will not be responsible for any loss/delay of documents sent by post. 
 
BHEL reserves the right to accept/reject any/all the tenders without assigning any reason. 
 
Tenders duly filled in will be received upto 03.00 PM on 31.10.2012 and opened on the same 
day at 03.00 PM in the presence of tenderers, who choose to be present.  
 
The EMD shall be collected only in cash (as permissible under Income Tax Act), Pay order or 
Demand Draft only drawn in favour of BHEL,BAP,Ranipet – 6 Payable at Ranipet- 632 
406,Tamil Nadu.  
 
 
 
 
 
Place: Ranipet – 6 
Date   :October 13, 2012                          
Phone Nos: 04172 –284995 & 284087. 
Email: vraj@bhelrpt.co.in 
Cell No:9442201066                                             Manager (Civil Projects & Services) 
Telefax: 04172 - 242026 

Please visit our BHEL Web site for tender updates 
http://www.bhel.com/tender/list_tender.php 

http://www.bhel.com/tender/list_tender.php
http://www.tenders.gov.in/
http://www.eprocure.gov.in/
mailto:vraj@bhelrpt.co.in
http://www.bhel.com/tender/list_tender.php
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1. Eligibility criteria: 

The tender is uploaded in our BHEL WEB site as per CVC guide lines vide Office Order 
No. 10/02/04.  

Only those vendors who have already enlisted with BHEL, Ranipet through enlistment 
procedure is allowed to participate in this tender. Please note that, the registered vendors 
of BHEL/BAP Ranipet shall verify their eligibility before quoting for this work. 

Interested Vendors may contact with their credentials to AGM (Civil Factory & Township) 
BHEL, BAP Ranipet – 632 406 for due enlistment for future such tenders. 

Enlistment Application forms can be obtained from office of the Additional Deputy General 
Manager / Civil Factory & Township or can be downloaded from BHEL WEB page. 

http://www.bhel.com/tender/view_tender.php?tenderid=8353 

Enlistments Applications are invited in sealed cover for Registration of Contractors for 
Civil works in Factory & Township and Electrical works in Township. 

AGM (Civil Factory & Township) 

Bharat Heavy Electricals Limited 

Boiler Auxiliaries Plant 

Ranipet – 632 406 Tamil Nadu 

E-mail: ccdurai@bhelrpt.co.in 

MobileNo.9443389051 

Ph:04172-284694 

http://www.bhel.com/tender/view_tender.php?tenderid=8353
mailto:ccdurai@bhelrpt.co.in
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BAP: CP&S:16 /                                                                                                            October 13, 2012 
To 
 
 
 
 
 
 
 Dear Sir(s),  
 

Tender Notice No : BAP: CF:  25 / 2012 - 13 Dt 13.10.2012 

        

Sl 
No 

Name of Work 

Date of 
Opening 

Estimated 
Cost  (Rs.in 

lakhs) 

EMD 
amount 
Rs.   P 

Period of 
Completion 

01 Civil Maintenance Contract works 

in Factory for one year. 
31.10.2012 Rs 39.61 1,00,000/- One Year 

   
We herewith enclose tender document for the following work. You are required to submit most competitive offer 
in a sealed cover so as to reach the office of Manager (Township) before 15.00 Hrs. The tender shall be 

opened at 15.00 Hrs. on the same day.  
   
 THE SUCCESSFUL TENDERER IS REQUIRED TO START THE WORK IMMEDIATELY AND COMPLETE THE 
WORK WITHIN THE STIPULATED TIME. UNDER ANY CIRCUMSTANCES NO EXTENSION OF TIME WILL BE 
GRANTED. ANY DELAY BEYOND THE DUE DATE OF COMPLETION  WILL BE SUBJECTED TO LIQUIDATED  

DAMAGES.  

  
-  The successful tenderer has to remit  Security Deposit as mentioned in the Page –2. 
 
-  The tenderer may visit the site and assess location before quoting the rates. 
 
-  No deviations to the tender conditions will normally be accepted.  
 
  
Thanking you,                                                                   
                                               
Yours faithfully,                                                                                                          

For and on behalf of BHEL,                                  Copy  to :                                
                                                                          (i)  Manager / Finance (works) : with a request to depute your         
                                                                                                                        officials for tender opening.   
                                                                         (ii) Tender file  (ie, CON. File) 
(V.RAJENDRAN)                                                (iii)  File No 16     
Manager (Civil Projcect & Services)                      (iv)  Agencies as per the annexure   
 

 

Encl.: Tender Document                                                                                                                       (Contd…….2) 
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-  2  - 
 

 
Earnest Money Deposit : (Clause 8.1) 
 
(i) The Earnest Money Deposit for the above work is given in the above column and will be accepted as CASH (at  
    BHEL Cash Office, Ranipet – 6) (as permissible under Incom tax Act) or PAY  ORDER or  DEMAND DRAFT. 
 
(II) The EMD will be refunded to unsuccessful tenderers with in 15 days of acceptance of award of work by the  

     successful tenderer.  The same will be refunded thro Electronic Fund Transfer only. Other modes  

     of refund like  Demend draft, Cheque, Pay order etc., will not be made.  
 
(iii)  For successful Tender, the EMD shall be converted / adjusted against the Security Deposit.  
 
(iv) The EMD shall not carry any interest 
 
(v) Without EMD, your tender will not be considered 

 
 Security Deposit : (Clause 8.2) 
 
(i) The rate of security deposit  will be as below (w.r.t. Total contract value):    
                                

 Up to  Rs 10 lakhs  : 10% 

 Above Rs 10 Lakhs Up to Rs 50 lakhs  : Rs 1 Lakh + 7.50% of the amount exceeding Rs 10 Lakhs 

 Above Rs 50 Lakhs : Rs 4 lakhs  +  5.00% of the amount exceeding Rs 50 Lakhs 
 
(ii)  50% of SD should be deposited before start of the work. Balance SD will be recovered at the rate of 10%  from  
      running  bills.  Anyhow  the  contract  value  not  exceeding  Rs 10 Lakhs can be started before SD is collected,       
      provided the payment can be released only after collection / recovery of initial 50% SD. 
 
(iii) The SD shall not carry any interest. 
 
(iv)  SD may be furnished in any one of the following forms :  
 

 Cash (as permissible under Incom tax Act)  

 Pay order or Demand draft drawn in favour of, BHEL / RANIPET – 6 payable  

 Local cheques of scheduled banks, subject to realization. 

 Securities available from post offices such as National Savings Certificates, Kisan Vikas patras etc., 
(Certificates should be held in the name of Contractor furnishing the security and duly pledged in 
facvour of BHEL and discharged on the back) 

 Bank guarantee from scheduled banks / Public financial institutions as defined in the Companies act. 
The Bank guarantee format should have the approval of BHEL.  

 Fixed Deposit Receipt issued by scheduled banks / Public financial institutions as defined in the 
Companies act. The FDR should be in the name of the contractor, A/c BHEL, duly discharged on the 
back. 

 
(v)  Refund of SD :  
 
50% of SD may be refunded to the contractor in respect of all contract on satifactory completion of work and after 
payment of final bill and the balance 50% on expiry of the maintenance period, provided that the  contractor shall 
have rendered a “ No Demand” certificate. In case of work where maintenance period is not involved 100% of the 
SD may be refunded after payment or final bill provided that the contractor shall have rendered a “ No Demand” 
certificate. 

  (Contd…….3) 
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-  3  - 

                                                                                                                              
Electronic Fund Transfer (EFT Form) :  (as per CVC guide lines)  
 

 The enclosed EFT form should be duly filled and submitted along with tender documents. Without 
EFT form your tender will not be considered and will be rejected. 

 Suppose if you already submitted the EFT form to BHEL(Ranipet) this may be 
ignored. If there any change in the Bank Account No and / or any change in the 
banks and / or branches you have to submit a fresh EFT stating the new changes.   

 
Advance payment : 
 

 No advance payment shall be paid to the contractor. 

 For payment,  M Book system shall be adopted as per the norms of the company 
 

General : 
   

 The envelop / cover containing duly filledin tender documents along with necessary enclosures 
should neatly be indicated the following : 

 
a.  Name of work :      To be mentioned in the left hand side top corner of the  envelop in first line. 

 
       b.  Tender Notice No : To be mentioned in the left hand top corner of the envelop in second line. 
 
       c.  To be addressed to :To be mentioned in the right side middle or bottom of the envelope.  
 
                                      Manager, Civil Township,                         
                                                           Near Mukundarayapuram Railway station,    
                                                           BHEL  / BAP  / Ranipet – 632 406.  
                                                           Vellore Dist., / Tamil Nadu.   
 
                   d.  From / self address : To be mentioned in the left hand  side bottom corner of the  envelope. 
 

Special Note: 
 
Rates for each item of the tender schedule should be quoted in Rupees and Paise only. In case of any difference in 
the rate quoted in figures and in words the lower of the two rates will be  taken as the tendered rate. Further 
following rules are applicable if there is any discrepancy between rate and amount. 
 

a. In the even of an error occurring in the amount column of schedule of items as a result of wrong 
extension of the unit rate and quality.The unit rate shall be regarded as firm and extension shall be 
amended on the basis of the rate. 
 

b. All errors in totalling in the amount column and in carrying forward totals shall be corrected. 
 
c. The totals of various sections of schedule of items amended shall be carried over to the General 

Summary and the tendered sum amended accordingly. The tendered sum so altered shall, for the 
purpose of tender. Be substituted for the sum originally tendered and considered for acceptance 
instead of the original sum quoted by the tender. Any rounding off of quantities or in sections of 
schedule of items or in General Summary, by the tenser,shall be ignored. 

 
 Encl :  (i) Bill  of Quantities  (ii) Special conditions of contract 































































































































ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 1 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

001

001A

002

002A

003

003A

004

004A

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

Earth work in surface excavation not 

exceeding 30 cm in depth but exceeding

1.5 m in width as well as 10 sqm on 

plan including disposal of excavated 

earth upto 50 m and lift upto 1.5 m, 

disposed soil to be levelled and 

neatly dressed :

All kinds of soil

Earth work in rough excavation, 

banking excavated earth in layers not 

exceeding 20 cm in depth, breaking 

clods watering, rolling each layer 

with  half  tonne roller or wooden or 

steel rammers, and rolling every 3rd 

and top-most layer with power roller 

of minimum 8 tonnes and dressing up in

embankments for roads, flood banks, 

marginal banks and guide banks or 

filling up ground depressions, lead 

upto 50 m and lift upto 1.5 m :

All kinds of soil

Banking excavated earth in layers not 

exceeding 20 cm. in depth, breaking 

clods, watering, rolling each layer 

with half tonne roller, or wooden or 

steel rammers, and rolling every 3rd 

and top-most layer with power roller 

of minimum 8 tonnes and dressing up, 

in embankments for roads, flood banks,

marginal banks, and guide banks etc., 

lead upto 50 m and lift upto 1.5 m.

All kinds of soil

Earth work in excavation by mechanical

means (Hydraulic excavator) / manual 

means over areas (exceeding 30cm in 

depth. 1.5m in width as well as 10 sqm

on plan) including disposal of 

excavated earth, lead upto 50m and 

lift upto 1.5m, disposed earth to be 

levelled and neatly dressed.

 All kinds of soil

DESCRIPTION

sqm

cum

cum

cum

PRICE BID

UNIT

 500.000

 300.000

 10.000

 300.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 37.87

 287.40

 181.25

 129.35

RATE

 18935.00

 86220.00

 1812.50

 38805.00

AMOUNTCPWD     

REF 

2.1

2.1.1

2.2

2.2.1

2.3

2.3.1

2.6

2.6.1

RS      P RS         P

#

#

#

#

2012
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BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

005

005A

005B

005C

006

006A

007

007A

007B

007C

008

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

Earth work in excavation by mechanical

means (Hydraulic excavator) / manual 

means over areas (exceeding 30 cm in 

depth, 1.5m in width as well as 10 sqm

on plan) including disposal of 

excavated earth, lead upto 50 m and 

lift upto 1.5 m, disposed earth to be 

levelled and neatly dressed.

Ordinary rock

Hard rock (requiring blasting)

Hard rock (blasting prohibited)

Earth work in excavation by mechanical

means (Hydraulic excavator) / manual 

means in foundation trenches or drains

(not exceeding 1.5 m in width or 10 

sqm on plan) including dressing of 

sides and ramming of bottoms, lift 

upto 1.5 m, including getting out the 

excavated soil and disposal of surplus

excavated soil as directed, within a 

lead of 50 m.

 All kinds of soil.

Excavation work by mechanical means 

(Hydraulic excavator)/ manual means in

foundation trenches or drains not 

exceeding 1.5m in width or 10 sqm on 

plan including dressing of sides and 

ramming of bottoms, lift upto 1.5 m, 

including getting out the excavated 

soil and disposal of surplus excavated

soils as directed, within a lead of 

50m.

 Ordinary rock

Hard rock (requiring blasting)

 Hard rock (blasting prohibited)

Excavating trenches of required width 

for pipes, cables, etc including 

excavation for sockets, and dressing 

of sides, ramming of bottoms, depth 

DESCRIPTION

cum

cum

cum

cum

cum

cum

cum

PRICE BID

UNIT

 100.000

 25.000

 25.000

 200.000

 100.000

 10.000

 10.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 197.75

 345.20

 490.10

 130.80

 212.00

 378.80

 491.95

RATE

 19775.00

 8630.00

 12252.50

 26160.00

 21200.00

 3788.00

 4919.50

AMOUNTCPWD     

REF 

2.7

2.7.1

2.7.2

2.7.3

2.8

2.8.1

2.9

2.9.1

2.9.2

2.9.3

2.10

RS      P RS         P

#

#

#

#

#

#

#

2012
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BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

008A

008B

008C

008D

009

010

010A

010B

011

012

012A

013

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

upto 1.5 m including getting out the 

excavated soil, and then returning the

soil as required, in layers not 

exceeding 20 cm in depth, including 

consolidating each deposited layer by 

ramming, watering, etc. and disposing 

of surplus excavated soil as directed,

within a lead of 50 m :

All kinds of soil

Pipes, cables etc, not exceeding 80 mm

dia.

Pipes, cables etc. exceeding 80 mm 

dia. but not exceeding 300 mm dia.

Pipes, cables etc. exceeding 300 mm 

dia but not exceeding 600 mm.

Filling available excavated earth 

(excluding rock) in trenches, plinth, 

sides of foundations etc. in layers 

not exceeding 20cm in depth, 

consolidating each deposited layer by 

ramming and watering, lead up to 50 m 

and lift upto 1.5 m.

Extra for every additional lift of 1.5

m or part thereof in excavation / 

banking excavated or stacked 

materials.

All kinds of soil.

Ordinary or hard rock.

Supplying and filling in plinth with 

good river sand under floors 

including, watering, ramming 

consolidating and dressing complete.

Surface dressing of the ground 

including removing vegetation and in-

equalities not exceeding 15 cm deep 

and disposal of rubbish, lead upto 50 

m and lift upto 1.5 m.

 All kinds of soil.

Clearing jungle including uprooting of

rank vegetation, grass, brush wood, 

trees and saplings of girth upto 30 cm

measured at a height of 1 m above 

DESCRIPTION

metre

metre

metre

cum

cum

cum

cum

sqm

sqm

PRICE BID

UNIT

 100.000

 100.000

 24.000

 300.000

 10.000

 10.000

 30.000

 1750.000

 1000.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 101.40

 165.60

 258.55

 83.80

 34.60

 62.00

 749.30

 9.35

 4.82

RATE

 10140.00

 16560.00

 6205.20

 25140.00

 346.00

 620.00

 22479.00

 16362.50

 4820.00

AMOUNTCPWD     

REF 

2.10.1

2.10.1.1

2.10.1.2

2.10.1.3

2.25

2.26

2.26.1

2.26.2

2.27

2.28

2.28.1

2.31

RS      P RS         P

#

#

#

#

#

#

#

#

#

2012
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BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

014

015

015A

015B

015C

015D

016

016A

017

017A

017B

017C

017D

017E

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

ground level and removal of rubbish 

upto a distance of 50 m outside the 

periphery of the area cleared.

Clearing grass and removal of the 

rubbish upto a distance of 50 m 

outside the periphery of the area 

cleared.

Felling trees of the girth (measured 

at a height of 1 m above ground level)

including cutting of trunks and 

branches removing the roots and 

stacking of serviceable material and 

disposal of unserviceable material.

 Beyond 30 cm girth upto and including

60 cm girth

 Beyond 60 cm girth upto and including

120 cm girth

Beyond 120 cm girth upto and including

240 cm girth

 Above 240 cm girth

Supplying chemical emulsion in sealed 

containers including delivery as 

specified.

 Chlorpyriphos/ Lindane emulsifiable 

concentrate of 20%

Providing and laying in position 

cement concrete of specified grade 

excluding the cost of centering and 

shuttering - All work up to plinth 

level :

1:1½:3 (1 Cement: 1½ coarse sand: 3 

graded stone aggregate 20 mm nominal 

size).

1:2:4 (1 cement : 2 coarse sand : 4 

graded stone aggregate 20 mm nominal 

size)

1:2:4 (1 Cement : 2 coarse sand : 4 

graded stone aggregate 40 mm nominal 

size).

1:4:8 (1 Cement : 4 coarse sand : 8 

graded stone aggregate 40 mm nominal 

size).

1:5:10 (1 cement : 5 fine sand : 10 

graded stone aggregate 40 mm nominal 

size)

DESCRIPTION

sqm

each

each

each

each

litre

cum

cum

cum

cum

cum

PRICE BID

UNIT

 10000.000

 27.000

 1.000

 1.000

 1.000

 100.000

 1.000

 1.000

 1.000

 100.000

 1.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 2.47

 148.20

 654.95

 3026.30

 6071.30

 185.95

 2604.95

 2674.05

 2564.05

 2615.80

 2339.95

RATE

 24700.00

 4001.40

 654.95

 3026.30

 6071.30

 18595.00

 2604.95

 2674.05

 2564.05

 261580.00

 2339.95

AMOUNTCPWD     

REF 

2.32

2.33

2.33.1

2.33.2

2.33.3

2.33.4

2.34

2.34.1

4.1

4.1.2

4.1.3

4.1.4

4.1.8

4.1.11

RS      P RS         P

#

#

#

#

#

#

#

#

#

#

#

2012
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BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

018

018A

018B

018C

019

019A

020

021

022

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

Providing and laying cement concrete 

in retaining walls, return walls, 

walls (any thickness) including 

attached pilasters, columns, piers, 

abutments, pillars, posts, struts, 

buttresses, string or lacing courses, 

parapets, coping, bed blocks, anchor 

blocks, plain window sills, fillets, 

sunken floor,etc., up to floor five 

level, excluding the cost of 

centering, shuttering and finishing :

1:1:2 (1 cement : 1 coarse sand : 2 

graded stone aggregate 20 mm nominal 

size)

1:1½:3 (1 cement:1½ coarse sand:3 

graded stone aggregate 20 mm nominal 

size).

1:2:4 (1 Cement : 2 coarse sand : 4 

graded stone aggregate 20 mm nominal 

size)

Providing and fixing up to floor five 

level precast cement concrete string 

or lacing courses, copings, bed 

plates, anchor blocks, plain window 

sills, shelves, louvers, steps, stair 

cases, etc. including hoisting and 

setting in position with cement mortar

1:3 (1 Cement : 3 coarse sand), cost 

of required centering complete.

1:1.5:3 (1 cement : 1.5 coarse sand : 

3 graded stone aggregate 20mm nominal 

size).

Providing and laying damp-proof course

40mm thick with cement concrete 1:2:4 

(1 cement : 2 coarse sand : 4 graded 

stone aggregate 12.5mm nominal size).

Providing and laying damp-proof course

50mm thick with cement concrete 1:2:4 

(1 cement : 2 coarse sand : 4 graded 

stone aggregate 20mm nominal size).

Extra for providing and mixing water 

proofing material in cement concrete 

work in doses by weight of cement as 

per manufacturer¿s specification. 

(UNIT : per 50 kg  cement)

DESCRIPTION

cum

cum

cum

cum

sqm

sqm

per 50 kg

PRICE BID

UNIT

 1.000

 1.000

 1.000

 1.000

 10.000

 20.000

 15.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 0.00

 3394.40

 3363.30

 3432.40

 3199.50

 132.80

 162.70

 35.35

RATE

 3394.40

 3363.30

 3432.40

 3199.50

 1328.00

 3254.00

AMOUNTCPWD     

REF 

4.2

4.2.1

4.2.2

4.2.3

4.5

4.5.1

4.10

4.11

4.12

RS      P RS         P

#

#

#

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 6 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

023

024

024A

024B

024C

024D

024E

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

Making plinth protection 50mm thick of

cement concrete 1:3:6 (1 cement :3 

coarse sand : 6 graded stone aggregate

20 mm nominal size) over 75mm thick 

bed of dry brick ballast 40 mm nominal

size, well rammed and consolidated and

grouted with fine sand including 

finishing the top smooth

Providing and laying in position ready

mixed plain cement concrete, with 

cement content as per approved design 

mix and manufactured in fully 

automatic batching plant and 

transported to site of work in transit

mixer for all leads, having continuous

agitated mixer, manufactured as per 

mix design of specified grade for 

plain cement concrete work, including 

pumping of R.M.C. from transit mixer 

to site of laying and curing, 

excluding the cost of centering, 

shuttering and finishing, including 

cost of curing, admixtures in 

recommended proportions as per IS : 

9103 to accelerate/ retard setting of 

concrete, improve workability without 

impairing strength and durability as 

per direction of the Engineer - in - 

charge.

Note : 1) Excess/less cement used than

specified in this item is payable/ 

recoverable separately.

All works upto plinth level.

M-15 grade plain cement concrete 

(cement content considered @ 240 

kg/cum).

M-10 grade plain cement concrete 

(cement content considered @ 220 

kg/cum).

All works above plinth and upto floor 

V level.

M-15 grade plain cement concrete. 

(cement content considered @ 240 kg. 

DESCRIPTION

sqm

cum

cum

cum

PRICE BID

UNIT

 10.000

 5.000

 5.000

 5.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 275.50

 5086.95

 4964.75

 5475.30

RATE

 530.25

 2755.00

 25434.75

 24823.75

 27376.50

AMOUNTCPWD     

REF 

4.17

4.20

4.20.1

4.20.1.1

4.20.1.2

4.20.2

4.20.2.1

RS      P RS         P

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 7 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

024F

025

025A

025B

025C

026

026A

026B

026C

027

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

/cum).

M-10 grade plain cement concrete 

(cement content considered @ 220 

kg/cum).

Providing and laying in position 

specified grade of reinforced cement 

concrete excluding the cost of 

centering, shuttering, finishing and 

reinforcement - All work up to plinth 

level :

1:1:2 (1 cement : 1 coarse sand : 2 

graded stone aggregate 20 mm nominal 

size).

1:1.5:3 (1 cement : 1.5 coarse sand : 

3 graded stone aggregate 20 mm nominal

size)

1:2:4 (1 cement : 2 coarse sand : 4 

graded stone aggregate 20 mm nominal 

size)

Reinforced cement concrete work in 

walls (any thickness), including 

attached pilasters, buttresses, plinth

and string courses, fillets, columns, 

pillars, piers, abutments, posts and 

struts etc. up to floor five level 

excluding cost of centering, 

shuttering, finishing and 

reinforcement :

1:1:2 (1 cement : 1 coarse sand : 2 

graded stone aggregate 20 mm nominal 

size)

1:1.5:3 (1 cement : 1.5 coarse sand : 

3 graded stone aggregate 20 mm nominal

size)

1:2:4 (1 cement : 2 coarse sand : 4 

graded stone aggregate 20 mm nominal 

size).

Reinforced cement concrete work in 

vertical and horizontal fins 

individually or forming box louvers, 

facias and eaves boards up to floor 

five level excluding the cost of 

centering, shuttering, finishing and 

reinforcement with 1:1½:3 (1 cement : 

1½ coarse sand : 3 graded stone 

DESCRIPTION

cum

cum

cum

cum

cum

cum

cum

cum

PRICE BID

UNIT

 5.000

 1.000

 1.000

 3.000

 1.000

 5.000

 50.000

 5.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 5353.10

 2825.90

 2794.85

 2863.90

 3466.80

 3435.75

 3504.80

 3142.00

RATE

 26765.50

 2825.90

 2794.85

 8591.70

 3466.80

 17178.75

 175240.00

 15710.00

AMOUNTCPWD     

REF 

4.20.2.2

5.1

5.1.1

5.1.2

5.1.3

5.2

5.2.1

5.2.2

5.2.3

5.8

RS      P RS         P

#

#

#

#

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 8 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

028

028A

028B

028C

028D

028E

028F

028G

029

030

031

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

aggregate 20mm nominal size).

FORM WORK

Centering and shuttering including 

strutting, propping etc. and removal 

of form for :

Foundations, footings, bases of 

columns, etc. for mass concrete.

Walls (any thickness) including 

attached pilasters, butteresses, 

plinth and string courses etc.

Suspended floors, roofs, landings, 

balconies and access platform.

Lintels, beams, plinth beams, girders,

bressumers and cantilevers.

Columns, Pillars, Piers, Abutments, 

Posts and Struts.

Vertical and horizontal fins 

individually or forming box louvers 

band, facias and eaves boards.

Weather shade, Chajjas, corbels etc., 

including edges.

Providing, hoisting and fixing up to 

floor five level precast reinforced 

cement concrete in shelves including 

setting in cement mortar 1:3 (1 cement

: 3 coarse sand), cost of required 

centering, shuttering and finishing 

with neat cement punning on exposed 

surfaces but excluding the cost of 

reinforcement, with 1:2:4 (1 cement : 

2 coarse sand : 4 graded stone 

aggregate 12.5mm nominal size).

Providing, hoisting and fixing up to 

floor five level precast reinforced 

cement concrete in vertical & 

horizontal fins individually or 

forming box louvers setting in cement 

mortar 1:2 (1 cement : 2 coarse sand) 

including the cost of required 

centering, shuttering but excluding 

the cost of reinforcement, with 1:2:4 

(1 cement : 2 coarse sand : 4 graded 

stone aggregate 20 mm nominal size).

Providing precast cement concrete Jali

1:2:4 (1 cement : 2 coarse sand : 4 

DESCRIPTION

sqm

sqm

sqm

sqm

sqm

sqm

sqm

cum

cum

PRICE BID

UNIT

 100.000

 100.000

 25.000

 75.000

 5.000

 25.000

 20.000

 1.000

 1.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 166.90

 285.15

 311.20

 262.25

 365.60

 470.10

 411.10

 7687.85

 3390.50

RATE

 16690.00

 28515.00

 7780.00

 19668.75

 1828.00

 11752.50

 8222.00

 7687.85

 3390.50

AMOUNTCPWD     

REF 

5.9

5.9.1

5.9.2

5.9.3

5.9.5

5.9.6

5.9.13

5.9.19

5.16

5.17

5.18

RS      P RS         P

#

#

#

#

#

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 9 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

031A

031B

032

032A

033

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

graded stone aggregate 6mm nominal 

size) reinforced with 1.6 mm dia mild 

steel wire including centering and 

shuttering, roughening cleaning, 

fixing and finishing in cement mortar 

1:3 (1 cement: 3 fine sand) etc. 

complete excluding plastering of the 

jambs, sills and soffits.

50 mm thick.

40 mm thick

Steel reinforcement for R.C.C. work 

including straightening,cuttng,bending

, placing in position and binding all 

complete upto plinth level  & above 

plinth level.

Cold twisted bars

Providing and filling in position 

bitumen mix filler of Proportion 80 

kg. of hot bitumen, 1 kg. of cement 

and 0.25 cubicmetre of coarse sand for

expansion joints. {UNIT : per cm depth

per cm width per 100 metre}

DESCRIPTION

sqm

sqm

kg

cm.d/cm.w/

PRICE BID

UNIT

 10.000

 5.000

 10000.000

 100.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 588.72

 514.37

 10.50

 167.35

RATE

 5887.20

 2571.85

 105000.00

AMOUNTCPWD     

REF 

5.18.1

5.18.2

5.22,22A

5.22.3

5.27

RS      P RS         P

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 10 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

033A

033B

034

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

 Add or deduct for plaster drip 

course/ groove in plastered surface or

moulding to R.C.C. projection.

Extra for laying reinforced cement 

concrete in or under water and/ or 

liquid mud including cost of pumping 

or bailing out water and removing 

slush etc., complete. Note For Item 

No. 5.31:- The quantity will be 

calculated by multiplying the depth 

measured from the subsoil water level 

up to the centre of gravity of the 

R.C.C. under subsoil water with the 

quantity of R.C.C. in cubic metre 

executed under subsoil water. The 

depth of centre of gravity shall be 

reckoned correct to 0.1m. 0.05 m or 

more shall be taken as 0.1 m and less 

than 0.05 m ignored. No extra payment 

shall be made for placing 

reinforcement or centering & 

shuttering under sub ¿ soil water 

conditions

DESIGN MIX CONCRETE

Providing and laying in position 

machine batched and machine mixed 

design mix M-25 grade cement concrete 

for reinforced cement concrete work, 

using cement content as per approved 

design mix, including pumping of 

concrete to site of laying but 

excluding the cost of centering, 

shuttering, finishing and 

reinforcement, including admixtures in

recommended proportions as per IS: 

9103 to accelerate, retard setting of 

concrete, improve workability without 

impairing strength and durability as 

per direction of Engineer-in-charge.

(Note :- Cement content considered in 

this item is @ 330 kg/cum. Excess/less

cement used as per design mix is 

payable/recoverable separately).

DESCRIPTION

metre

cum

cum

PRICE BID

UNIT

 1.000

 20.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 22.25

 325.10

RATE

 16735.00

 22.25

 6502.00

AMOUNTCPWD     

REF 

5.30

5.31

5.33

RS      P RS         P

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 11 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

034A

034B

035

035A

036

036A

037

037A

038

038A

039

039A

040

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

All works upto plinth level.

All work above plinth level upto floor

level

Extra for providing richer mixes at 

all floor levels.

Note:- Excess/less cement over the 

specified cement content used is 

payable /recoverable separately.

Providing M-30 grade concrete instead 

of M-25 grade BMC/RMC. (Note:- Cement 

content considered in M-30 is @ 340 

kg/cum).

Brick work with common burnt clay 

F.P.S. (non modular) bricks of class 

designation 7.5 in foundation and 

plinth in:

Cement mortar 1:6 (1 cement : 6 coarse

sand)

Brick work with common burnt clay 

F.P.S. (non modular) bricks of class 

designation 7.5 in superstructure 

above plinth level up to floor V level

in all shapes and sizes in :

Cement mortar 1:6 (1 cement : 6 coarse

sand)

HALF BRICK MASONRY

Half brick masonry with common burnt 

clay F.P.S. (non modular) bricks of 

class designation 7.5 in foundations 

and plinth in.

 cement mortar 1:4 (1 cement : 4 

coarse sand)

Half brick masonry with common burnt 

clay F.P.S. (non modular) bricks of 

class designation 7.5 in 

superstructure above plinth level up 

to floor V level.

Cement mortar 1:4 (1 cement :4 coarse 

sand)

Random rubble masonry with hard stone 

in foundation and plinth including 

levelling up with cement concrete 

1:6:12 (1 cement : 6 coarse sand : 12 

graded stone aggregate 20mm nominal 

size) upto plinth level with :

DESCRIPTION

cum

cum

cum

cum

cum

sqm

sqm

PRICE BID

UNIT

 20.000

 20.000

 30.000

 18.000

 50.000

 10.000

 50.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 3344.65

 3884.00

 5.70

 2957.18

 3516.78

 355.77

 415.67

RATE

 66893.00

 77680.00

 171.00

 53229.15

 175838.75

 3557.70

 20783.50

AMOUNTCPWD     

REF 

5.33.1

5.33.2

5.34

5.34.1

6.1

6.1.2

6.4

6.4.2

6.12

6.12.2

6.13

6.13.2

7.1

RS      P RS         P

#

#

#

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 12 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

040A

041

041A

042

042A

042B

042C

042D

043

043A

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

Cement mortar 1:6 (1 cement : 6 coarse

sand)

Random rubble masonry with hard stone 

in superstructure above plinth level 

and upto floor five level, including 

leveling up with cement concrete 

1:6:12 (1 cement : 6 coarse sand : 12 

graded stone aggregate 20mm nominal 

size) at window sills, ceiling level 

and the like.

Cement mortar 1 : 6 (1 cement : 6 

coarse sand)

Providing and fixing 18mm thick gang 

saw cut mirror polished premoulded and

prepolished) machine cut for kitchen 

platforms, vanity counters, window 

sills , facias and similar locations 

of required size of approved shade, 

colour and texture laid over 20mm 

thick base cement mortar 1:4 (1 cement

: 4 coarse sand) with joints treated 

with white cement, mixed with matching

pigment, epoxy touch ups, including 

rubbing, curing, moulding and 

polishing to edges to give high gloss 

finish etc. complete at all levels.

Granite of any colour and shade

Area of slab over 0.50 SQM

Providing edge moulding to 18mm thick 

marble stone counters, Vanities etc. 

including machine polishing to edge to

give high gloss finish etc. complete 

as per design approved by Engineer-in-

Charge.

Granite work.

Stone tile (polished) work for wall 

lining over 12mm thick bed of cement 

mortar 1:3 (1 cement : 3 coarse sand) 

and cement slurry @ 3.3 kg/sqm 

including pointing in white cement 

complete.

8mm thick.

DESCRIPTION

cum

cum

cum

sqm

metre

PRICE BID

UNIT

 50.000

 1.000

 10.000

 30.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 2584.83

 0.00

 3140.98

 3030.96

 178.75

RATE

 129241.25

 3140.98

 30309.60

 5362.50

AMOUNTCPWD     

REF 

7.1.1

7.2

7.2.1

8.2

8.2.2

8.2.2.2

8.3

8.3.2

8.9

8.9.1

RS      P RS         P

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 13 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

043B

044

045

046

046A

046B

047

048

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

Granite of any colour and shade.

Providing and fixing aluminium die 

cast body tubular type universal 

hydraulic door closer (having brand 

logo with ISI, IS : 3564, embossed on 

the body, door weight upto 35 kg and 

door width upto 700 mm) with necessary

accessories and screws etc. complete.

Providing and fixing aluminium 

extruded section body tubular type 

universal hydraulic door closer 

(having brand logo with ISI, IS : 

3564, embossed on the body, door 

weight upto 36 kg to 80 kg and door 

width from 701 mm to 1000 mm) with 

double speed adjustment with necessary

accessories and screws etc. complete.

Providing and fixing aluminium hanging

floor door stopper ISI marked anodised

(anodic coating not less than grade AC

10 as per IS : 1868) transparent or 

dyed to required colour and shade with

necessary screws etc. complete.

Single rubber stopper

Twin rubber stopper

Providing and fixing bright finished 

brass 100 mm mortice latch and lock 

ISI marked with six levers and a pair 

of anodised (anodic coating not less 

than grade AC 10 as per IS : 1868) 

aluminium lever handles with necessary

screws etc. complete (Best make of 

approved quality).

GYPSUM BOARD PARTITIONS

Providing and fixing partition upto 

ceiling height consisting of G.I. 

frame and required board including 

providing and fixing of frame work 

made of special section power pressed/

roll form G.I. sheet with zinc coating

of 120 gms/sqm(both side inclusive), 

consisting of floor and ceiling 

channel 50mm wide having equal flanges

DESCRIPTION

sqm

each

each

each

each

each

PRICE BID

UNIT

 20.000

 5.000

 5.000

 60.000

 100.000

 10.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 1546.67

 662.80

 981.75

 28.60

 71.55

 706.15

RATE

 30933.40

 3314.00

 4908.75

 1716.00

 7155.00

 7061.50

AMOUNTCPWD     

REF 

8.9.1.2

9.83

9.84

9.101

9.101.1

9.101.2

9.103

9.105

RS      P RS         P

#

#

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 14 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

048A

049

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

of 32 mm and 0.50 mm thick, fixed to 

the floor and ceiling at the spacing 

of 610 mm centre to centre with dash 

fastener of 12.5 mm dia meter 50 mm 

length or suitable anchor fastener or 

metal screws with nylon plugs and the 

studs 48 mm wide having one flange of 

34 mm and other flange 36 mm and 0.50 

mm thick fixed vertically within 

flanges of floor and ceiling channel 

and placed at a spacing of 610mm 

centre to centre by 6 mm dia bolts and

nuts, including fixing of studs along 

both ends of partition fixed flush to 

wall with suitable anchor fastener or 

metal screws with nylon plugs at 

spacing of 450 mm centre to centre, 

and fixing of boards to both side of 

frame work by 25 mm long dry wall 

screws on studs, floor and ceiling 

channels at the spacing of 300 mm 

centre to centre. The boards are to be

fixed to the frame work with joints 

staggered to avoid through cracks, 

M.S. fixing channel of 99 mm width 

(0.9 mm thick having two flanges of 

9.5 mm each) to be provided at the 

horizontal joints of two boards, fixed

to the studs using metal to metal flat

head screws, including jointing and 

finishing to a flush finish with 

recommended jointing compound, 

jointing tape, angle beads at corner 

(25 mm x 25 mm x 0.5 mm), joint 

finisher and two coats of primer 

suitable for board as per 

manufacture''s specification and 

direction of engineer in charge all 

complete.

75 mm overall thickness partition with

12.5 mm thick double skin fire rated 

board conforming to IS: 2095: part I.

Providing and fixing factory made UPVC

door frame made of UPVC extruded 

sections having an overall dimension 

as below (tolerance ±1mm), with wall 

DESCRIPTION

sqm

PRICE BID

UNIT

 50.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 1145.70

RATE

 57285.00

AMOUNTCPWD     

REF 

9.105.1

9.117

RS      P RS         P

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER
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BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

049A

050

050A

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

thickness 2.0 mm (± 0.2mm), corners of

the door frame to be Jointed with 

galvanized brackets and stainless 

steel screws, joints mitred and 

Plastic welded. The hinge side 

vertical of the frames reinforced by 

galvanized M.S. tube of size 19 X 19mm

and 1mm (± 0.1 mm) wall thickness and 

3 nos. stainless steel hinges fixed to

the frame complete as per 

manufacturers specification and 

direction of Engineer-in-charge.

Extruded section profile size 42x50 

mm.

Providing and fixing to existing door 

frames.

30 mm thick factory made Polyvinyl 

Chloride (PVC) door shutter made of 

styles and rails of a UPVC hollow 

section of size 60x30 mm and wall 

thickness 2 mm (± 0.2 mm), with 

inbuilt decorative moulding edging on 

one side. The styles and rails mitred 

and joint at the corners by means of 

M.S. galvanised/plastic brackets of 

size 75x220 mm having wall thickness 

1.0 mm and stainless steel screws. The

styles of the shutter reinforced by 

inserting galvanised M.S. tube of size

25x20 mm and 1 mm (± 0.1 mm) wall 

thickness. The lock rail made up of 

''H'' section, a UPVC hollow section 

of size 100x30 mm and 2 mm (± 0.2 mm) 

wall thickness fixed to the shutter 

styles by means of plastic/ galvanised

M.S. ''U'' cleats. The shutter frame 

filled with a UPVC multi-chambered 

single panel of size not less than 620

mm, having over all thickness of 20 mm

and 1 mm (± 0.1 mm) wall thickness . 

The panels filled vertically and tie 

bar at two places by inserting 

horizontally 6 mm galvanised M.S. rod 

and fastened with nuts and washers, 

complete as per manufacturer''s 

specification and direction of 

DESCRIPTION

metre

sqm

PRICE BID

UNIT

 80.000

 20.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 177.05

 2587.25

RATE

 14164.00

 51745.00

AMOUNTCPWD     

REF 

9.117.2

9.118

9.118.2

RS      P RS         P

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 16 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

050B

051

051A

051B

051C

051D

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

Engineer-in-charge.

Providing and fixing factory made 

P.V.C. door frame of size 50x47mm with

a wall thickness of 5mm, made out of 

extruded 5mm rigid PVC foam 

sheet,mitred at corners and joined 

with 2 Nos. of 150mm long brackets of 

15x15mm M.S. square tube, the vertical

door frame profiles to be reinforced 

with 19x19mm M.S. square tube of 19 

gauge, EPDM rubber gasket weather seal

to be provided through out the frame. 

The door frame to be fixed to the wall

using M.S. screws of 65/100mm size, 

complete as per manufacturers 

specification and direction of 

Engineer-in-Charge.

Providing and Fixing, uPVC factory 

made, white colour casement/sliding 

window and door made of extruded 

profiles. Profiles of frames and sash 

will be mitered cut and fusion welded 

at all corners including drilling of 

holes for fixing hardware and drainage

of water etc., making arrangement for 

fixing of hardware, EPDM gasket, 1.2 ±

0.2mm thick galvanised steel profile 

to be inserted in required profile, 

frame will be fixed to the wall with 8

mm x 100 mm long fasteners, all 

complete as per direction of Engineer-

in-charge. (Glazing, hardware hinges 

and fitting etc. to be paid 

separately.)

Note :- Each member of window to be 

measured separately with clear length.

Casement Window (With friction hinge &

outward opening)

Casement Frame (67mm x 62mm)

Casement Window Sash/Mullion (67mm x 

75mm ) (style, rail and intermediate 

section)

Casement Glazing bead (35mm x 18 mm)

DESCRIPTION

metre

metre

metre

metre

PRICE BID

UNIT

 10.000

 50.000

 50.000

 50.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 404.60

 425.00

 455.50

 152.20

RATE

 4046.00

 21250.00

 22775.00

 7610.00

AMOUNTCPWD     

REF 

9.119

9.147

9.147.2

9.147.2.1

9.147.2.2

9.147.2.3

RS      P RS         P

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 17 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

052

052A

053

053A

054

054A

054B

055

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

Providing and fixing stainless steel 

(SS-304 grade) friction hinges to the 

side/ top hung uPVC windows, of 

approved quality with necessary 

stainless steel screws etc. as per 

direction of Engineer-in-charge

400 x 19 x 1.9 mm

Providing and fixing casement handle 

made of zinc alloyed (white powder 

coated) for uPVC casement window with 

necessary screws etc. complete.

Providing and fixing stainless steel (

Grade 304) railing made of Hollow 

tubes, channels, plates etc. including

welding, grinding, buffing, polishing 

and making curvature (wherever 

required) and fitting the same with 

necessary stainless steel nuts and 

bolts complete i/c fixing the railing 

with necessary accessories & stainless

steel dash fasteners , stainless steel

bolts etc., of required size, on the 

top of the floor or the side of waist 

slab with suitable arrangement as per 

approval of Engineer-in-charge. ( for 

payment purpose only weight of 

stainless steel members shall be 

considered excluding fixing 

accessories such as nuts, bolts, 

fasteners etc.)

Providing & fixing glass panes with 

putty and glazing clips in steel 

doors, windows, clerestory windows all

complete.

With 4.0 mm thick glass panes.

With 5.5 mm thick glass panes.

Cement concrete flooring 1:2:4 (1 

cement : 2 coarse sand : 4 graded 

stone aggregate) finished with a 

floating coat of neat cement including

cement slurry, but excluding the cost 

of nosing of steps etc. complete.

DESCRIPTION

each

each

kg

sqm

sqm

PRICE BID

UNIT

 20.000

 20.000

 20.000

 20.000

 5.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 591.05

 179.70

 558.00

 657.75

 836.65

RATE

 11821.00

 3594.00

 11160.00

 13155.00

 4183.25

AMOUNTCPWD     

REF 

9.148

9.148.5

9.149

10.28

10.30

10.30.1

10.30.2

11.3

RS      P RS         P

#

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 18 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

055A

056

057

058

059

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

40mm thick with 20mm nominal size 

stone aggregate.

62 mm thick cement concrete flooring 

with concrete hardener topping, under 

layer 50 mm thick cement concrete 

1:2:4 (1 cement : 2 coarse sand : 4 

graded stone aggregate 20mm nominal 

size) and top layer 12mm thick cement 

hardener consisting of mix 1:2 (1 

cement hardener mix : 2 graded stone 

aggregate, 6mm nominal size) by 

volume, hardening compound mixed @ 2 

litre per 50kg of cement or as per 

manufactures specifications. This 

includes cost of cement slurry, but 

excluding the cost of nosing of steps 

etc. complete.

Providing and fixing Ist quality 

ceramic glazed wall tiles conforming 

to IS : 15622 (thickness to be 

specified by the manufacturer ) of 

approved make in all colours, shades 

except burgundy, bottle green, black 

of any size as approved by Engineer-

in-Charge, in skirting, risers of 

steps and dados over 12 mm thick bed 

of cement Mortar 1:3 (1 cement : 3 

coarse sand) and jointing with grey 

cement slurry @ 3.3kg per sqm 

including pointing in white cement 

mixed with pigment of matching shade 

complete.

Providing and laying Ceramic glazed 

floor tiles 300x300 mm (thickness to 

be specified by the manufacturer) of 

1st quality conforming to IS : 15622 

of approved make in colours such as 

White, Ivory, Grey, Fume Red Brown, 

laid on 20 mm thick Cement Mortar 1:4 

(1 Cement : 4 Coarse sand) including 

pointing the joints with white cement 

and matching pigment etc., complete.

Providing and laying vitrified floor 

tiles in different sizes (thickness to

be specified by the manufacturer) with

water absorption''s less than 0.08% 

DESCRIPTION

sqm

sqm

sqm

sqm

PRICE BID

UNIT

 400.000

 100.000

 100.000

 50.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 182.30

 313.58

 652.84

 693.14

RATE

 72920.00

 31357.50

 65283.50

 34656.75

AMOUNTCPWD     

REF 

11.3.1

11.5

11.36

11.37

11.41

RS      P RS         P

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 19 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

059A

060

060A

061

062

063

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

and conforming to IS : 15622 of 

approved make in all colours and 

shades, laid on 20mm thick cement 

mortar 1:4 (1 cement : 4 coarse sand) 

including grouting the joints with 

white cement and matching pigments 

etc., complete.

Size of Tile 600x600 cm

Providing and laying Vitrified tiles 

in floor with different sizes 

(thickness to be specified by the 

manufacturer), with water absorption 

less than 0.08% and conforming to 

IS:15622 , of approved brand & 

manufacturer in all colours and shade,

laid with cement based high polymer 

modified quick set tile adhesive 

(water based) conforming to IS : 

15477, in average 6 mm thickness, 

including grouting of joints (Payment 

for grouting of joints to be made 

separately).

Size of Tile 600x600 mm

Providing and laying pressed clay 

tiles (as per approved pattern 20 mm 

nominal thickness of approved size) on

roofs jointed with cement mortar 1:4 

(1 cement : 4 coarse sand) mixed with 

2% integral water proofing compound 

laid over a bed of 20 mm thick cement 

mortar 1:4 (1 cement : 4 coarse sand) 

and finished neat complete.

Providing and laying on terrace upto 

floor five level lime concrete with 

graded brick aggregate 25 mm nominal 

size and 50% mortar comprising of 1 

lime putty : 2 surkhi

Providing and fixing on wall face 

unplasticised Rigid PVC rain water 

pipes conforming to IS : 13592 Type A 

including jointing with seal ring 

conforming to IS : 5382 leaving 10 mm 

gap for thermal expansion.(i) Single 

DESCRIPTION

sqm

sqm

sqm

CUM

PRICE BID

UNIT

 50.000

 40.000

 400.000

 10.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 1265.69

 1457.70

 374.86

 3451.50

RATE

 63284.25

 58308.00

 149944.00

 34515.00

AMOUNTCPWD     

REF 

11.41.2

11.49

11.49.2

12.20

CPWD 4.2/200

12.41

RS      P RS         P

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 20 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

063A

063B

064

064A

064B

064B

065

065B

065C

066

066A

066B

067

067A

067B

068

068A

068B

069

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

socketed pipes.

75 mm diameter

110 mm diameter

Providing and fixing on wall face 

unplasticised - PVC moulded fittings/ 

accessories for unplasticised Rigid 

PVC rain water pipes conforming to IS 

: 13592 Type A including jointing with

seal ring conforming to IS : 5382 

leaving 10 mm gap for thermal 

expansion.

Coupler

75 mm

110 mm

Single tee with door

75x75x75 mm

110x110x110 mm

Single tee without door

75x75x75 mm

110x110x110 mm

Bend 87.5°

75 mm bend

110 mm bend

Shoe (Plain)

75 mm Shoe

110 mm Shoe

Providing and fixing unplasticised -

PVC pipe clips of approved design to 

DESCRIPTION

metre

metre

each

each

each

each

each

each

each

each

each

each

PRICE BID

UNIT

 150.000

 150.000

 15.000

 20.000

 15.000

 20.000

 10.000

 15.000

 10.000

 20.000

 5.000

 5.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 124.90

 206.90

 97.60

 130.25

 207.95

 302.05

 184.70

 241.65

 104.55

 156.95

 163.80

 287.05

RATE

 18735.00

 31035.00

 1464.00

 2605.00

 3119.25

 6041.00

 1847.00

 3624.75

 1045.50

 3139.00

 819.00

 1435.25

AMOUNTCPWD     

REF 

12.41.1

12.41.2

12.42

12.42.1

12.42.1.1

12.42.1.2

12.42.3

12.42.3.1

12.42.3.2

12.42.4

12.42.4.1

12.42.4.2

12.42.5

12.42.5.1

12.42.5.2

12.42.6

12.42.6.1

12.42.6.2

12.43

RS      P RS         P

#

#

#

#

#

#

#

#

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 21 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

069A

069B

070

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

unplasticised - PVC rain water pipes 

by means of 50x50x50mm hard wood 

plugs, screwed with M.S. screws of 

required length including cutting 

brick work and fixing in cement mortar

1:4 (1 cement : 4 coarse sand) and 

making good the wall etc. complete.

75 mm

110 mm

Providing and fixing false ceiling at 

all height including providing and 

fixing of frame work made of special 

sections, power pressed from M.S. 

sheets and galvanized with zinc 

coating of 120 gms/sqm (both side 

inclusive) as per IS : 277 and 

consisting of angle cleats of size 25 

mm wide x 1.6 mm thick with flanges of

27 mm and 37mm, at 1200 mm centre to 

centre, one flange fixed to the 

ceiling with dash fastener 12.5 mm dia

x 50mm long with 6mm dia bolts other 

flange of cleat fixed to the angle 

hangers of 25x10x0.50 mm of required 

length with nuts & bolts of required 

size and other end of angle hanger 

fixed with intermediate G.I. channels 

45x15x0.9 mm running at the rate of 

1200 mm centre to centre to which the 

ceiling section 0.5 mm thick bottom 

wedge of 80 mm with tapered flanges of

26 mm each having lips of 10.5 mm, at 

450 mm centre to centre, shall be 

fixed in a direction perpendicular to 

G.I. intermediate channel with 

connecting clips made out of 2.64 mm 

dia x 230 mm long G.I. wire at every 

junction, including fixing perimeter 

channels 0.5 mm thick 27 mm high 

having flanges of 20 mm and 30 mm 

long, the perimeter of ceiling fixed 

to wall/partition with the help of 

rawl plugs at 450 mm centre, with 25mm

long dry wall screws @ 230 mm 

DESCRIPTION

each

each

PRICE BID

UNIT

 50.000

 50.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 127.15

 144.60

RATE

 6357.50

 7230.00

AMOUNTCPWD     

REF 

12.43.1

12.43.2

12.45

RS      P RS         P

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 22 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

070A

070B

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

interval, including fixing of gypsum 

board to ceiling section and perimeter

channel with the help of dry wall 

screws of size 3.5 x 25 mm at 230 mm 

c/c, including jointing and finishing 

to a flush finish of tapered and 

square edges of the board with 

recommended jointing compound , 

jointing tapes , finishing with 

jointing compound in 3 layers covering

upto 150 mm or both sides of joint and

two coats of primer suitable for 

board, all as per manufacturer¿s 

specification and also including the 

cost of making openings for light 

fittings, grills, diffusers, cutouts 

made with frame of perimeter channels 

suitably fixed, all complete as per 

drawings, specification and direction 

of the Engineer in Charge but 

excluding the cost of painting with :

12.5 mm thick tapered edge gypsum 

moisture resistant board.

Providing and fixing tiled false 

ceiling of approved materials of size 

595x595 mm in true horizontal level 

suspended on inter locking metal grid 

of hot dipped galvanized steel 

sections ( galvanized @ 120 gsm/sqm, 

both side inclusive) consisting of 

main "T" runner with suitably spaced 

joints to get required length and of 

size 24x38mm made from 0.30mm thick 

(minimum) sheet, spaced at 1200mm 

center to center and cross "T" of size

24x25mm made of 0.30mm thick (minimum)

sheet, 1200mm long spaced between main

"T" at 600mm center to center to form 

a grid of 1200x600 mm and secondary 

cross "T" of length 600mm and size 

24x25mm made of 0.30 mm thick 

(minimum) sheet to be interlocked at 

middle of the 1200x600mm panel to form

grids of 600x600mm and wall angle of 

size 24x24x0.3 mm and laying false 

ceiling tiles of approved texture in 

DESCRIPTION

sqm

sqm

PRICE BID

UNIT

 25.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 826.80

RATE

 20670.00

AMOUNTCPWD     

REF 

12.45.3

12.52

RS      P RS         P

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 23 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

070C

071

071A

072

072A

073

073A

074

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

the grid including, wherever, 

required, cutting/making, opening for 

services like diffusers, grills, light

fittings, fixtures, smoke detectors 

etc. Main "T" runners to be suspended 

from ceiling using GI slotted cleats 

of size 27 x 37 x 25 x1.6 x mm fixed 

to ceiling with 12.5 mm dia and 50 mm 

long dash fasteners, 4mm GI adjustable

rods with galvanised butterfly level 

clips of size 85 x 30 x 0.8 mm spaced 

at 1200mm center to center along main 

T, bottom exposed width of 24 mm of 

all T-sections shall be pre-painted 

with polyester paint, all complete at 

all heights as per specifications 

drawings and as directed by Engineer-

in-charge.

12.5mm thick square edge PVC Laminated

Gypsum Tile of size 595x595mm, made of

Gypsum plasterboard; manufactured from

natural gypsum as per IS 2095 part I 

and laminated with white 0.16mm thick 

fire retardant PVC film on the face 

side and 12micron metalized polyester 

on the back side with all edges sealed

with the face side PVC film which goes

around and wraps the edges and is 

bonded to the edges and the back side 

metalized polyester film so as to make

the tile a completely sealed unit.

CEMENT PLASTER (IN FINE SAND)

12 mm cement plaster of mix :

1:6 (1 cement: 6 fine sand)

15 mm cement plaster on the rough side

of single or half brick wall of mix :

1:6 (1 cement: 6 fine sand)

20 mm cement plaster of mix :

1:6 (1 cement: 6 fine sand)

6 mm cement plaster of mix :

DESCRIPTION

sqm

sqm

sqm

sqm

PRICE BID

UNIT

 25.000

 1000.000

 500.000

 50.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 1029.60

 91.80

 105.48

 123.95

RATE

 25740.00

 91800.00

 52737.50

 6197.50

AMOUNTCPWD     

REF 

12.52.3

13.1

13.1.2

13.2

13.2.2

13.3

13.3.2

13.16

RS      P RS         P

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 24 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

074A

075

076

076A

077

077A

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

1:3 (1 cement: 3 fine sand)

Neat cement punning

Rough cast plaster upto 10m height 

above ground level with a mixture of 

sand and gravel or crushed stone from 

6mm to 10mm nominal size, dashed over 

and including the fresh plaster in two

layers, under layer 12mm cement 

plaster 1:4 (1 cement: 4 coarse sand) 

and top layer 10mm cement plaster 1:3 

(1 cement: 3 fine sand) mixed with 10%

finely grounded hydrated lime by 

volume of cement.

Ordinary cement finish using ordinary 

cement

12 mm thick plain cement mortar bands 

in cement mortar 1:4 (1 cement: 4 fine

sand) :

Flush Band

DESCRIPTION

sqm

sqm

sqm

cm per mtr

PRICE BID

UNIT

 30.000

 50.000

 10.000

 200.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 79.90

 18.45

 248.66

 2.05

RATE

 2396.93

 922.50

 2486.58

AMOUNTCPWD     

REF 

13.16.1

13.18

13.19

13.19.1

13.28

13.28.1

RS      P RS         P

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 25 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

077B

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

Sunk Band

DESCRIPTION

cm per mtr

PRICE BID

UNIT

 100.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 2.25

RATE

 409.05

AMOUNTCPWD     

REF 

13.28.2

RS      P RS         P

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 26 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

077C

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

Raised Band

DESCRIPTION

cm per mtr

PRICE BID

UNIT

 100.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 2.55

RATE

 224.53

AMOUNTCPWD     

REF 

13.28.3

RS      P RS         P

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 27 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

077D

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

Moulded Band

DESCRIPTION

cm per mtr

PRICE BID

UNIT

 10.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 4.40

RATE

 254.53

AMOUNTCPWD     

REF 

13.28.4

RS      P RS         P

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 28 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

078

078A

078B

079

079A

079B

080

080A

080B

080C

080D

081

081A

082

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

Pointing on brick work or brick 

flooring with cement mortar 1:3 (1 

cement: 3 fine sand) :

Flush / Ruled/ Struck or weathered 

pointing.

Raised and cut pointing

Pointing on stone work with cement 

mortar 1:3 (1 cement: 3 fine sand) :

Flush/ Ruled pointing

Raised and cut pointing

Renewing glass panes, with putty and 

nails wherever necessary including 

racking out the old putty:

Float glass panes of thickness 4 mm

Float glass panes of thickness 5.5 mm

Making the opening in brick masonry 

including dismantling in floor or 

walls by cutting masonry and making 

good the damages to walls, flooring 

and jambs complete, to match existing 

surface i/c disposal of mulba/ rubbish

to the nearest municipal dumping 

ground.

For door/ window/ clerestory window.

Renewal of old putty of glass panes 

(length)

Providing and fixing 16 mm M.S. Fan 

clamps of standard shape and size in 

existing R.C.C. slab including cutting

chase, anchoring clamp to 

reinforcement bar, including cleaning,

refilling, making good the chase with 

matching concrete, plastering and 

painting the exposed portion of the 

clamps complete.

Demolishing R.C.C. work manually/ by 

mechanical means including stacking of

steel bars and disposal of 

DESCRIPTION

sqm

sqm

sqm

sqm

sqm

sqm

sqm

metre

each

cum

PRICE BID

UNIT

 10.000

 10.000

 10.000

 10.000

 20.000

 10.000

 10.000

 20.000

 10.000

 30.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 69.55

 115.17

 105.07

 188.34

 585.20

 764.10

 366.65

 17.25

 180.90

 978.95

RATE

 43.95

 695.53

 1151.70

 1050.73

 1883.38

 11704.00

 7641.00

 3666.50

 345.00

 1809.00

 29368.50

AMOUNTCPWD     

REF 

13.31

13.31.1

13.31.2

13.33

13.33.1

13.33.2

14.5

14.5.1

14.5.2

14.4

14.4.1

14.9

14.12

15.3

RS      P RS         P

#

#

#

#

#

#

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 29 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

082A

082B

082C

083

083A

084

084A

085

085A

085B

086

087

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

unserviceable material within 50 

metres lead as per direction of 

Engineer - in- charge.

Demolishing cement concrete manually/ 

by mechanical means including disposal

of material within 50 metres lead as 

per direction of Engineer - in - 

charge.

Nominal concrete 1:3:6 or richer mix 

(i/c equivalent design mix)

Nominal concrete 1:4:8 or leaner mix 

(i/c equivalent design mix)

Demolishing brick work manually/ by 

mechanical means including stacking of

serviceable material and disposal of 

unserviceable material within 50 

metres lead as per direction of 

Engineer-in-charge.

In cement mortar

Demolishing stone rubble masonry 

manually/ by mechanical means 

including stacking of serviceable 

material and disposal of unserviceable

material within 50 metres lead as per 

direction of Engineer-in-charge:

In cement mortar

Dismantling doors, windows and 

clerestory windows (steel or wood) 

shutter including chowkhats, 

architrave, holdfasts etc. complete 

and stacking within 50 metres lead :

Of area 3 sq. metres and below

Of area beyond 3 sq. metres

Demolishing brick tile covering in 

terracing including stacking of 

serviceable material and disposal of 

unserviceable material within 50 

metres lead.

Dismantling tile work in floors and 

roofs laid in cement mortar including 

stacking material within 50 metres 

lead.

DESCRIPTION

cum

cum

cum

cum

each

each

sqm

PRICE BID

UNIT

 10.000

 15.000

 20.000

 5.000

 20.000

 10.000

 10.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 671.05

 413.65

 566.60

 676.05

 101.70

 139.85

 29.05

RATE

 6710.50

 6204.75

 11332.00

 3380.25

 2034.00

 1398.50

 290.50

AMOUNTCPWD     

REF 

15.2

15.2.1

15.2.2

15.7

15.7.4

15.9

15.9.2

15.12

15.12.1

15.12.2

15.26

15.23

RS      P RS         P

#

#

#

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 30 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

087A

087B

088

089

089A

089B

090

090A

090B

090C

091

091A

091B

092

093

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

For thickness of tiles 10 mm to 25 mm

For thickness of tiles above 25 mm and

up to 40 mm

Dismantling barbed wire or flexible 

wire rope in fencing including making 

rolls and stacking within 50 metres 

lead.

Dismantling precast concrete or stone 

slabs in walls, partition walls etc. 

including stacking within 50 metres 

lead:

Thickness up to 40 mm

Thickness above 40 mm up to 75 mm

Dismantling C.I. or asbestos rain 

water pipe with fittings and clamps 

including stacking the material within

50 metres lead :

75 to 80 mm dia pipe.

100 mm dia pipe

150 mm dia pipe

Dismantling manually/ by mechanical 

means including stacking of 

serviceable material and disposal of 

unserviceable material within 50metres

lead as per direction of Engineer-in-

charge :

Water bound macadam road

bituminous road

Dismantling old plaster or skirting 

raking out joints and cleaning the 

surface for plaster including disposal

of rubbish to the dumping ground 

within 50 metres lead.

Dismantling aluminium/ Gypsum 

partitions, doors, windows, fixed 

glazing and false ceiling including 

disposal of unserviceable surplus 

material and stacking of serviceable 

DESCRIPTION

sqm

sqm

kg

sqm

sqm

metre

metre

metre

sqm

sqm

sqm

sqm

PRICE BID

UNIT

 110.000

 10.000

 100.000

 10.000

 20.000

 30.000

 75.000

 75.000

 15.000

 50.000

 80.000

 10.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 20.30

 31.25

 10.15

 80.40

 120.35

 20.80

 21.50

 22.15

 61.70

 119.95

 15.00

 15.90

RATE

 2233.00

 312.50

 1015.00

 804.00

 2407.00

 624.00

 1612.50

 1661.25

 925.50

 5997.50

 1200.00

 159.00

AMOUNTCPWD     

REF 

15.23.1

15.23.2

15.36

15.40

15.40.1

15.40.2

15.42

15.42.1

15.42.2

15.42.3

15.43

15.43.1

15.43.2

15.56

15.57

RS      P RS         P

#

#

#

#

#

#

#

#

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 31 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

094

095

095A

096

097

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

material with in 50 meters lead as 

directed by Engineer-in-charge.

Disposal of building rubbish / malba /

similar unserviceable, dismantled or 

waste materials by mechanical means 

including loading, transporting, 

unloading to approved municipal 

dumping ground or as approved by 

Engineer-in-charge, beyond 50 m 

initial lead, for all loads including 

all lifts involved.

Providing and laying 60mm thick 

factory made cement concrete 

interlocking paver block of M -30 

grade made by block making machine 

with strong vibratory compaction, of 

approved size, design & shape, laid in

required colour and pattern over and 

including 50mm thick compacted bed of 

fine sand, filling the joints with 

fine sand etc. all complete as per the

direction of Engineer-in-charge.

Same as above but for 80 mm thick 

Paver block.

Providing, laying, spreading and 

compacting graded stone aggregate 

(size range 53 mm to 0.075 mm ) to wet

mix macadam (WMM) specification 

including premixing the material with 

water at OMC in mechanical mix plant, 

carriage of mixed material by tipper 

to site, for all leads & lifts, laying

in uniform layers with mechanical 

paver finisher in sub- base / base 

course on well prepared surface and 

compacting with vibratory roller of 8 

to 10 tonne capacity to achieve the 

desired density, complete as per 

specifications and directions of 

Engineer-in-Charge.

Taking out existing CC interlocking 

paver blocks from footpath/ central 

verge, including removal of rubbish 

etc., disposal of unserviceable 

material to the dumping ground for 

which payment shall be made separately

DESCRIPTION

cum

sqm

SQM

cum

sqm

PRICE BID

UNIT

 30.000

 50.000

 50.000

 30.000

 100.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 101.75

 536.65

 662.50

 1960.60

 36.35

RATE

 3052.50

 26832.50

 33125.00

 58818.00

 3635.00

AMOUNTCPWD     

REF 

15.60

16.68

16.68 DATA

16.79

16.83

RS      P RS         P

#

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 32 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

098

099

099A

100

101

101A

102

102A

102B

103

103A

103B

104

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

and stacking of serviceable material 

within 50 metre lead as per direction 

of Engineer-in-Charge.

Laying old cement cocrete interlocking

paver blocks of any design/shape laid 

in required line, level, curvature, 

colour and pattern over and including 

50mm thick compacted bed of coarse 

sand, filling the joints with fine 

sand etc. all complete as per the 

direction of Engineer-in-charge. (Old 

CC paver blocks shall be supplied by 

the department free of cost).

Providing and fixing white vitreous 

china water closet squatting pan 

(Indian type)

Orissa pattern W.C. pan of size 

580x440 mm

Providing and fixing white vitreous 

china pedestal type (European type/ 

wash down type) water closet pan.

Providing and fixing P.V.C. low level 

flushing cistern with manually 

controlled device (handle lever) 

conforming to IS : 7231, with all 

fittings and fixtures complete.

10 litre capacity - White

Providing and fixing solid plastic 

seat with lid for pedestal type W.C. 

pan complete :

White solid plastic seat with lid

Black solid plastic seat with lid

Providing and fixing white vitreous 

china wash basin including making all 

connections but excluding the cost of 

fittings :

Flat back wash basin of size 

630x450mm.

Flat back wash basin of size 

550x400mm.

Providing and fixing P.V.C. waste pipe

for sink or wash basin including 

P.V.C. waste fittings complete.

DESCRIPTION

sqm

each

each

each

each

each

each

each

PRICE BID

UNIT

 100.000

 10.000

 10.000

 10.000

 10.000

 10.000

 5.000

 5.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 159.20

 1221.58

 1154.65

 831.90

 383.25

 363.50

 884.93

 716.53

RATE

 15920.00

 12215.75

 11546.50

 8319.00

 3832.50

 3635.00

 4424.63

 3582.63

AMOUNTCPWD     

REF 

16.84

17.13

17.13.2

17.15

17.18

17.18.1

17.20

17.20.1

17.20.2

17.25

17.25.1

17.25.2

17.28

RS      P RS         P

#

#

#

#

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 33 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

104A

104B

104C

105

106

106A

106B

106C

107

107A

108

108A

108B

109

109A

109B

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

Flexible pipe

 32 mm dia

 40 mm dia

Providing and fixing 600x450 mm 

beveled edge mirror of superior glass 

(of approved quality) complete with 6 

mm thick hard board ground fixed to 

wooden cleats with C.P. brass screws 

and washers complete.

Cutting chases in brick masonry walls 

for following diameter sand cast iron/

centrifugally cast (spun) iron pipes 

and making good the same with cement 

concrete 1:3:6 ( 1 cement : 3 coarse 

sand :6 graded stone aggregate 12.5 mm

nominal size ) including necessary 

plaster and pointing in cement mortar 

1:4 (1 cement : 4 coarse sand) :

 100 mm dia.

75 mm dia.

 50 mm dia.

BRASS FITTINGS

Providing and fixing brass bib cock of

approved quality :

 15 mm nominal bore

Providing and fixing brass stop cock 

of approved quality :

 15 mm nominal bore

 20 mm nominal bore

Providing and fixing gun metal gate 

valve with C.I. wheel of approved 

quality (screwed end) :

 25 mm nominal bore

 32 mm nominal bore.

DESCRIPTION

each

each

each

metre

metre

metre

each

each

each

each

each

PRICE BID

UNIT

 50.000

 25.000

 10.000

 10.000

 10.000

 10.000

 20.000

 20.000

 15.000

 10.000

 10.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 65.30

 67.60

 674.05

 221.05

 159.13

 104.15

 205.60

 205.60

 266.65

 372.95

 450.90

RATE

 3265.00

 1690.00

 6740.50

 2210.50

 1591.25

 1041.48

 4112.00

 4112.00

 3999.75

 3729.50

 4509.00

AMOUNTCPWD     

REF 

17.28.2

17.28.2.1

17.28.2.2

17.31

17.61

17.61.1

17.61.2

17.61.3

18.15

18.15.1

18.16

18.16.1

18.16.2

18.17

18.17.1

18.17.2

RS      P RS         P

#

#

#

#

#

#

#

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 34 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

109C

109D

109E

109F

110

110A

110B

111

111A

111B

111C

111D

112

112A

113

113A

113B

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

 40 mm nominal bore

 50 mm nominal bore

 65 mm nominal bore

80 mm nominal bore

Providing and fixing ball valve 

(brass) of approved quality, High or 

low pressure, with plastic floats 

complete :

 15 mm nominal bore

20 mm nominal bore

Providing and fixing uplasticised PVC 

connection pipe with brass unions :

 30 cm length

15 mm nominal bore

 45 cm length

 15 mm nominal bore

C.P.BRASS FITTINGS.

Providing and fixing C.P. brass bib 

cock of approved quality conforming to

IS:8931

15 mm nominal bore.

Providing and fixing C.P. brass stop 

cock (concealed) of standard design 

and of approved make conforming to 

IS:8931.

15 mm nominal bore.

Cutting holes up to 15x15cm in R.C.C. 

floors and roofs for passing drain 

pipe etc. and repairing the hole after

insertion of drain pipe etc. with 

cement concrete 1:2:4 (1 cement :2 

coarse sand : 4 graded stone aggregate

20 mm nominal size) including 

finishing complete so as to make it 

DESCRIPTION

each

each

each

each

each

each

each

each

each

each

each

PRICE BID

UNIT

 5.000

 4.000

 4.000

 2.000

 30.000

 15.000

 20.000

 75.000

 10.000

 10.000

 10.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 546.05

 780.60

 1073.25

 1832.95

 258.05

 360.20

 51.35

 61.70

 397.50

 426.55

 139.93

RATE

 2730.25

 3122.40

 4293.00

 3665.90

 7741.50

 5403.00

 1027.00

 4627.50

 3975.00

 4265.50

 1399.25

AMOUNTCPWD     

REF 

18.17.3

18.17.4

18.17.5

18.17.6

18.18

18.18.1

18.18.2

18.21

18.21.1

18.21.1.1

18.21.2

18.21.2.1

18.49

18.49.1

18.52

18.52.1

18.77

RS      P RS         P

#

#

#

#

#

#

#

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 35 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

113C

113D

114

114A

114B

114C

115

115A

115B

115C

116

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

leak proof.

Making chases up to 7.5x7.5 cm in 

walls including making good and 

finishing with matching surface after 

housing G.I. pipe etc.

Making hole up to 20x20 cm and 

embedding pipes up to 150 mm diameter 

in masonry and filling with cement 

concrete 1:3:6 (1 cement : 3 coarse 

sand 6 graded stone aggregate 20 mm 

nominal size) including disposal of 

malba

STONE WARE PIPES AND FITTINGS

Providing, laying and jointing glazed 

stoneware pipes class SP-1 with stiff 

mixture of cement mortar in the 

proportion of 1:1 (1 cement : 1 fine 

sand) including testing of joints etc.

complete :

100mm diameter

150mm diameter

200 mm diameter

Providing and laying non-pressure NP2 

class (light duty) R.C.C. pipes with 

collars jointed with stiff mixture of 

cement mortar in the proportion of 1:2

(1 cement : 2 fine sand) including 

testing of joints etc. complete :

300 mm dia. R.C.C. pipe

450 mm dia. R.C.C. pipe

600 mm dia. R.C.C. pipe

Providing and fixing aluminium work 

for doors, windows, ventilators and 

partitions with extruded built up 

standard tubular sections/ appropriate

Z sections and other sections of 

approved make conforming to IS: 733 

and IS: 1285, fixing with dash 

fasteners of required dia and size, 

DESCRIPTION

metre

metre

metre

metre

metre

metre

metre

metre

PRICE BID

UNIT

 10.000

 10.000

 10.000

 100.000

 10.000

 10.000

 10.000

 10.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 58.54

 74.63

 137.62

 200.48

 298.15

 416.58

 607.05

 1065.85

RATE

 585.40

 746.25

 1376.23

 20047.75

 2981.53

 4165.75

 6070.50

 10658.50

AMOUNTCPWD     

REF 

18.78

18.79

19.1

19.1.1

19.1.2

19.1.3

19.6

19.6.4

19.6.5

19.6.7

21.1

RS      P RS         P

#

#

#

#

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 36 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

116A

116B

116C

116D

117

117A

118

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

including necessary filling up the 

gaps at junctions, i.e. at top, bottom

and sides with required EPDM rubber/ 

neoprene gasket etc. Aluminium 

sections shall be smooth, rust free, 

straight, mitred and jointed 

mechanically wherever required 

including cleat angle, Aluminium snap 

beading for glazing / paneling, C.P. 

brass / stainless steel screws, all 

complete as per architectural drawings

and the directions of Engineer-in-

charge. (Glazing, paneling and dash 

fasteners to be paid for separately) :

For fixed portion

Anodised aluminium (anodised 

transparent or dyed to required shade 

according to IS: 1868, Minimum anodic 

coating of grade AC 15)

For shutters of doors, windows & 

ventilators including providing and 

fixing hinges/ pivots and making 

provision for fixing of fittings 

wherever required including the cost 

of EPDM rubber / neoprene gasket 

required (Fittings shall be paid for 

separately).

Anodised aluminium (anodised 

transparent or dyed to required shade 

according to IS: 1868, Minimum anodic 

coating of grade AC 15)

Providing and fixing 12mm thick 

prelaminated particle board flat 

pressed three layer or graded wood 

particle board conforming to IS: 12823

Grade l Type ll, in panelling fixed in

aluminum doors, windows shutters and 

partition frames with C.P. brass / 

stainless steel screws etc. complete 

as per architectural drawings and 

directions of engineer-in-charge.

Pre-laminated particle board with 

decorative lamination on both sides.

Providing and fixing glazing in 

aluminium door, window, ventilator 

DESCRIPTION

Kg

kg

sqm

PRICE BID

UNIT

 40.000

 30.000

 10.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 358.45

 406.50

 969.95

RATE

 14338.00

 12195.00

 9699.50

AMOUNTCPWD     

REF 

21.1.1

21.1.1.1

21.1.2

21.1.2.1

21.2

21.2.2

21.3

RS      P RS         P

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 37 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

118A

118B

118C

118D

118E

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

shutters and partitions etc. with EPDM

rubber / neoprene gasket etc. complete

as per the architectural drawings and 

the directions of engineer-in-charge .

(Cost of aluminium snap beading shall 

be paid in basic item):

With float glass panes of 4.0 mm 

thickness

With float glass panes of 5.50 mm 

thickness

Providing and fixing double action 

hydraulic floor spring of approved 

brand and manufacture conforming to IS

: 6315, having brand logo embossed on 

the body / plate with double spring 

mechanism and door weight upto 125 

kg., for doors, including cost of 

cutting floors , embedding in floors 

as required and making good the same 

matching to the existing floor 

finishing and cover plates with brass 

pivot and single piece M.S. sheet 

outer box with slide plate etc. 

complete as per the direction of 

Engineer-in-charge.

With stainless steel cover plate 

minimum 1.25 mm thickness

Providing and fixing powder coated 

aluminium work (minimum thickness of 

powder coating 50 micron) consisting 

of tee/ angle sections, of approved 

make conforming to IS : 733 in frames 

of false ceiling including aluminium 

angle cleats with necessary C.P. 

brass/ stainless steel sunk screws, 

aluminium perimeter angles fixed to 

wall with stainless steel rawl plugs @

450 mm centre to centre and fixing the

frame work to G.I. level adjusting 

hangers 6 mm dia. with necessary 

cadmium plated machine screws all 

complete as per approved architectural

drawings and direction of the 

Engineer-in-charge (level adjusting 

hangers, ceiling cleats and expansion 

hold fasteners to be paid for 

DESCRIPTION

sqm

sqm

each

kg

PRICE BID

UNIT

 12.000

 3.000

 1.000

 10.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 725.35

 905.75

 1953.10

 465.45

RATE

 8704.20

 2717.25

 1953.10

 4654.50

AMOUNTCPWD     

REF 

21.3.1

21.3.2

21.4

21.4.1

21.5

RS      P RS         P

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 38 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

118F

119

120

121

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

separately).

Providing and fixing 6 mm dia. G.I. 

level adjusting hangers (upto 1200mm 

length), fixed to roof slabs by means 

of ceiling cleats made out of G.I. 

flat 40x3mm size 60 mm long and 

stainless steel expandable dash 

fastener of 12.5 mm dia and 50 mm 

long, complete as per direction of 

Engineer -in-charge.

Providing and fixing 100mm brass locks

(best make of approved quality) for 

aluminium doors including necessary 

cutting and making good etc. complete.

Providing and fixing anodised 

aluminium grill (anodised transparent 

or dyed to required shade according to

IS: 1868 with minimum anodic coating 

of grade AC 15) of approved 

design/pattern, with approved standard

section and fixed to the existing 

window frame with C.P. brass/ 

stainless steel screws @ 200mm centre 

to centre, including cutting the grill

to proper opening size for fixing and 

operation of handles and fixing 

approved anodised aluminium standard 

section around the opening, all 

complete as per requirement and 

direction of Engineer-in-charge. (Only

weight of grill to be measured for 

payment).

Trenching in ordinary soil up to a 

depth of 60cm including removal and 

stacking of serviceable materials and 

then disposing of surplus soil, by 

spreading and neatly leveling within a

lead of 50m and making up the trenched

area to proper levels by filling with 

earth or earth mixed with sludge 

or/and manure before and after 

flooding trench with water (excluding 

cost of imported earth, sludge or 

manure).

DESCRIPTION

each

each

kg

cum

PRICE BID

UNIT

 15.000

 10.000

 100.000

 25.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 100.70

 356.10

 388.40

 30.90

RATE

 1510.50

 3561.00

 38840.00

 772.50

AMOUNTCPWD     

REF 

21.6

21.13

21.17

23.1

RS      P RS         P

#

#

#

#

2012



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 39 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

122

123

124

124A

124B

125

125A

125B

126

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

Supplying and stacking sludge at site 

including royalty and carriage up to 1

km (sludge measured in stacks will be 

reduced by 8% for payment).

Spreading of sludge, dump manure and /

or good earth in required thickness as

per direction of Officer-in-charge 

(Cost of sludge, dump manure and / or 

good earth to be paid separately).

Mixing earth and sludge or manure in 

the required proportion specified or 

directed by the Officer-in-charge..

Filling mixture of earth and sludge or

manure in the desired proportion in 

trenches, flooding with water and 

leveling (cost of supplying earth and 

sludge or manure and mixing excluded).

Supplying and stacking of well decayed

cow dung manure at site including 

royalty and carriage upto 1 km (Cow 

dung manure measured in stacks will 

reduced by 8% for Payment).

Carrying out miscellaneous type of 

works (viz. masonry, etc.) which are 

not quantifiable like chipping of 

floor, finishing the floor, touch up 

plastering work, dismantling of floor 

for making pockets for machine 

foundations, dismantling of brick work

for enabling to fix exhaust fans, 

fixing of exhaust fans, dismantling of

IWCS, EWCS, low level tanks, high 

level tanks, wash basins and sanitary 

items, fixing of wash basins which are

not susceptible for detailed 

measurement , minimum labourers to be 

engaged is 1 - No of Mason & 1 No of 

USW  through out  the contract period.

For Mason - 1 No

For USW - 1 No

Hire and running charges for supply of

JCB. Rate include cost of services of 

operating staff,all consumables,fuel 

DESCRIPTION

cum

cum

cum

cum

cum

MANDAY

MANDAY

HOUR

PRICE BID

UNIT

 50.000

 100.000

 100.000

 100.000

 50.000

 250.000

 250.000

 250.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 215.15

 21.00

 14.35

 7.15

 128.95

 346.15

 284.05

 840.00

RATE

 10757.50

 2100.00

 1435.00

 715.00

 6447.50

 86537.50

 71012.50

 210000.00

AMOUNTCPWD     

REF 

23.3

23.8

23.9

23.20

23.25

DATA

DATA

DATA

RS      P RS         P

#

#

#

#

#

#

#

#

2012
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BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     :

127

128

CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

SLNO

and supply of lubricating oil etc.,.

Hire and running charges for supply of

tipper of capacity 9.00 cum.Rate to

include cost of services of operating 

staff all consumables,fuel and supply

of lubricating oil etc.,.

Carrying of Maintenance and repair 

works in Carpentary works, Aluminium 

works , Vertical blind works , 

Venetian blind works and other like 

miscellaneous works  in civil factory 

which are not susceptible for detailed

measurement etc., Minimum Labourers to

be engaged is Carpenter Class-I - 1 No

through out the contract period.

DESCRIPTION

HOUR

MANDAY

PRICE BID

UNIT

 125.000

 250.000

ESTIMATE REF NO :

QTY

CF/RB/12/12

 385.00

 346.15

RATE

 48125.00

 86537.50

AMOUNTCPWD     

REF 

DATA

DATA

RS      P RS         P

#

#

# Escalation is not applicable for this Item Sl. No.

2012
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 3961486.39

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     : CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

TOTAL ESTIMATED VALUE

CONTRACTOR TENDER PERCENTAGE @ 
                               

                                              

(Percentage in words                                              )

TOTAL VALUE OF WORK

PRICE BID
ESTIMATE REF NO : CF/RB/12/12

 0.00**ESCALATION @

 3961486.39

%

SERVICE TAX @ 

      
%

 (A)

 (B)

SUB TOTAL  if above (A) + (B) 

[ (C) + (D) ]

 (D)

SERVICE HEAD :

(Rupees in words                                                                 )

*

TOTAL ESTIMATED VALUE BEFORE ESCALATION

1 

2 

 if below (A) - (B) 

 if at par (A) 

5)  If  any  discrepancy between  figures  &  words, L1 will decided based on words.

 1) Instead  of  substraction (for tender  %  quoted below), Total  value  of work is  calculated by addition 
     erroneously, L1 will be  decided  based  on   amount  arrived   by  substraction  only.  In   the   same 
     way,  instead   of   addition  ( for tender  %  quoted  above), Total  value   of   work  is  calculated  by  
    substraction erroneously, L1 will   be   decided  based  on  amount   arrived   by   addition  only.  Any
     calculation error will be corrected at actuals.    

 2) Tick  whichever  is  applicable.  In   case  of ommission  in Ticking, figures  indicated  in  the  amount 
     column will be considered.    

*4)  Service  Tax   at   applicable  percentage  shall   be  quoted   by   tenderers.  In   case  Service  Tax 
      at composite  rate  quoted, it   will   be   applicable  on   BHEL free issue of materials  also.  In  case
      Service  Tax % or  Service   tax   amount  is  not   mentioned, it   is  presumed  that  service   tax   at 
       normal rate is included  in  the  quoted rate. 

NOTE :

%AT PAR

ABOVE

BELOW

3

5

6

7

8

9

 (C)

 (C)

 (C)

 (E)

 3) Boxes 1,2,3 any one box is to be ticked as per quote. Boxes 5,6,7 any one box is  to  be filled  in  with 
     appropriate figures. Box 9 value is equal to Box 5 or 6 or 7 plus box 8. 

4

6)  Free Issue of Material by BHEL is Rs.  1033893.87 /-

**7)  Escalation not included for item sl no. marked with # symbol. 



ACCEPTING OFFICERCONTRACTOR/ TENDERER

OCT-12-12 02:29 PMPage 42 of 44

BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     : CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

PRICE BID
ESTIMATE REF NO : CF/RB/12/12

SPECIAL CONDITION

1

2

3

4

5

6

7

8

9

10

The tenderer shall quote a percentage above or below or at par, the rates shown in the Bill of Quantities based on 
CPWD DSR 2012. The percentage quoted shall be clearly written both in words and figures.  The contractor should  
accustom with CPWD DSR & Specifications  before quoting.

The total value of this contract & Quantities of works indicated in this tender are  tentative and is liable to vary 
according to the needs of the BHEL without entitling the contractors to any compensation. Hence while quoting 
percentage, the tenderer shall take this contigency into account and offer their quotation.

The Engineer -in-charge will allocate works from time to time for each independant work  to be carried out by the 
contractor. The contractor will have to complete each of the works within the period stipulated for each work.

Safety precautions should be taken while doing the work as per BHEL norms. Wearing personnal protective 
equipments(PPE) is a must during work and the rate quoted shall inclusive of all the PPE. 

Once the complaint is received from user througth department all efforts should be taken to start the work 
immediately without any further delay.

Once the work is completed the contractor should remove all the unwanted materials from the site time to time and it 
should be disposed off as per the instructions of Engineer-in-charge without any further delay.

The quoted percentage will apply to the individual items uniformly and few of the items may / may not be operated. 
The tenderer/ Contractor shall have no claims in this regard.

The above rates does not include PF & ESI remittance .The tenderer shall quote inclusive of PF & ESI contribution to 
their workers.

Items of work other than those mentioned in Bill of Quantities will have to be carried out at the rates to be fixed by 
this organisation .The same offered percentage will be applicable with reference to CPWD DSR 2012.

Safety precautions should be taken while doing the work.  You will have to follow all safety requirements to carry out 
the work inside the factory premises.

CONTRACT CONDITIONS ON TAXES & DUTIES

a. The Tenderer  shall have been  Registered under Excise, Sales Tax, VAT, Service Tax regulations if applicable and 
provide a copy of such registration to BHEL as part of the tender document. In case of fresh registration/amendment 
thereon, the same shall be carried out before start of the work. PAN no shall be submitted as part the tender 
document. (copy to be enclosed)

b. Service Tax shall be paid by the service provider namely the Tenderer.

c. Required Tax Invoice as per the existing provisions to be issued in required parts duly signed by the 
Competent/Authorized Official of the Contractor to BHEL.

d. If due to deficiency in the document submitted, BHEL could not avail CENVAT, VAT Credit, the  credit amount will 
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BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     : CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

PRICE BID
ESTIMATE REF NO : CF/RB/12/12

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

be recovered from the amount due to the Tenderer .

e. If payment of statutory dues are not made in accordance with the applicable provisions of the relevant Act within 
the time specified  and Penalty, Interest  etc paid/payable by the Contractor, the same  shall not be reimbursed by 
BHEL and the entire implication is only to be born by the Contractor. The Tenderer shall clearly indicate the rate of 
applicable taxes and duties for the work to be executed.

f. The Tenderer  shall indicate all exemptions on account of thrushold limits or special notification under any stature. 
Any modification theron shall also be intimated immediately on changes.

g. The quote submitted shall include all taxes and duties of whatsoever in nature but exclusive of Service Tax which 
shall be quoted separately if applicable.  The existing rate shall be quoted clearly. If reduced rates are applicable on 
account of material, labour if any the same shall be indicated clearly.  After tender opening addition of any tax & duty 
is not admissible.

h. If any composition scheme is to be availed by the Tenderer, the all relevant terms and conditions shall be indicated
clearly in the offer. The required compliance under relevant statue shall be carried out.

i. Any statutory variation will be to the account of BHEL. But if the variation is effective during the delayed/extended  
period of execution for reasons attributable to the vendor, the same shall be borne by the vendor only.

J1. Whether  Servicable Turnover  has  crossed the  Service Tax Threshold Limit as per Service Tax Rules for the 
tenderer.  YES NO Remarks

J2.Registered with Service Tax  authorities Registered with Service Tax  authorities YES NO

J3.If  yes copy of Service Tax Regn. Is enclosed  YES NO 

J4.Service Tax Registration No. 

J5.Under which Service Head(s): 

J6.Service Tax @           %  is applicable as extra for this tender. 

J7.Whether  Input credit for the Materials is availed by the tenderer. YES   NO

J8.Whether  Input credit for the service portion is availed by the tenderer. YES   NO

J9.The Toal Value of Work (A+B+C) quoted is in  the Tender is Inclusive of Service Tax . (Must be quoted both in  
figures and words) 

J10.Tenderer has their own PF registration  YES NO

J11.Tenderer has their own ESI registration  YES NO
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BHARAT HEAVY ELECTRICALS LIMITED
BOILER AUXILIARIES PLANT

RANIPET - 632406

NAME OF WORK     : CIVIL MAINTENANCE CONTRACT WORKS IN FACTORY FOR ONE YEAR.

PRICE BID
ESTIMATE REF NO : CF/RB/12/12

27

28

29

30

31

32

33

34

35

36

37

38

39

40

J12.PAN No. of the Tenderer 

a)   Power and water for all civil & road construction works will be provided by  BHEL from the nearest tapping point 
at the recovery rates specifed below.  The contractor should make necessary arrangement for tapping the same at 
his own cost.

b)  The Contractor should quote the tender considering the above. The recovery rates towards the cost for these 
facilities will be @ 1% for water charges & 0.5% for Power  charges will be effected  from the bills on the executed 
value as  certified by the  Engineer-in-charge based on the   usage of Power & water.

c)  In case the above facilities are not provided by BHEL, the tenderer has to arrange these facilities at his own cost 
and the recovery rates of  1% for water charges & 0.5% for Power  charges will not be effected  on the executed value 
as  certified by the  Engineer-in-charge."

All materials shall confirm to the latest IS/IRC  specifications

Once the work is completed the contractor should remove all the unwanted materials from the site time to time and it 
should be dispossed off as per the instructions of Engineer-in-charge without any further delay.

All works shall be carried out as per standard specifications and instructions of Engineer-in-charge.

All materials, colour, shade,brand, etc. shall be got approved from the Engineer-in-charge before the start of the 
work and shall confirm to the latest IS/IRC specifications.

The current minimum wages per day for USW is Rs.190.00/-

The contractor have to follow all statutory requirements like PF ,ESI etc.,through out the contract period.

The General conditions of contract in force shall apply to this contract.

The contractor is required to engage a Diploma holder  Engineer  through out the contract period.

Time is essence of the contract. Any delay beyond the delivery date will be subjected to LD.

"Tenderers are requested to visit the site and verify themselves about the actual site conditions to know about the 
site facilities, distances and assess the site condition before quoting for the job. No compensation for not 
acquainting  themselves with the actual site conditions will be entertained at the later stage.

All materials shall confirm to the latest IS/IRC/MORTH specifications.

Cement and Reinforcement steel will be issued free of cost for theoritical consumption and at a recovery rate of Rs  
5,750.00 / MT and Rs  51,750.00 / MT respectively. Structural steel and AC sheets will also be issued free of cost for 
theoritical consumption and at a recovery rate of Rs 48,875.00 / MT and Rs. 287.50 / Sqm respectively. Upto 5% over 
and above the theoritical consumption beyond which penal recovery will be effected at the double  the rates specified
above.


