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e & alh) : o . SHEETNO .20F2 .
™ 1 z-wW&RD- !
>  Specification ¢ covers the Jeqummn S0l “THREAD INSERT KIT’ for
mar zu‘aa uring of Three Phase Traction M lotor.
o Requi 'en’ient Requirement per set in the ‘KI TS’ form are indicated here under: -
Suppliers shall quote their rates per set in ‘KITS’ form taking all items together, otherwise
their r offers are | mble to be summarily rejected.

“S1. No i C&D No. Dascnpnon& ng,\pum No.

O 15780019 1T  Thread Insert H.C. M20 X 15D |

1 Remarks

W] ‘Smckmg

e 0 1 (Coa*se) _(Material- -Stainless inless Steel) dteel) | \_74’ C&D No. for |
| 102 ]5780/020  Thread Inserc H.C. M 30 X 1.5 D 16  FRA21 is |
. ' - — L(Coarse), (Maicrial-Stainless Steel) || | 3780/087 |
| TOTAL QTY. 26 _
R 5780/619 TThreacmert HCM20X15D | 10 | Stocking
. W e in’.'gg; . «Mater rial- S*fm%fa_;biem) ' . C&DNo. for
TOTAL QTY. 10 ' FRAZ23 is
‘ ’3780’019
+7/-r~\%-r4veaq /'xsz-rt m@rmj = o1 Set @ze+/t %us)ajm:r.%;gj E? Dw_ 598’0 /093
SL No | C&D No. DG)L“lpUOT‘ & D g./Specn. No. Qty./TM (nos) %markg
| 01 [ 5890 018 | Thread Insert H.C. M 29 X150 | 10 | StocKing
S50 eI (Coal_s‘ci) (Material-S um.lepf Steel) #7 - 1€&D No. for
02 890/019 | Thread Fasert HC. M 24X 1.5D 04 FXA2L 5
1 < (Loal 'se), (\/Iate-rlal -Stainless Steel; 3‘%90 064 5
| " ST S ‘ TOT AL QT - &”“ﬂ\“ -
(0] j 5890/018 | Thread Insert H.C. M 20 3 X15D 10 | Stocking
: ‘ o _E‘q_g_'jjgi(_\late 1al-Sainiess Steel) RN __| C&D No. for
TOTAL QTY. ; 10 FXA/23is

5890/0 18

..@~}y ™ 7’ ”wmd Inseat Kif O—"XED 72 o1 Sel (}4+:o 24mo$)45wa¢-5-hcc/§721>w 5‘890/090 {
- Special Condition:- applies will be acceptable with Manu's turer’s Guarantee/Tesi

‘:,& i ,-_ll,\u\,.

e 3 4, \’l‘zrkina & Packing:- “uinufacturer’s ideniification mark/ Colour code shall be
\ = ovided on cach item. One set of KIT shiall be properly packed in box o i suitable
3 | material to av oid damage during handline and ffansportaunq All the items shou” he
7| first kept in durable pui ythene packet ¢ vpe In separate packet and then finally ket
[ m pox. Two cards in dlcarmr description oi the material under stocking C&D No.
| (FRA/21 - 5780/087, FRA/ . -~ 5780/019. ¥XA/R1 - 3890/064 & FXA/23 - 5890/018)
j~-—~-ﬂf and also the descrlptlon and &D No. of individual item inc] uding quantity duly Signed
5 " ‘ by CLW’s inspector shall be tagged, one inside and the other on itside the box.,
b Z | 5. inspection:-

a) l'ew Thread Insert of cach size shall be selected at randorm
b) Thread Insert shal] be tesied at NAG L. certified lab to coenform the material as s1id d above.

R
5 TE R ,«.r_“¥‘_~__“,“_____‘_,._ it II_ e e e ST -

| SPECIFICATION FOR ‘ | CHITTARANJAN L OCOMOTIVE WORK S
.| ‘THREAD INSFRT K11> | WLEST BENGAL, INDIA
' %| FOR |
|
|

| 3-PHASE TRACTION NCQ. 4TMS.096.07¢
MOTOR.

| - DATE:  08-01 2010
*
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1.0 Forward:

MOTOR TYPE 6FRA6068 & 6FXA7059.

2.0 Requirement:

Requirement per set in the “KITS” form are indicated here under :
Supplier shall quote their rates per set in “KITS” form taking all items together, otherwise their
offer are liable to be summarily rejected.

SPECIFICATION FOR “THREAD INSERT KIT” FOR 3-PHASE TRACTION

This specification covers the requirement of “Thread Insert Kit” for manufacturing of 3-Phase
Traction Motor.

Note: Qty./TM of “Thread Insert Kit (6FRA)” = 01 set (36 Nos.)

-

u

E SI. No. Description & Drg. / Specn. No. Qty./ TM (nos)
=

= 01 | Thread Insert H.C. M20X1.5D 10
z (coarse), (Material-stainless steel)

3 02 | Thread Insert H.C. M20X1.5D 10
2 (coarse), (Material-stainless steel)

e 03 | Thread Insert H.C. M30X1.5D 16
E (coarse), (Material-stainless steel)

5 Total Qty. 36
=

o

o

Q

The information on this document is the property of BHARAT HEAVY ELECTRICALS LTD.
It must not be used directly or indirectly in any way detrimental to the interest of the company

Sl. No. Description & Drg. / Specn. No. Qty./ TM (nos)
01 Thread Insert H.C. M20X1.5D 10
(coarse), (Material-stainless steel)
02 Thread Insert H.C. M20X1.5D 10
(coarse), (Material-stainless steel)
03 Thread Insert H.C. M24X1.5D 04
(coarse), (Material-stainless steel)
Total Qty. 24
Note: Qty./TM of “Thread Insert Kit (6FXA)” = 01 set (24 Nos.)
Revision : 01 Approved : /@i{\;\
N Qty.
Date: 11.08.2020 Bistribition (M.Verma)
™M 1 PrepareLd'u\ Checked: Date:
QT™ 1 - ‘ o
L e ik
T L (A. Shukla) (A. Jain) 11.08.2020




388787/2024/HEP-TXM20500

9/107

FZIE TM10478
ey PRODUCT STANDARD o

-- TME DIVISION, BHOPAL 1l
TME/2015 PAGE 02 OF 02

COPYRIGHT AND CONFIDENTIAL
The information on this document is the property of BHARAT HEAVY ELECTRICALS IMITED

It must not be used directly or indirectly in any way detrimental to the interest of the company

3.0 Specification

Material of Thread Insert shall comply to AISI-304.
4.0 Dimension
The dimensional tolerance of Thread Insert shall comply to DIN 8140, Part-1, Type-A.

5.0 Special Condition

Supplies will be acceptable with manufacturer's guarantee & test certificate.

6.0 Marking & Packing

Manufacture’s identification mark/ colour code shall be provided on each item. One set of

KIT shall be properly packed in box of suitable material to avoid damage during handling

and transportation. All the item should be first kept iin durable polythene packet, each type is
separate packet and then finally kept in box. Two cards indicating description of the material

of individual item including quantity duly signed by BHEL's inspector shall be tagged one
inside and other outside the box.

7.0 Inspection

a) Few thread insert of each size shall be selected at random.

b) Thread insert shall be tested at NABL certified lab to confirm the material as said above.

8.0 This specification is equivalent to CLW'’s specification no. 4TMS.096.076.




