
 
Enquiry items along with quantities: 

 It. no. Size & Item description Technical requirement 
Quantity in 

kg- 
Maximum 

1 250mm dia X 2000mm – 6000mm LG.  

Steel round bar as per BHEL spec AA19331 
Rev11 (IS:2004 Class II) in rough machined 
condition with tolerance on diameter (+4.0 mm) 
(-0.0 mm). Starightness within 3 mm/metre. 
Material shall be supplied in forged, normalised 
and tempered condition duly ultrasonically 
tested to AA 0850118 Rev01 (acceptable 
category II). All other technical parameters to be 
maintained strictly as per BHEL specification. 
Inspection at source by BHEL or BHEL 
appointed third party shall be done as per QAP 
No.: QA/HT/1046 Rev00 only. Final acceptance 
of material will be given after inspection & testing 
at BHEL Bhopal. 

11000 

2 300mm dia X 2000mm – 6000mm LG. 11000 

3 360mm dia X 2000mm – 6000mm LG. 22000 

TOTAL 44000 kg 

 

Quantity variation as per below: 

For item 1 - Supplies quantity are to be restricted between 11000 kg & 9000 kg. 

For item 2 - Supplies quantity are to be restricted between 11000 kg & 9000 kg. 

For item 3 - Supplies quantity are to be restricted between 22000 kg & 18000 kg. 

 
Pre-qualification criteria: 

Sl. 
No.  

Description of pre-qualification 
requirement 

Vendor Response 

Complied 
(YES / NO) 

Supporting Documents required to 
accept compliance 

    1 Manufacturer of Carbon steel round bar / 
their authorized representative.  

 Relevant certificate of being manufacturer / 
declaration of OEM/ declaration on 
company letter head else authorization 
letter with validity (for authorized 
representative) for enquired item. 
  
Firm name, address, email and contact no. 
etc. from whom bars intended to be supply 
to be furnished. 

2 Vendors should have experience of 
Manufacturing, Material testing & 
supplying of CARBON STEEL FORGING 
ROUND BAR as per IS:2004 -1991 (RA-
2006), CLASS-2(20C8) H&T or 
comparable standard of carbon steel, 
during last 7 years (ending last day of 
month previous to the one in which NIT is 
published) 

 
 

Purchase order, Mill test certificate.  
 
In case of authorized dealer relevant 
documents of there OEM is also 
considered. 

3 Company shall be certified with ISO 9001 
or equivalent.  
 

 Valid certificate to be submitted.  
 
In case of authorized dealer, Valid ISO 
certificate of OEM is required. 

 
Note: 

1. BHEL has right to verify information / confirmation furnished by asking additional documents, proof etc. 
 

ALL THE ABOVE POINT WISE PRE-QUALIFICATION REQUIREMENT ARE TO BE NECESSARILY 
ACCEPTED BY THE BIDDERS FOR THEIR OFFERS TO BE CONSIDERED FAILING WHICH OFFERS 
SHALL BE REJECTED. 

 



 
 MAKE IN INDIA format 

 
MAKE IN INDIA format (to be filled by OeMs of the participating bidders) 

 
BHARAT HEAVY ELECTRICALS LIMITED, BHOPAL  

 
MATERIAL MANAGEMENT  STEEL DIVISION  

  
For this Procurement, Government of India Public Procurement (Preference to Make in India), Order 2017 with its amendments 
and subsequent Orders issued by the respective nodal ministries shall be applicable even if issued after issue of this NIT but 
before finalization of contract/PO/WO against this NIT.    

As per the Provisions of this order, please submit a self-certification complying with the conditions below on company 
letterhead duly signed by competent authority.  
  
 

 
    
Public Procurement (Preference to Make in India), Order 2017 with its amendments and subsequent Orders issued by the 
respective nodal ministries shall be applicable even if issued after issue of this NIT but before finalization of contract/PO/WO 
against this NIT.  
  

 A supplier will be treated as -I  if the items quoted by bidder have local content equal to or more 
than 50%.  

  means the amount of value added in India, which shall be total value of item quoted (excluding net domestic 
indirect taxes) minus the value of imported content in the item (including all custom duties) as a proportion of the total value, 
in percent.  

 

% 
 
Further, to certify that the local content % certified above is in line with definition of Local content given in point no 2 of Public 
Procurement (Preference to Make in India), Order 2017 dated 19.07.2024 and we qualify as Class I. (Class-I/ CLASS-II/Non-
Local supplier-fill in one which is applicable) local supplier. It is also certified that Repackaging/ Refurbishment/ Rebranding of 
imported products and the license fees/royalties paid/ technical charges paid out of India are not considered for calculation of 
local content and there is no such locally-sourced imported items. 
 
The above declaration does not include services such as transportation, insurance, installation, commissioning, training and 
after sales service support like AME/CMC etc. as local value addition. We also understand, false declarations will be in breach 
of the Code of Integrity under Rule 175(1) (i) (h) of the General Finance Rules for which a bidder or its successors can be 
debarred for up to two years as per Rule 151 (iii) of the General Finance Rules along with such other actions as may be 
permissible under law.     
 
We further confirm that details of location(s) in India at which the local value addition is made will be at 
 
a.  
b.  
 
 
I hereby declare that the details furnished above are true and correct to the best of my knowledge and belief and I undertake to 
inform you of any changes therein, immediately. In case any of the above information is found to be false or untrue or misleading 
or misrepresenting, I am aware that I may be held liable for it. 
 

 

  

 

                                                                                
                                                                                                                                              

(Seal & Sign)  



                                                                                                    Annexure-1                 

                                     DECLARATION (To be given by Bidder) 

 
 
GeM Bid No…………………………………… 
 

Item Description: ………………………………… 

 

 

With reference to above reference bid, we M/s………………………………………. (Bidder’s Name) 

confirm/declare the following. 

1. Quoted Make-…………. 

 

 

2. We are OEM or Reseller - ……………. 

 

 

3. Valid OEM Authorization certificate with OEM’s Contact Details attached (In case of reseller) 

-  Yes / NA ………….……. 

 

 

4. We confirm Nil deviation from GeM bid document (NIT).   

 

 

Note:  

1. OEM details such as name, designation, address, e-mail Id and Phone number required to 

be furnished along with the technical bid. (also refer ATC clause). 

 

2. Commercial Deviation/deviation in delivery shown separately or found hidden in the offer, will 

not be taken cognizance of. 

 

 

 

                                                                                                       (Vendor’s Seal & Sign) 
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   CARBON  STEEL FORGINGS, CLASS 2         � 
 
 
 

1.0      GENERAL: 
 

This specification governs the quality  requirements of Carbon Steel Forgings, Class 2.          � 
  
 

2.0      APPLICATION: 
 

Suitable  for general engineering purposes and for use in welded constructions. 
 
3.0      CONDITION OF DELIVERY: 

 
Normalised / Normalised and tempered.. 

 
 Rough machining of the forgings shall be carried out, unless otherwise specified in the   
            BHEL order/drawing. 
 
4.0      COMPLIANCE WITH NATIONAL STANDARDS: 

 
The material shall comply with the following National standards and also meet the 
 requirements of this specification. 

 
IS::2004 – 1991 (RA -2006)                 }  Carbon Steel Forgings For General Engineering  

Gr: 2 (20C8),                }   Purposes.             � 
  
5.0 DIMENSIONS AND TOLERANCES: 

 
The dimensions and tolerances shall be as specified on the order/ drawing. Wherever these 
are not specified, specified, the machining allowances and tolerances shall be as specified 
below: 

 
 For finish machined drawings : 3 ± 1 mm 
 
 For rough machined drawings : ± 1 mm  
 

REVISIONS :  

 

36
th 

 MOM OF   MRC (FCF+HTM) 

APPROVED : 

INTERPLANT MATERIAL RATIONALISATION 

COMMITTEE-MRC (FCF+HTM) 

Rev. No.  11 Amd.No. Reaffirmed 

Dt. 30.01.2008 Dt : Year:04-11-2011 

Prepared 

HARDWAR 

Issued 

Corp. R&D 

Dt. of 1st Issue 

JULY,  1980 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
6.0 MANUFACTURE: 
 

Forgings shall be manufactured from steel produced by the open hearth, electric or such other � 
process as may be agreed to between BHEL and the manufacturer. 

Steel shall be fully killed. 

Sufficient discard shall be made from each ingot to ensure freedom from pipe, segregation and 
other defects.   

The amount of hot working and finishing temperature shall be such as to ensure complete 
soundness and adequate uniformity of structure and mechanical properties after heat 
treatment. The forgings shall not be overheated. 

 The minimum reduction ratio when forgings are made out of ingots shall be 4:1. 

 For sizes above 250 mm ruling section, the minimum  reduction ratio shall be  3.5:1 
 
Note:  Raw material like Ingots/Blooms/Billets required for  forgings should be    

                       procured from BHEL approved sources  along with test certificate." 
 
7.0 FREEDOM FROM DEFECTS: 
 

         The forging shall be free from defects, such as cracks, fold, flakes, seams, segregation, 
         nonmetallic inclusions and other injurious defects which may affect the utility of the forging.  
          

8.0 HEAT TREATMENT: 
 

Forgings shall be normalised / normalised and tempered at suitable temperature to achieve the 

mechanical properties specified.                � 

Test pieces shall also be heat treated along with the forgings they represent. 

9.0      FINISH: 

As mentioned in the drawing. 
 
10.0    CHEMICAL COMPOSITION: 

 The melt analysis of  the steel and permissible variation in the composition of the forgings from 
the melt analysis shall be as follows: 

         _________________________________________________________________   
  Element                                         Percent                      Permissible variation , 
      min.  max.            percent 
                    ------------------------------------------------------------------------------------------------------------- 
         Carbon 0.15 0.25  ± 0.02 

                 Silicon                                     0.15              0.35  ± 0.03 

  Manganese                         0.60              0.90  ± 0.04 

  Sulphur                           ---              0.040  + 0.005 

  Phosphorus                           ---              0.040  + 0.005 
 -------------------------------------------------------------------------------------------------------------- 
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NOTE: 

1. Elements not quoted above shall not be added to the steel, other than  for the purpose of   
      finishing the heat and shall not exceed  the following limits: 

 
Element       Percent, max. 

Nickel   0.30 

Chromium  0.30 

Copper   0.25 

Molybdenum   0.05 

Vanadium  0.05 

    Tin   0.05 

    Boron   0.0003 

                                         ----------------------------------------------- 

2. When steel is aluminium killed or killed with both aluminium and silicon, the requirements  
      of minimum silicon content shall not apply. For aluminium killed steel the total aluminium     
      content shall be with in 0.02 to 0.05 percent. 

            3.   Percent Cu + 10 X (percent Tin) shall not exceed 0.5%. 

            4.   Carbon equivalent (Melt analysis) value (C.E.) = 0.42%, max. 
 
             Mn          Cr+Mo+V              Ni + Cu 
  C.E. = C +   -------   +    ------------      +     -----------  
    6                 5                        15 

            5.   Mo ≤ 0.15%, limiting to meeting conditions of  Cr + Mo + Ni = 0.5%. 
 
11.0 TEST SAMPLES: 
 
11.1   Unless otherwise specified in the order/drawing, test samples shall be taken from each melt  
          and heat treatment batch. Test samples should be cut from the heat treated forgings by cold  
          process only and shall receive no further heat treatment. 

 Test samples shall be cylindrical or rectangular in shape and cut at a distance of 12.5 mm  
           below the heat treated surface. 
 
11.2 When integral test pieces are not called for, a test sample, having similar reduction ratio and    
          heat treatment, as the forgings it represents, shall be provided per heat, per heat treatment  
          batch, for check testing at BHEL, along with the forgings. The samples shall be properly  
          identified and correlated with the Heat/Heat treatment batch No./Test certificate No. Test  
          samples shall be taken, at a distance 12.5 mm below heat treatment surface. 
 
11.3 Test samples shall generally be taken in the longitudinal direction. However, for economic  
          reasons or where the size/configuration does not permit the same, test samples may be taken  
          in the transverse or radial direction. 
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12.0 MECHANICAL PROPERTIES : 

           The test pieces, after being heat treated as per clause 7.0 above, shall show the following  
            properties upto a limiting ruling section of 800 mm. Properties for thicker sections shall be  
            subject to agreement between BHEL and the manufacturer.   

           Test methods are specified below: 

12.1 Tensile     :  IS: 1608 

12.2     Hardness Test (Brinell)  :  IS:1500 

12.3    Charpy Impact Value (2mm U-Notch) : IS:1499 

The test is applicable for forgings of sizes above 16mm only. 
----------------------------------------------------------------------------------------------------------------------------- 
Property  Sample Limiting ruling section, mm                                         . 
   (Cl 11.3) Upto & incl.100   > 100 & upto 400    > 400 & upto 800 
------------------------------------------------------------------------------------------------------------------------------ 
Tensile strength,        Longitudinal          430       390                          370   
 min, N/mm2  Transverse/ 
   Radial/ 
   Tangential 
------------------------------------------------------------------------------------------------------------------------------ 
Yield strength,            Longitudinal          230       195                          185   
 min, N/mm2  Transverse/ 
   Radial/ 
   Tangential 
------------------------------------------------------------------------------------------------------------------------------ 
Elongation on             Longitudinal            24         23                            21   
5.65:So gauge  Transverse/  12         11        9 
length percent, Radial/   16         15       13  
min.   Tangential  18         17       15 
------------------------------------------------------------------------------------------------------------------------------ 
* Hardness, Brinell, HB    ----         120 – 167   111 – 156  111 - 156  
------------------------------------------------------------------------------------------------------------------------------ 
Charpy Impact            Longitudinal             47         43                            40   
value (2mm U-Notch)  Transverse/  24         22       20 
min., joules  Radial/   28         26       24  
   Tangential  35         32       28 
-----------------------------------------------------------------------------------------------------------------------------
Note: 
1. Unless otherwise stated  on the order/drawing small forgings of non-critical nature weighing  
    less than 300 kg shall be accepted on the basis of chemical composition and hardness.          
*2. Hardness test can be conducted only when tensile test can not be performed. 

13.0 ULTRASONIC TESTS: 

13.1 For forgings ordered by BHEL, Hyderabad: Unless other wise specified on the drawing,           � 
ultrasonic test shall be carried out as per BHEL standard AA 085 01 18 and norms of 
acceptance shall be as per category 2. 

13.13.2 For forgings ordered by other units: If specified on the drawing/order, ultrasonic test shall be � 
carried out as per BHEL standard AA 085 01 18 and norms of acceptance shall be as per 
category 2, unless otherwise specified. 
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14.0     ADDITIONAL TESTS:  If specified in the drawing /order, the following tests shall be conducted: 

14.1 Bend Test (Longitudinal): 

The test pieces (230mm long and 32 mm square with edges rounded off, where the � 
dimensions permit) shall be capable of being bent cold by direct pressure without fracture, until 
the sides are parallel, round a mandrel having a diameter of 44 mm when tested as per 
IS:1599. 

14.2     Magnetic particle test: 
14.3 Any other tests. 

“Norms of acceptance shall be as specified on the drawing/order. "             � 
 
15.0 SCOPE OF THIRD PARTY INSPECTION:              
            Wherever, separate quality plan is not attached, the  scope of third party inspection shall  
            be  as follows:      

1. Review of supplier’s declared chemical composition. 
2.  Selection of test samples for mechanical tests and witness of mechanical tests. 
3.  Witness of Non-destructive tests as applicable. 
4.  Review of HT charts. 
5.    Dimensional inspection. 

16.0 TEST CERTIFICATES: 

Three copies of a test certificates shall be supplied,  unless otherwise stated in the order, in the 
Test Certificate proforma annexed to this specification (Annexure -I). 

            In addition, the supplier shall ensure to enclose one copy of the test certificate along with their  
            dispatch documents to facilitate quick clearance of the material.            

           The following details shall be furnished in the test certificate: 

Dimensional inspection. 
Details of heat treatment. 
Reduction ratio 
Chemical composition including trace elements. 
Results of mechanical tests. 
Results of Ultrasonic test 
Results of ultrasonic examination. 
Results of additional tests called for in the drawing/order. 

17.0 PACKING & MARKING: 

Forgings shall be suitably packed to prevent damage during transit. 
Machined surfaces shall be properly protected with anticorrosive compounds. 
Each package or forging (when supplied separately) shall be legibly marked with the following 
information: 

AA 193 31 - Carbon Steel Forgings, Class 2 (20C8).             � 
BHEL Order No. 
Suppliers Name 
Consignment/ Identification No. 

 Batch No. 
            Weight. 

18.0 REFERRED STANDARDS (Latest publications Including Amendments):   

             1) IS:1499   2) IS:1500           3) IS:1599      4)  IS:1608         
             5) IS:2004                  6) AA 085 01 18 
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ANNEXURE-I: RECOMMENDED TEST CERTIFICATE  FORMAT FOR FORGINGS  
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