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FOUNDRY DIVISION

Ref. No: FYM/Ceramic Foam Filter

Dtd. 13.07.2022

A technical Pre-Qualification criterion for “Ceramic Fbam Filter (SiC
Filter) 150 X 150 X 22 (10 PPI) to be used for filtration of molten,

Cast iron & Copper’ is as under:

Cl. Description Vendor to comment
No. Complied / Supporting relevant
Not document to be submitted
complied

1. Is vendor Original manufacturer? Yes/No Not Required.

2. Vendor if Trader/ Yes/No Authorization from original
Stockiest/Dealer/Agent, should provide manufacturer.
authorization from original manufacturer.

3. Vendor should have experience of Yes/No a.) Supply Proof (Tax
supplying Ceramic Foam Filter or Invoice/Challan for at least
Similar Items( Degasser for Cu, one successful execution
Degasser for Al, PHENOL within 4 years ending last
FORMALDEHYDE BASED RESIN BINDER day of previous month from
gAﬁsgLﬁ'%?f:ng%LéiALﬁfhermic e aee o i opening.
sleeves, Flexible Boar(i, Alkyd based Part bJPO i IS tie sam? ;l{pply
AfBJC. Ziscon wash witer pint, to be submltte_d for verification

7o 2 of supply details.
Graphite Paint) within 4 years ending PRl
last day of previous month from the date
of bid opening.
4. Vendor should confirm that Item shall be as | Yes/No Not Required

as per following spec.: -

“Ceramic Foam Filter (SiC Filter) 150 X
150 X 22 (10 PPI) to be used for filtration
of molten, Cast iron & Copper” with
meeting each clause without any
deviation.

Prepared By: : Checked By:

Approved By:

Y y
‘ 0,7(\\} v
)
(Attﬁz;\a//r)\ \ (Animesh D(Z)nar)

Dy. Engr./FYM Manager/FYM

1

- L
M\v
(AK Sing\})\

Sr.. DGM(FYM)




