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ANNEXURE TO INDENT-CUM-ENQUIRY - 240644112

DESCRIPTION OF ITEM : COPPER WINDING WIRE-GLUED CONTINUOUSLY TRANSPOSED CW
WORK ORDER NO. : 63230A52001, 63231A52001, 63249A52001, 64209A52001, 64211A52001 & 64212A52001
CUSTOMER - M/s POWERGRID
TABLE OF WEIGHTS & DIMENSIONS OF COPPER WINDING WIRE - GLUED CONTINUOUSLY TRANSPOSED CW
WO: 63230A52001
: WO: 63230A52001, 63231A52001,
6323 1‘232201011‘;2%3?’?2001’ WO: 64209A52001 63249A52001, 64211A52001 & WO: 64209A52001
azi1as2001, 64212A52001
ITEM 1 ITEM 2 ITEM 3 ITEM 4 ITEM 5 ITEM6 | ITEM7 | ITEM8 | ITEM9 |ITEM 10| ITEM 11
CABLE SIZE mmxmm [13//2.40 x 8.55/43//1.50 x 3.20| 13//2.40 x 10.70|35//1.75 x 4.15/29//2.05 x 7.40[21//1.40 x 7.40]  27/1.45x 6.80 | 19//1.55x 7.55 |  25//1.50 x 7.25
2 | RADIAL PAPER mm 05 05 05 05 1.05 0.7 1.04 0.7 1.04
y | GRADE OF ENAMEL ~ | F&EPOXY | F& EPOXY | F& EPOXY | F & EPOXY | F & EPOXY | F & EPOXY | F & EPOXY F & EPOXY F & EPOXY
COATED | COATED | COATED | COATED | COATED | COATED COATED COATED COATED
0.2% PROOF STRESS
4| a0 0% MPa 180 180 180 180 180 180 180 180 180
5 | MAX. COVERED SIZE
i) RADIAL mm 1932 37.99 1932 3551 35.63 18.70 2481 18.65 2387
i) AXIAL mm 18.64 7.94 22.94 9.84 17.44 16.74 1622 17.04 17.12
6 | MIN. COVERED SIZE
i) RADIAL mm 18.67 36.79 18.67 34.86 34.78 18.20 24.16 18.15 2322
i) AXIAL mm 1839 7.69 22.69 9.59 17.19 16.49 15.97 16.79 16.87
7 | NO. OF DRUMS 4 4 4 4 6 2 2 2 2 2 2
8 | LENGTH PER DRUM m 90.5 175.5 87.0 167.5 124.0 2813.0 1897.0 | 1664.5 2878.5 18305 | 17265
9 | TOTAL BARE WEIGHT | Kg 8355 1229.5 1011.0 14395 28415 106505 | 8779.0 | 7703.0 111665 8670.0 | 8177.0
10 &%TIQESOVERED Kg 864.5 1290 1043.0 1500.5 2958.5 111950 | 93015 | 8161.5 11719.0 9173.0 | 86515
COVERED WEIGHT
| on b Kg 216.1 3225 2608 375.1 493.1 5597.5 46508 | 4080.8 5859.5 45865 | 4325.75
MIN. WINDING
12 | I D mm 1360 1360 1450 1450 1602 1590 212 1680 2300
CROSS SECTION
13 | AREA OF SINGLE mm? 19.97 458 25.13 6.9025 1481 10.14 9.64 114825 10.655
STRAND
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NOTES:

1.

Length per drum should not be less than specified for all drums except the drums from which sample has been taken.

2. TItems 1 to 11 must conform to specification TRE-036 & AA 28129 with changes as above (specifications copy attached). Resistivity of copper shall be
as per IEC 60317-0-2. The thickness of epoxy shall be 0.04 + 0.01 mm as per cl. no. 4.4.2 of IEC 60317-0-2.

3. Additional test parameters as specified in Cl. No. 1.3 of PGCIL approved MQP: CC/QA/SMQP/01 Rev 00 to be also included in paper test report.
Paper to be of attached POWERGRID approved make.

4. For Items 6, 7, 8,9, 10 & 11, the paper insulation shall conform to specification TRE218 (specification copy attached). Additional test parameters as
specified in Cl. No. 1.3 of PGCIL approved MQP: CC/QA/SMQP/01 Rev 00 to be also included in paper test report. Paper to be of attached
POWERGRID approved make.

Minimum no. of layers of paper covering for item -6 & 9: 2 nos. of 50 micron thick paper & 8 nos. of 75 micron thick paper and for item — 7, §, 10 &
11: 7 nos. of 63 micron thick paper & 8 nos. of 75 micron thick paper.

5. Quality plan no. QA/TCB/QAP/B0/55 Rev.01 and POWERGRID approved MQP: CC/QA/SMQP/01 Rev 00 shall be followed (copy attached).

6. Items6,7,8,9,10 & 11 to be supplied with wax coating as per Cl. No. 10.3.5 of specification AA28127 (specification copy attached).

7. Tags to be provided in item — 5 at 60 mtrs from starting of each drum.
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