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TECHNICAL SPECIFICATION FOR B.F SHUT OFF GATE WITH

ELECTRICAL ACTUATOR

1.0 PURPOSE

This technica specification is for manufecture and supply of bal feeding shut off
gae(B.F.Gate) with dectrical actuator to be used in bal tube mills. These gates are
aso cdled dide gates.

20 DESIGN REQUIREMENT & OPERATING PRINCIPLE
) These dide gaes are inddled in the bal feeding assembly of bdl tube mills as shut
i off gates.
§ g The system consist of
3 g 1 no of container
28 2 nos of ow opening shut off gates.
O w=
f % When it is planned to add the bdlls, the top shut off gate is opened & the bdls are
e g dropped into the lock. Then the top shut off gate is closed and the bottom shut off
E © gate is opened 0 as to let the bals drop gently into the mill through the norma cod
% S feed opening.
o
- o 30 GENERAL RECOMMENDATIONS
LB 3.1  Theseshut off gates shall be electric actuator driven.
< T % 3.2  Paticular care should be taken with the tightness of these shutoff gates, as
% . i the grinding circuit is under pressure.
o2& 3.3  The bottom shut off gates must withstand the mpact of the bdls as they are
z 8= |oaded into the lock.
o} §§ 3.4  Electric actuator should be as per product standard BA54088 ,if separately
2 S 2 procured by BHEL then, the same will be delivered to shut off gate supplier.
|<—("§ = After assambling the actuator and testing the gate, the assembly should be
5 % % supplied together to BHEL.
o
% E S 40 OPERATING DATA
© ‘g@ The ball feeding gate should be resistant to bal impact.
58 PARAMETER VALUE
g8 Size (Diameter) 250 mm
s *é’ Temperature (Max) * 100 Deg. C
= Pressure 1000 mmwc
= Degree of tightness 100 %
Type of flow control open/ shut
Speed of operation 120 to 150 (Sec)
Method of operation Electric Actuator.
*Normally 100 Deg. C, but accidental temperature can reach 300 Deg. C
I I
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Body Material
Body Thickness
Blade materia
Blade Thickness
Insert
Body Sedl Materia
Body Sedl Diameter
Transverse Sed Materia
Transverse Sed Type
Scraper for Traverse Sedl material
Scraper for Traverse Sed Sze
Packing
Spindle Materia
Spindle diameter
Piller materia
Top plate materia
NFPA (0, 35 MPA)
Thrust with safety factor
Minimum Motor Torque
Limit switches
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50 SCOPE OF SUPPLY
Completely assembled dia 250 mm ball feeding dide shut off gates with dectrica
actuator, fixing bolts, nuts & washers as per drawing no. 1-00-620-50230.(All
required part details to be worked out by sub vendor to suit the final assembly
dimensions))
6.0 LIMITSOF SUPPLY
- Upto and induding connecting flangeswith connecting fasteners.
- Upto and including connecting flanges for dectric actuators.
- Upto and including cover for mechanicd parts.
- Corrogion protection & painting, and spare packing paste for commissoning.
- Shut off gates and actuator fixing fasteners.
- Hlectric Actuators + nuts for spindle.
7.0 TECHNICAL SPECIFICATIONS

BS 1452 Gr 220 Cast Iron

68 mm

ASTM A240 TYPE 304 SS
10 mm

No

Viton

64 mm

Viton

Double Type B

BS 2875 CZ 121 Brass
10mm x 5 mm

Silicon Grease + Minerd Fibre
BS970 EN56 AM Chrome Sted
30 mm

BS970 (EN 1B)

BS970 (EN 1A)

Yes

900 DaN

3.6 DaNm

Two Limit Switches per gate for open
and closed positions.

Sedling to environment 100% againgt P.F. ingressfor dl the valves.
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8.0

9.0

10.0

QUALITY
8.1The vendor hasto drictly follow the Quality Plan enclosed for the actuator and

shut off gate

8.2 INSPECTION, SHOP ASSEMBLY AND TESTS.

||)>

B

Dimensions of each B.F Shut off gate ,surface finish, tolerances to be drictly
maintained ,checked and recorded.

The following tests or ingpection are to be done after shop assembly. The tests
noted with “ * ” could be repesated at random in presence of BHEL Engineer
during fina acceptance.

M echanical Test

100 cycleswill be carried out on each firgt kind of dide gates ascycletest.
10 * cycleswill be carried out on al the other gates as a routine test.
Contractor to assemble actuator for these tests.

Tightness Test *

All the dide gates will be tried for getting a tightness of 100% with sogp bubbles
(no leak) under a pressure of 30 kpa

C

Hydraulic Test*

Each dide gate will be tried under awater pressure of 0, 35 MPa (3,5 bars)

D

Dimensional *

All the controlled dimensions shall be checked. The flanges will be checked using
jigs. All the materid certificates shall be checked.

GENERAL

The supplier shdl give the deals about ther shut off gate dong with dectricd
actuator details, materiads for the components and reference lig. The qudity plan
and test procedure should be followed.

TEST CERTIFICATES

The following documents shal be supplied dong with the supply of shut off getes

A.
B.
C.

Test certificates for chemica and mechanical properties.

Test protocol.
Dimensond Report.
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11.0 DOCUMENTS
The following documents shdl be submitted within two months from placement of
purchase order.
A. Generd literature of eectric actuator and shut off gate — 4 copies
B. Operation & maintenance manuad - 4 copies.
C. Literature and O&M manuas on Electronic-media (2 nos. of CD’s)
D. List of recommended spares.
120 PACKING & DESPATCH
The shut off gate and dectric actuator should be dispatched seperately, but proper
match marking with proper identification shal be given on each s&t.
The vave spindle shdl be pre greased prior to dispaich and both flanges to be
covered with hard board covers.
13.0 QUALITY PLAN
Manufacture and supply as per quaity plan No. QP.No. HY QA/BM/159
Enclosed as annexure A.
LIST OF ITEM VARIENTS
VAR ITEM DISCRIPTION MATERIAL CODE
01 B.F.GATE BA 9750054016
02 B.F. GATE SPINDLE BA 9750054024
03 B.F.GATE DRIVE BUSH BA 9750054032
04 B.F.GATE LOCATOR BUSH BA 9750054040
05 B.F.GATEBLADE BA 9750054059
06 EIQEATE VITON RUBBER BA9750054067
B.F.GATEACTUATORLIMIT
07 SWITCH BA9750054075
SHUT OFF GATE FOR BALL
FEEDING SYSTEM ASPER
08 SPEC. BA50054 WIH BA 9750054083
ELECTRICAL ACTUATOR AS
PER SPEC. BA54088
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RECORD OF REVISIONS
|?l\lEC\)/- Date Revison details Revised Approved
Ligt of item variants & TMR
021 15/06/99 variant sheet added.
03 | 17/2/03 | Annexure A —Quality plan Pavan TMR
added.
Electricactuator T.Mohan | J.G.Kulkarni.
04 | 1505.03| specification changed to Rao
BA54087
05 | 29.09.03 | In Page5 item no. column Pavan T.Mohan Rao
removed. (Var.0l material
code changed to
BA9750054016)
06 | 05.02.04 | Var.08 corrected. In point Pavan T.Mohan Rao
3.4 spec. was BAS4087.




