Technical PRE-QUALIFICATION REQUIREMENT for Control valve for 2x660 MW

MOUDA STPP STAGE-II

JOB

DESIGN, E NGINEERING, MANUF ACTURING, SUPP LY/DE LIVERY TO SITE OF
CONTROL V ALVES (Pneumatically Operated) WITH SMART POSITIONER &
ACCESSORIES FOR MOUDA STPP STAGE-II ,2X660 MW - NTPC

BIDDER SHALL NOTE & COMPLY WITH THE POINTS REFERRED BELOW.

SL
NO

CRITERIA FOR BIDDERS NOT APPROVED WITH BHEL-PEM, NOIDA:

1.0

20

3.0

4.0

5.0

BIDDER SH OULD BE DESIGNER & DIRE CT M ANUFACTURER OF THE CONTROL V ALVES
WITH ACCESSORIES

BIDDERT OF URNISHPER FORMANCE CERTIFICATES FO RSIM ILAREQ UIPMENT
(GLOBE/ANGLE TYPE CONTROL VALVES)FOR MIN.2YEAR S OF TROUBLE FREE
OPERATION FROM MINIMUM 2 DIFFERENT  END USERS, PREFER ABLY FROM POWE R
PLANTS. REPEAT ORDERS BY SAME CUSTOME R MAY BE CONSIDERE D AS
PERFORMANCE CERTIFICATE AFTER A REASONABLE LAP SE OF TIME PERIOD BE FORE
THE REPEAT ORDER.

MANUFACTURER SHOULD COMPLY WITH B HEL QUALITY PLAN & SPECIFICATION FOR
CONTROL VALVES.
A CONFIRMATION FOR THE SAME SHALL BE SUBMITTED.

BIDDER TO FURNISH LIST OF ORDERS EXECUTED IN LAST FIVE YEARS.

BIDDER SHALL HAVE THE CAPABLITY/REFERE NCE OF SUPPLYING CONTROL V ALVES
WITH

ANSI RATING UPTO CLASS-900

VALVE SIZE UPTO 14 INCH

SHUTOFF PRESSURES UPTO 90 KG/CM2

DESIGN TEMPERATURES UPTO 370 DEG C

DIFFERENTIAL PRESSURES UPTO 90 KG/CM2

arON=

RELEVANT DOCUMENT IN SUPPORT OF ABOVE SHALL BE SUBMITTED

BIDDER TO FURNISH TECHNICAL CATALOGUE OF CONTROL VALVES.

BIDDER(S) ALREADY REGISTERED WITH BHEL-PEM-NOIDA, INDIA FOR SUBJECT PACKAGE, NEED
NOT SUBMIT CREDENTIALS FOR CRITERIA INDICATED ABOVE.

AFTER SATISFACTORY FULFILLMENT OF ALL THE ABOVE CRITERIA/ REQUIREMENT, OFFER SHALL
BE CON SIDERED FOR F URTHER EVA LUATIONAS PERNITA ND ALL OTHE RTERMS O F THE
TENDER.

3.0

CONSIDERATION OF OFFER WILL BE SUBJECT TO END USER'S APPROVAL OF BIDDER.




