TENDER BOX IS KEPT AT 02 ANNEXE, GF (M&S   DEPT)    FOR    DROPPING FILLED TENDERS 

(THE TENDER IS IN TWO PARTS- PART ‘A CONSISTS TECHINCAL PART & PART ‘B’ IS FOR PRICE BID – PRICE BID IS TO BE KEPT IN A SEPARATE SEALED COVER)

B H A R A T  H E A V Y  E L E C T R I C A L S  L I M I T E D

RAMACHANDRAPURAM: : HYDERABAD – 502032

: (M&S DEPARTMENT/ P&C)

TELEPHONE NO. 23182739       FAX NO. 040 – 23020185 email id: gjrao@bhelhyd.co.in

TENDER NOTICE NO.    M&S/P&C/2006/21                          DATED: 05.08.2006          ITEM NO.4
       1.         Name of work
:  REPAIR, MODIFICATION  & REINSULATION OF   INDUCTION FURNACE COIL  (1) 5 Ton  (04-1387)  &  - 2 COILS &   (2)  2.5 TON -900 KW, medium frequency (ASSET NO: 04-1115) – 1 COIL – Total  3 coils only
2.      Time of Completion


:   2   Months for each coil   

3.      Estimated amount:                            Rs 2.86  Lakhs  

4.    Earnst Money Deposit               : Rs10,000/- 

5.       Maintenance period


:   Nil 

6.      Last date for   Sale of tender document/ download    :   28.08.2006

7.       Last date of receipt of tenders

:   29.08.2006   upto 11.00 Hrs.

8.      Date and time of opening of tenders
:   29.08.2006   13.30   Hrs.

9.      Cost of tender documents

:   Rs. 250/-

Name & Address:


--------------------------------------------------------------- 



---------------------------------------------------------------

---------------------------------------------------------------


TENDERERS ARE REQUESTED TO SIGN AND PUT SEAL ON ALL PAGES OF TENDER DOCUMENT


EMD PAID/NOT
Part-A                                             Annexure-I

TECHNICAL CUM COMMERCIAL BID

Name of the Contractor             :

Full Address:

Contact person:

Phone/ Fax:

Email id: 

 Name of work                  :  REPAIR, MODIFICATION  & REINSULATION OF   INDUCTION FURNACE COIL  (1) 5 Ton  (04-1387) – 2 COILS  &  (2)  2.5 TON -900 KW, medium frequency (ASSET NO: 04-1115) 1 No  – Total  3 coils only
Tender Notice No &              :  
M&S/P&C/2006/21  
Date, Item No.                               05.08.2006   ITEM 4
1)    1.  Details of DD/Cash paid.        

           D.D or Cash receipt No. for EMD        ______________________                             

         DD or cash receipt  for cost of tender documents _________________

       (to be  enclosed along with  this bid). 

2) Particulars of experience/credentials:   ___________________________

a (As per pre qualification  requirements all details must be  

    enclosed)

b. Financial turnover details. (To be enclosed) __________________

3.PAN No. (in case not available,  proof of having applied  

          with acknowledgement from concerned authorities). ___________________

4)  Service tax is applicable or not 

          If yes amount quoted is inclusive or exclusive   

     SERVICE TAX REGN NO:    ____________________
5)  VAT/TIN NO: 

                                                                                           REMARKS

6) Acceptance of Penalty clause


:
_________


7 Acceptance of Security Deposit clause

:         __________

8) Validity:   90 days




:        ___________

9) Acceptance of payment clause                                :     ____________

NOTE: 

1.  Techno commercial bids:    In case the agency has not satisfied all the above conditions with documentary   proof, the bid is liable to be rejected and their price bid will not be opened.

2. In case of a firm, shall be in the name of the firm.   However in case of sole proprietor or individuals these can be on the name of the sole proprietor or individual.

3. All agencies should submit documentary evidence.

4. All the columns shall be filled with proper information.

CONTRACTOR

TENDER SUBMISSION


Tenders must be submitted in sealed covers addressed to Manager / M&S, (P&C),   BHEL, Ramachandrapuram, Hyderabad 502 032.  Tenderer shall write tender notice No, and name of work and address of the tenderer on the sealed cover.  In case the agency fails to comply any of the above, the tender will be liable for rejection.  


Price bid opening date will be intimated later.

II.     NOTES:

1 Period of contract shall be 2  Months for each coil, as mentioned in NIT.

2. Tender is on Two  part bid method. (Techno commercial and   price bid).

3. Tender documents can  be had  through BHEL website http://www.bhel.com
IIII       The agencies are advised to visit the work site to understand the nature of    work /     quantum of work in its true perspective to avoid any complications in future.

BHEL reserves the right to reject any or all tenders in part or in full without assigning any reason.

   G.Janrdhan Rao

Manager/ M&S (P&C)
Prequalification requirements:

1. PAN No.  

2. Experience / capabilities to under take furnace coil repairs.

TERMS AND CONDITIONS:

1) Individual rates for each activity should be mentioned clearly, all columns should be filled up  under rate & amount columns.   Lumpsum   amount for all items will not be  acceptable and tender is  liable for rejection.
2) Penalty:    Work shall be started immediately, any delay in execution will be levied at 1/2% per week of the total contract value to the maximum of 10%

3) Contract operates on Unit rates, no revision will be allowed during contract period.

4) Contractor should make their own arrangements to transport the coil from BHEL and returning of coil after repairs to same place. Transport charges will not paid by BHEL for transporting coils for both ways. 
5) Work should be guaranteed for 6 months from the  date of dispatch after coil repairs.

6) Payment:   Full payment will be released after completion of work and on submission of bill

7) The contractor is wholly responsible for any loss of materials during the process.  

8) Above mentioned work shall be executed in accordance with the general agreement conditions applicable to job works as per OMI-195. A copy of the same can be had in soft or hard from the undersigned.

9) Upon awardal of the work, the party has to execute an agreement with BHEL as per General Agreement Conditions, before commencement of work.

Security deposit clause:   

      Security Deposit

     Security Deposit should be collected from the successful tenderer .  The rate of Security   Deposit will be  as below:

Upto Rs. 10 lakhs



10%

The security Deposit should be collected before start of the work by the contractor.

Security Deposit may be furnished in any one of the following forms 

  i)       Cash (as permissible under the Income Tax Act)

 ii)        Pay Order, Demand Draft in favour of BHEL.

iii)
       Local cheques of scheduled banks, subject to realization.

i) Securities available from Post Offices such as National Savings Certificates,  Kisan Vikas     Patras etc. 

      (Certificates should be held in the  name of Contractor furnishing the security and duly pledged in  favour of BHEL and discharged on the back).

ii) Bank Guarantee from  Scheduled Banks /  Public Financial Institutions as defined in the Companies Act subject to a maximum of 50% of the total security deposit value.  The balance 50% has to be remitted either by cash or in the other form of  security. The Bank Guarantee format should have the approval of BHEL. 

iii) Fixed Deposit Receipt issued by  Scheduled Banks /  Public Financial Institutions  as defined in the Companies Act . The FDR should be in the name of the contractor,  A/C BHEL, duly discharged on the back. 

iv) Security deposit can also be recovered at the rate of 10% from the running bills. However in such cases at least 50% of the Security Deposit should be collected before start of the work and the balance 50% may be recovered from the running bills.                                                                                                                                                                         

v) EMD of the successful tenderer  shall be converted and adjusted against the security deposit.

The security deposit will not carry any interest
 PENALTY: That if the contractor fails to complete the work with in the stipulated or extended date also in case of late commencement,   the company shall have the right to levy penalty on the contract value at 0.5%  per week  or 10% maximum  and without prejudice to any other relief or compensation to which the company is entitled under the other conditions of the contract
Should be submitted in a separate cover in sealed condition 

PRICE BID
ANNEXURE- II
SCHEDULE OF WORK FOR      “REPAIR &   REINSULATION OF 2.5 TON INDUCTION FURNACE COIL   (ASSET NO: 04-1120)- 1 No”
	Sl.

No
	DESCRIPTION OF WORK
	QUANTITY
	RATE
	AMOUNT

Rupees

	1. 
	Removing  of complete insulation of furnace  coil
	Complete coil
	LS
	

	2


	Removing terminals  & Reconditioning 
	8 Nos.
	
	

	3
	Removing of supports 
	8 Nos
	
	

	4
	Winding of coils consisting of 41 turns active and non- active   
	Complete coil
	LS
	

	5
	Machining charges for HGL supports to suit the coil ( supplied by BHEL)
	8 Nos.
	
	

	6
	De-Carbonizing  of  Coil
	Complete coil
	LS
	

	7
	Repair and brazing of coil at damaged places
	Lump sum
	LS
	

	8
	Supply of copper for stud assembling and Brazing to coil   
	70  Nos.
	
	

	9
	Refixing of terminals with liquid brazing.
	8 Nos
	
	

	10
	Fabrication &  supply of 8 Nos of 20th number threaded heavy duty brass dummies.                
	8 Nos
	
	

	11
	Refixing of GL Supports 
	8 Nos
	
	

	12
	First coat of insulation
	Complete coil
	Lump sum
	

	13
	Taping with  fiber glass for  complete coil  
	Complete coil
	Lump sum
	

	14
	Filling with tuff seal of HGL Supports
	8 Nos
	
	

	15
	Second coat of insulation 
	Complete coil
	Lump sum
	

	16
	Third coat of insulation
	Complete coil
	Lump sum
	

	17
	Strap Vertical brazers
	16 Nos
	
	

	18
	Epoxy Hardening of  vertical brazers 
	16 Nos
	
	

	19
	Pressure testing  in the presence of BHEL Inspector
	Lump sum
	Lump sum
	

	20
	Meggar  testing with HV of all coils 
	Lump sum
	Lump sum
	





                 AMOUNT FOR ONE COIL

:  Rs.  
TAXES PORTION:

SERVICE TAX:

VAT/TIN :

TOTAL AMOUNT  Rs. 

( AMOUNT RUPEES 
 ONLY)
PRICE BID

ANNEXURE- III
Schedule of Work   for  " Repair, Modification and Re-Insulation
of 5 Ton Induction Furnace Coil ( Item No: 04-1387)  IN 04 SHOP"- 2  Nos 
	Sl.No.
	Description 
	Qty.
	Rate 
	Amount 

	 
	 
	 
	Rs.
	Rs.

	1
	Removal of complete insulation of the coil
	Complete Coil 
	LS
	

	2
	De-Carbonize the  Total Coil
	Complete Coil 
	LS
	

	 
	
	 
	 
	 

	3

	Bare coil inspection for pressure testing ( 150 PSI) in presence of BHEL Inspector 
	Complete Coil 

	LS

	

	 
	 
	
	 
	 

	4
	Design & Fabrication new set of terminal units 
	4 Nos. 
	
	

	 
	with electrolytic copper by machining and
	 
	 
	 

	 
	 braze them with silver brazing to the main coil 
	 
	 
	 

	5


	Braze the weak joints and test it with 150 Psi pressure.
	Complete Coil 
	LS
	

	6
	Roll the total coil on a drum such that all turns are  
	 
	 
	

	 
	in line to vertical and final ID of the coil should 
	 
	 
	

	 
	be 1080 mm,  final height should be 1430 mm, 
	Complete Coil 
	LS
	

	 
	terminal pitch must be 525 mm, vertical to ground  
	 
	 
	

	 
	line with coil centered inlet nipples.
	 
	 
	

	7
	First coat of insulation with sub bond (S.2216)
	Complete Coil 
	LS
	

	 
	special class H insulation
	 
	 
	 

	8
	 Tape the total coil  with fiber glass tape 5 mills  x 
	 
	 
	 

	 
	20 mm wide with half lap.
	Complete Coil 
	LS
	

	9
	Arrange Syndanio/ HGL 5mm thick spacer 
	 
	 
	

	 
	for embedding into  consecutive copper turns 
	Complete Coil 
	LS
	

	 
	spacing & 16 Nos of vertical brazers with  fibre
	 
	 
	

	 
	glass woven tape of size 50 mm wide X 3 mm thick 
	 
	 
	

	10
	Second coat of insulate with subbond (S-2216)
	Complete Coil 
	LS
	

	11
	Third coat of insulation with subbond (S-2216)
	Complete Coil 
	LS
	

	12
	Harden in vertical brazers to the  total coil with 
	Complete Coil 
	LS
	

	 
	epoxy insulation 
	 
	 
	

	13
	Final pressure testing (150 Psi) inspection by BHEL
	Complete Coil 
	LS
	

	14
	Voltage testing/ insulation testing with
	Complete Coil 
	LS
	

	 
	Megger 1000 volts.
	 
	 
	

	15
	 Lifting the coil from   BHEL & Packing and 
	Complete Coil 
	LS
	

	 
	forwarding to BHEL after coil repair
	 
	 
	 


                                                           AMOUNT FOR ONE COIL

:  Rs.  
TAXES PORTION:

SERVICE TAX:

VAT/TIN :

TOTAL AMOUNT   for one coil   Rs. 

TOTAL AMOUNT   for Two  coils    Rs. 

( AMOUNT RUPEES  in words…

Amount for annexure- II & III:


TERMS AND CONDITIONS:

1. Induction furnace Coils are  pertaining to   “Inducto Therm India/ ABB  ” make;   Induction furnace is located in 204  Ferrous Foundry Shop.

2. Contractor will be permitted to collect the coils from the factory area. Returnable gate pass will be issued by 04 shop maintenance, while going out/ coming back materials should be entered at CISF- J gate.

3. Repaired Coil  should be brought back with in 2 months time from the date of removal from BHEL Premises.

4. Transport charges for outgoing and incoming should be born by the contractor.

5. Indemnity for safe custody of coil should be given by the contractor. 

6. Other terms and conditions are as per the Tender Notice document.

Financial Conditions:

1. Payment:  After completion of work for each coil.       Bill should be submitted to the area maintenance in charge.  Certification should  be obtained on the bill.  contractor &  dept officer should sign in measurement book before sending to accounts dept.
2. Delivery:  Collection of coils and return of repaired coils should be within 2 months.

3. Security Deposit:  10% of the  contract value 

                       S.D/EMD  shall be refundable after guarantee period on request from the party.      
4. Warranty/ Guarantee:  6 months from the date of completion of work and received in BHEL.
5. Taxes and duties : should indicate clearly in the offer. For calculation  purpose all taxes will be  loading and lowest will be decided.   
…

