ANNEXURE – I
JOB PROVE OUT DETAILS FOR 

 CNC HBM Ø 200 
VARIANT  -  I  (FOR 01 BLOCK MACHINE)
Type OF CASING 



:
Steam Turbine -3 outer casing 

Material Specification

:
Hy 19573 (Gs17CrMoV511)

Mechanical properties

:
Ts : 590~780








Ys : 440

 






E   : 15

Weight of job both 


:
13780 kgs (Gross)
upper & lower parts


:
13647 Kgs (Net)

VOLUMETRIC DIMNSOF CASING

 IN COMBINED CONDITION (L X B X H):
3028x 2200x2385 mm.

Chemical composition

:
C = 0.15~0.2; Si = 0.3~0.6; 

                                                                                    Mn = 0.5~0.8; S = 0.03; P = 0.03;

                                                                                    Cr = 1.2~1.5; Mo = 0.9~1.1; V = 0.2~0.3.

Type of m/cing 



:           PP Milling,Drilling, Spot facing ,Threading 

                                                                                   Rough & finish machining of all internal 

                                                                                   bores ,Pheripheral milling & drilling 

                                                                                   including tapping ,as per relevant drawings.

Drg.No:           var
rev                                       Description
03010100647  00
01   


Outer Casing.Assy UP

03010100647 00 
01          

,,                             LP

03010100251 00
04  


Outer casing. Detail-Z

03010100427 00 
00   


-- do --  Detail-Y

03010100648 00 
00 


-- do --  Detail-B

03010100650 00 
00   

 -- do --  Detail-W

03010100651 00 
01  

 -- do --  Detail-X

03010100069 00 
01  

 -- do --  Sec. A-A

13010100212 00 
00   

-- do --  View-U

03010100649 00 
00  

 -- do --  View-O

23010100139 00 
00  

 -- do --  Detail-E4

43010100510 00 
01   

-- do- Inlet-flange

43010100932 00 
00  

 -- do-- Exhaust Flange
VARIANT  -  II  (FOR 51 BLOCK MACHINE)
COMPONENT 



:
Mill Base & Gear Housing 

COMPONENT DRAWING No. 

:
06110000616 / Rev. No. 03 (2 Sheets)

Material Specification

:
AA 19703 / 210 FG 260 (GR: 25) / 







gray iron casting
GROSS Weight of job


:
30390 kgs 
NET Weight of job


:
28300 Kgs 
VOLUMETRIC DIMNSIONS OF 

COMONENT  (L X B X H)


:
4300 x 3700x 1500 mm.

 Operations to be carried out 
:          PP Milling, Drilling, Spot facing ,Threading 

                                                                                   Rough & finish machining of all internal 

                                                                                   bores , Peripheral milling & drilling 

                                                                                   including tapping ,as per relevant drawings.

