Sub: Alteration in specification of CNC HORIZONTAL BORING 

         MACHINE  (800 mm Capacity)

EXISTING 

PART – B

TECHNICAL SPECIFICATION FOR CNC HORIZONTAL BORING MACHINE – HEADER PIPE / FITTING BORING & EDGE PREPRATION
	2.2.1
	Geared Head stock unit shall be of enclosed box type construction With Facing head enabling spindle operation through the faceplate without removing the faceplate. Inter locking to prevent rotation of both face plate and spindle to be provided
	Vendor to specify the arrangement of headstock. Brief description to be given.
	

	2.4.4
	Table travel (Longitudinal)  – W axis
	Vendor to Specify
	


REVISED IN PLACE OF ABOVE EXISTNG

PART – B

TECHNICAL SPECIFICATION FOR CNC HORIZONTAL BORING MACHINE – HEADER PIPE / FITTING BORING & EDGE PREPRATION
	2.2.1
	Geared Head stock unit shall be of enclosed box type construction With Facing head enabling spindle operation without removing the faceplate. Inter locking to prevent rotation of both face plate and spindle to be provided
	Vendor to specify the arrangement of headstock. Brief description to be given.
	

	2.4.4
	Table travel (Longitudinal)  – W axis

(Alternatively Vendor can incorporate this movement as Head stock column Travel)
	Vendor to Specify
	


All other clauses in the original specification remain unchanged

