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STEEL BRACKET 200x200x30x3.15
GALVANIZING/BLACKENING

BATTEN 50X100

BATTEN 80x100
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1. OUT SIDE DIMENSIONS LxBxH ARE TOBE MAINTAINED CORRECTLY.

8. WHERE EVER REQUIRED ISPM COMPLAINCE WOOD (BOTTOM PLANKS & RUNNERS) SHALL BE USED .

2. PACKING CASE TO BE LINED WITH HESSIAN BITUMEN KRAFT PAPER  LDPE 100 GSM AT

3. PLANKS 20mm THICK AT BOTTOM AND PLY WOOD 12mm AT SIDES AND TOP.

7. G.I. SHEET 0.3mm THICK (IS:277) SIDES, TOP (OUT SIDE) & BOTTOM (INSIDE)

5. PLY WOOD THICK 12MM; AS PER SPEC: AA51101 FOR SIDES ONLY.

    SIDES, BOTTOM INSIDE AND TOP. OUTSIDE TOP IS TO BE TURNED 80MM ON SIDES AND FIXED

4. TOLERANCE IS OF   + / - 10 mm  ON LENGTH, WIDTH & HEIGHT OF PACKING CASE.

6. TOLERANCE IS   +/-  5%  ON THIKCNESS OF PLY WOOD AS PER SPEC:AA51101,

   AS PER SPEC. HY 51463 ISPM-15 CERTIFICATE SHALL BE SUBMITTED BY THE VENDOR WITHOUT 
ANY EXTRA PRICE IMPLICATIONS.


