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MCI 

 Suitable Cable MCI A B C D E F
 Overall Dia Code Nipple Entry Length (A/F) (A/C) Dia. Dia.

 From To MCW Series Inches mm mm mm Ø mm Ø mm

9.0          13.0 21.0 24.0 13.0 
 13.0 14.5   15.0 25.0 29.0 14.5
 14.5 18.0 15.0 32.0 
 18.0          20.0 15.0 31.5 36.5 
     20.0 23.0 15.0 32.0 37.0 
     23.0 26.0  15.0 38.0 44.0 
 26.0          30.0 15.0 41.0 47.0 
     30.0          33.0 15.0 47.0 54.0 
     33.0          36.0 52.0 58.0 
     36.0          41.0  56.0 64.0 
     41.0          44.0 59.0 67.0 
     44.0          52.0  66.5 77.0 
     52.0          60.0 80.0 92.0 
     60.0          66.0 85.0 97.0 
     66.0 72.0  90.0 103.0 
 72.0 80.0 105.0 122.0 
 80.0 90.0 20.0 117.0 135.0 

1 
Check Nut

2
Entry Seal Ring

3
Nipple Entry Part

4
Inner Seal Ring

5 6 7
Main Gland

Body
Outer Seal Ring Compression

Nut

C

D

Tolerance ± 1mm

Metal Craft

TM

INDUSTRIES

MCW 01SS (UN) 3/4" 
MCW 01S (UN) 3/4" 

15.0 

28.0 

13.0 

18.0 
14.5

18.0 
20.0 20.0 

MCW 01A (UN) 1" 
1" 
M28 
1.1/4" 
1.1/2" 
M40 
M42 
2" 
2" 
2" 
M70 
3" 
3.1/4" 
3.1/2" 
4" 

MCW 02 (UN)

MCW 03SP (UN)
MCW 04A (UN)

MCW 05A (UN)

MCW 06SP (UN)

MCW 07SP (UN)

MCW 08 (UN)

MCW 09 (UN)

MCW 010A (UN)

MCW 011SP (UN)
MCW 012 (UN)

MCW 013 (UN)
MCW 014 (UN)

MCW 015 (UN)

15.0 
15.0 

20.0 
15.0 

20.0 
20.0 
20.0 
20.0 

23.0 23.0 
26.0 26.0 
30.0 30.0 
33.0 33.0 
36.0 36.0 
41.0 41.0 

46.0 46.0 
52.0 52.0 

60.0 60.0 
66.0 66.0 

72.0 72.0 
80.0 80.0 

90.0 90.0 

Double Compression Unarmoured Weather Proof Cable Glands

Material : Brass (IS-319) Standard 
  (Al. / S.S. / M.S. also available)
Plating : Nickle Plated Standard
  (Chrome also available)
Entry Threads : BSC Standard
  (PG / Metric / NPT / BSP / also available)
Sealing Rubber Ring : Nitrile / Neoprene
Gland Standard : BS 6121
Ingress Protection : IP 66 as per IS 12063
Series :

Technical Data:

MCW (UN)

Fitting Sequence:
(A)

(B)

(C)

(D)

Pass item 7, 6, 5 , 4 & 3 respectively over cable .

Engage item 5  & 3 and tighten up .

Engage item 7  & 5 and tighten up .

Screw item 3, 2 into apparatus  
(Secure with item 1 if plain hole entry)

Accessories:
PVC Shroud and Ear th Tags are available 
with specified dimensions in accordance to the Gland separately.

Application:
Weather Proof Double Compression Glands are weather proof and dust proof 
(IP-66) which can be used in normal climatic condition. Also when protected 
by PVC shrouds it can be used in corrosive atmosphere.

These glands are available in different sizes and are suitable for all cables 
upto 1000 sq. mm. and control cables upto 61 cores.
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DC Weather Proof

Technical Specification

Material :
Brass (IS-319) Standard (Al. / S.S. / M.S. also 

available) 

Plating : Nickle Plated Standard (Chrome also available) 

Entry Threads :
BSC Standard (PG / Metric / NPT / BSP / also 

available) 

Sealing Rubber Ring : Nitrile / Neoprene 

Gland Standard : BS 6121 

Ingress Protection : IP 66 as per IS 12063 

Test Certi. No. CIMFR/TC/P/1396 Dt:13/01/2015

Series MCW 

Application

Weather Proof Double Compression Glands are weather proof and dust proof (IP-66) which can be used in normal climatic 

condition. Also when protected by PVC shrouds it can be used in corrosive atmosphere.

These glands are available in different sizes and are suitable for all cables upto 1000 sq. mm. and control cables upto 61 cores.

Accessories

PVC Shroud, Earth Tag, Stopping Plug, Reducer, Adaptor, etc. are available with specified dimensions in accordance to the Gland 

separately.

Fitting Sequence:

(a) Insert Part No. 9, 8 & 7 respectively on the Outer Sheath of the cable before exposing the Armour.

(b) After removing Outer Sheath of the cable, Insert Part No. 6 over the Exposed Armour.

(c) Size Armour length, Lift Armour & Insert Part No. 5 under the Armour, Taper Part Facing Inward Side, Squeeze Part No. 5 by 

pushing Part No. 6 towards it.

(d) Insert Part No. 4 & 3 on Inner Sheath, than tight Part No. 3 with Part No. 7 & Tight Part No. 9 with Part No. 7.

(e) Finally apply the full fitted Gland in the Enclosure with the entry thread provided, if the Enclosure does not have threaded 

entry than tight the Gland with the Part No. 1 provided.
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1. Check Nut 2. Entry Seal Ring 3. Nipple Entry Part 4. Inner Seal Ring
5. Armour 

Clamping Cone

 

6. Armour Clamping 

Ring
7. Main Gland Body 8. Outer Seal Ring 9. Compression Nut  

Table

Suitable Cable 

Overall Dia
MCI Code

A Nipple 

Entry 
B Length C (A/F) D (A/C) E Dia. F Dia

From To MCW Series Inches mm mm mm Ã� mm Ã� mm

6.0 12.0 MCW 01SS 3/4" 13.0 21.0 24.0 13.0 14.5

12.0 16.5 MCW 01S 3/4" 15.0 25.0 29.0 18.0 14.5

16.5 18.5 MCW 01 3/4" 15.0 27.5 31.5 19.0 14.5
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16.5 18.5 MCW 01A 1" 15.0 27.5 31.5 19.0 14.5

18.5 20.0 MCW 02 1" 15.0 30.0 34.5 21.0 18.0

18.5 20.0 MCW 02A 3/4" 15.0 30.0 34.5 21.0 14.5

20.0 23.0 MCW 03 1" 15.0 31.5 36.0 23.5 19.0

23.0 26.0 MCW 04 1" 15.0 36.0 41.5 27.0 20.5

23.0 26.0 MCW 04A 1 1/4"  15.0 36.0 41.5 27.0 22.0

26.0 30.0 MCW 05 1 1/4"  15.0 41.0 47.0 31.0 25.5

26.0 30.0 MCW 05A 1 1/2"  15.0 41.0 47.0 31.0 27.0

30.0 33.0 MCW 06 1 1/2" 15.0 47.0 54.0 34.5 31.0

30.0 33.0 MCW 06A 1 1/4" 15.0 47.0 54.0 34.5 27.0

33.0 37.0 MCW 07 1 1/2"  15.0 50.0 57.0 38.0 32.0

37.0 41.0 MCW 08 2" 15.0 56.0 64.0 42.5 38.5

41.0 46.0 MCW 09 2" 15.0 59.0 67.0 47.0 40.0

46.0 52.0 MCW 010 2" 20.0 67.0 77.0 53.0 44.0

46.0 52.0 MCW 010A 2 1/2" 20.0 67.0 77.0 53.0 48.0

52.0 54.0 MCW 011S 2 1/2" 20.0 74.0 85.0 57.0 51.0

54.0 61.0 MCW 011 2 1/2" 20.0 80.0 92.0 62.0 56.5 

61.0 66.0 MCW 012 3" 20.0 85.0 98.0 68.0 64.0

66.0 72.0 MCW 013A 3" 20.0 90.0 103.0 73.0 67.0 

72.0 78.0 MCW 013 3 1/4" 20.0 99.0 113.0 80.0 74.0

78.0 84.0 MCW 014 3 1/2"  20.0 105.0 121.0 85.0 78.0

84.0 94.0 MCW 015 4" 20.0 114.0 132.0 98.0 90.5

94.0 104.0 MCW 016 4 1/2" 20.0 130.0 149.0 106.0 101.0

 Tolerance + 1mm
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DESIGN DATA SHEET

Drawing No. SS/57-4

Date :- 14.10.2021

DOWELL'S CABLE ACCESSORIES PVT LTD

CUSTOMER:- M/s. ELECTRO SALES CORPORATION

CLIENT:- M/s. BHEL

ALL DIMENSIONS ARE IN MM

TOLERANCES:- +/- 5% NOT TO SCALE

RAW MATERIALS

COPPER

ALUMINIUM

BRASS -

FINISH:- ELECTRO TINNED

DRAWN BY

REV. BY

APPRVD BY

S. SHAIKH

J.S. PATEL

V. JOSHI

RECOMMENDED TOOL

-

REVISION

DATE

R0

14.10.2021

R1

-

R2

-

R3

-

PROJECT:-2 x 660 MW Maitree Super Critical Thermal Power Project IS-191 ETP

-

CATALOG NO.

SIZE (sq-mm)

ØA ØD J1 J2

EHI-508 0.5 1.0 2.6 15 8

TITLE:- COPPER END SEALING FERRULES

Customer:-Anish Electricals,Kolkata
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DESIGN DATA SHEET

Drawing No. SS/57-2

Date :- 14.10.2021

DOWELL'S CABLE ACCESSORIES PVT LTD

TITLE:- COPPER TUBE TERMINALS AS PER DIN-46235

CUSTOMER:- M/s. ELECTRO SALES CORPORATION

CLIENT:- M/s. BHEL

ALL DIMENSIONS ARE IN MM

TOLERANCES:- +/- 5% NOT TO SCALE

RAW MATERIALS

COPPER

ALUMINIUM

BRASS -

FINISH:- ELECTRO TINNED

DRAWN BY

REV. BY

APPRVD BY

S. SHAIKH

J.S. PATEL

V. JOSHI

RECOMMENDED TOOL

-

REVISION

DATE

R0

14.10.2021

R1

-

R2

-

R3

-

PROJECT:-2 x 660 MW Maitree Super Critical Thermal Power Project IS-191 ETP

-

CATALOG NO.
SIZE (sq-mm)

STUD ØA B D E ØC G H J

DIN-6-6 6 M6 3.8 10 8.5 6.4 5.5 7.5 8.0 31.5

DIN-10-6 10 M6 4.5 10 9.0 6.4 6.0 7.5 8.5 34.5

DIN-16-6 16 M6 5.5 20 13.0 6.4 8.5 7.5 8.0 43.5

DIN-25-8 25 M8 7.0 20 16.0 8.4 10.0 10.0 10.0 48.0

DIN-35-8 35 M8 8.2 20 17.0 8.4 12.5 10.0 10.0 52.0

DIN-50-10 50 M10 10.0 28 22.0 10.5 14.5 12.0 12.0 64.0

DIN-70-10 70 M10 11.5 28 24.0 10.5 16.5 12.0 12.0 67.0

DIN-95-12 95 M12 13.5 35 28.0 13.0 19.0 13.0 13.0 78.0

DIN-120-12 120 M12 15.5 35 32.0 13.0 21.0 16.0 17.0 86.0

DIN-150-12 150 M12 17.0 35 34.0 13.0 23.5 16.0 17.0 94.0

DIN-185-12 185 M12 19.0 40 37.0 13.0 25.5 16.0 17.0 98.0

DIN-240-12 240 M12 21.5 40 42.0 13.0 29.0 16.0 17.0 108.0

DIN-300-16 300 M16 24.5 50 48.0 17.0 32.0 19.0 22.0 119.0

DIN-400-16 400 M16 27.5 70 55.0 17.0 38.5 25.0 25.0 140.0

Customer:-Anish Electricals,Kolkata
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SECTION A-A

A A

J1

DESIGN DATA SHEET

Drawing No. SS/57-3

Date :- 14.10.2021

DOWELL'S CABLE ACCESSORIES PVT LTD

CUSTOMER:- M/s. ELECTRO SALES CORPORATION

CLIENT:- M/s. BHEL

ALL DIMENSIONS ARE IN MM

TOLERANCES:- +/- 5% NOT TO SCALE

RAW MATERIALS

COPPER

ALUMINIUM

BRASS -

FINISH:- ELECTRO TINNED

DRAWN BY

REV. BY

APPRVD BY

S. SHAIKH

J.S. PATEL

V. JOSHI

RECOMMENDED TOOL

-

REVISION

DATE

R0

14.10.2021

R1

-

R2

-

R3

-

PROJECT:-2 x 660 MW Maitree Super Critical Thermal Power Project IS-191 ETP

-

CATALOG NO.

SIZE (sq-mm)

ØA ØC D B J J1

CPI-17 1.5 1.6 3.2 1.9 5 17 10

CPI-18 2.5 2.3 3.9 1.9 5 17 10

TITLE:- COPPER PIN TERMINALS-INSULATED

Customer:-Anish Electricals,kolkata
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CATALOG NO.

SIZE (sq-mm)

STUD E ØA ØC D F B H G J

CUS-541 2.5 M6 6.5 2.4 4.0 10 0.8 7 6 5 20

CUS-543 4.0 M6 6.5 3.1 4.8 10 1.0 7 6 5 20

DESIGN DATA SHEET

Drawing No. SS/57-1

Date :- 14.10.2021

DOWELL'S CABLE ACCESSORIES PVT LTD

CUSTOMER:- M/s. ELECTRO SALES CORPORATION

CLIENT:- M/s. BHEL

ALL DIMENSIONS ARE IN MM

TOLERANCES:- +/- 5% NOT TO SCALE

RAW MATERIALS

COPPER

ALUMINIUM

BRASS -

FINISH:- ELECTRO TINNED

DRAWN BY

REV. BY

APPRVD BY

S. SHAIKH

J.S. PATEL

V. JOSHI

RECOMMENDED TOOL

-

REVISION

DATE

R0

14.10.2021

R1

-

R2

-

R3

-

PROJECT:-2 x 660 MW Maitree Super Critical Thermal Power Project IS-191 ETP

-

D

F

B

J

ØC

ØA

E

G

H

TITLE:- COPPER TUBE TERMINAL HEAVY DUTY- OPEN AT-K

Customer:-Anish Electricals,kolkata
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(Copper)

(Copper)
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