	SCHEDULE OF WORK (Indent No; CG7P0262)                                           Dt.12-1-08

	SUPPLY, ERECTION AND PROVE OUT OF AIR CONDITIONING 27.6 TR (11TR- 1no. + 8.3 TR- 2nos.) SYSTEM FOR  Fr 9FA  Other areas                                             

	Pre-Qualification Criteria: All the following criteria shall be satisfied by the prospective contractor

	Sl.No
	Criteria
	Offered
	Remarks from BHEL

	1
	To submit proof for achieving annual average turnover of minimum Rs.20.0 Lakhs towards supply, installation, commissioning of HVAC works in all three financial years ending 31st Marcch-2007.


	 
	 

	
	
	
	

	2
	To submit proof of satisfactorily executed as a prime contractor of at least THREE similar HVAC works  of value not less than 4.0 lakhs each during the last THREE years ending 31st March-2007.
	 
	 

	3
	Certificate to the effect that tenderer is an own equipment manufacturer (OEM) / Authorized agent of HVAC equipment manufacturer.
	 
	 


	AREAS TO BE AIRCONDITIONED:
Conference Room size : 10000 W X 8700 L X 4000 H  (940 SFT) - 1st floor
Calibration Room size: 10000 W X 7315 L X 4000 H  (790 SFT) – Gr. Floor

Local Control Room size: 10000W X 12000 L X 4000 H  (1296 SFT) - Gr. Floor 

All with false roof. Requires to be air-conditioned


	Sl.No.
	BHEL Requirement
	unit
	Qty
	Unit rate
	Amount

	1
	8.3 TR Ductable Split Air conditioner with 1 no. hermetically sealed scroll compressor imported from Copland, USA. DX cooling coil and thermostatic expansion valve with Factory fabricated micro processor control panel. 

Make: LG/VOLTAS/BLUE STAR/ BOTLIBAI/ ETA/ Daikin/ Haire/ Carrier only
	Nos.
	2
	
	

	2
	11 TR Ductable Split Air conditioner with 2 nos. hermetically sealed scroll compressor imported from Copland, USA. DX cooling coil and thermostatic expansion valve with Factory fabricated micro processor control panel.

Make: LG/VOLTAS/BLUE STAR/ BOTLIBAI/ ETA/ Daikin/ Haire/ Carrier only
	Nos.
	1
	
	


	Sl.No.
	DETAILS OF WORK:
	Unit


	Qty
	Unit rate


	Amount

	1
	Charges for interconnecting drawn copper piping (5/8" and 7/8")
	Rmt
	60
	
	

	2
	Charges for interconnecting drawn copper piping (3/8" and 5/8")
	Rmt
	45
	
	

	3
	Drain Piping 1" PVC
	Rmt
	90
	
	

	4
	Galvanized steel sheet ducting:
	
	
	
	

	
	24 G
	Sqmt
	160
	
	

	
	22 G
	Sqmt
	40
	
	

	5
	Thermal insulation of the duct with 25 mm thick Cr 150 aluminum foil faced fiber glass
	Sqmt
	60
	
	

	6
	Acoustic insulation of the duct with 12 mm Cr 300 fiberglass with RP tissue paper and perforated aluminum sheet
	Sqmt
	50
	
	

	7
	Aluminum powder coated supply air grilles/ diffusers with MS black painted dampers
	Sqmt
	4
	
	

	8
	Aluminum powder coated return air grilles/ diffusers without dampers.
	Sqmt
	2
	
	

	9
	Fresh air MS dampers
	Nos.
	3
	
	

	10
	Initial Charge for refrigerant (R22) gas.
	kgs
	32
	
	

	11
	Canvas Connections
	Nos.
	3
	
	

	12
	V I pads for support
	Nos.
	16
	
	

	13
	PVC armoured cabling
	Rmt
	100
	
	

	14
	Lifting, shifting Charges
	Lot
	1
	
	

	15
	Standard testing, commissioning and installation charges with transportation
	Lot
	1
	
	

	16
	All minor civil works connected with above AC contract like minor openings & finishing for ducting etc., are in contractor’s scope only
	LS
	LS
	
	

	17
	Supply of wall mounted temp cum humidity indicator (Min. size Half inch LED)
	3 no.
	
	
	

	18
	Energy meter (Watt-Hour meter) for the total system
	1 no.
	
	
	

	19
	Prove out of total system: Uniform Temp of 220  +/- 50 C every where in the room 
	
	
	
	

	20
	False roof is not in the scope of contractor
	
	
	
	

	21
	Payment for low side works shall be on actual measurement only
	
	
	
	

	22
	Completion of work: 
	One Month from placement of order
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