
                               PRE-QUALIFICATION REQUIREMENTS 

 

Ref. No. : SBD/Ins. Prodn /PQR-MP                       Dt :  29-04-2022 
   

ITEM : Metal Parts (MS Components)  for Porcelain Insulators  
                  
P.R.No.   : ARC   
    
  
S. No. BHEL qualification requirement Documents Required 

  I.   PRE QUALIFICATION CRITERIA   
1 Vendor must be a manufacturer and doing 

business of supplying Fabricated 
components preferably to Insulator 
Manufacturers.   

Submitted / Not submitted (vendor 
should provide documentary 
evidence by way of list of 
PO/Invoice.) 

2 Vendor should have fabrication facilities 
consisting mainly cutting, grinding milling, 
drilling, turning & welding.  

Submitted / Not submitted (Vendor 
should provide documentary 
evidence by way of manufacturing 
facilities & capacity etc) 

3 Vendor should be regular supplier of 
fabricated Galvanised components 
(Galvanising per IS 2629 or equivalent) to 
their customers.  (2 such invoices & 
Galvanising TCs to be produced as 
evidence supplied in last 3 months). 
Galvanising facility can be in-house or Third 
party galvaniser.  

Submitted / Not submitted (Vendor 
should provide documentary 
evidence by way of Invoice & 
Galvanising TCs )  

4 Material supplied should be durable and 
vendor should guarantee for its durability 
for minimum three years in use. 

Acceptable / Not acceptable 

5 Vendor should accept for pre-despatch 
inspection of material as per BHEL 
drawings. 

Vendor to confirm Acceptable / Not 
acceptable 

6 Vendor should be ISO 9001:2015 certified. Submitted / Not submitted (A valid 
ISO 9001:2015 for the manufacturing 
facility of castings) 

 Note: Vendors to indicate clearly for acceptance or non-acceptance against each 
point. Technical bid can be processed further only when points mentioned above are 
responded and required documents are submitted. 
 
 
 
 

           DINESH KUMAR 
  Sr. Engineer / Insulator Production 
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