Cat-2
BHEL Comments

HPCL/VRMP-3.

1. Drum No. is to be corrected for HPCL/VRMP-4 in place of

2. Negative tolerance is not allowed.
3. Overall length tolerance shall be +2% only.
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@ DOCUMENT REVIEW DETAILS

No Comments.
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Cable Cutting & Cable Drum Schedule for 66kV XLPE Cable
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dkshukla
Text Box
Cat-2
BHEL Comments
1. Drum No. is to be corrected for HPCL/VRMP-4 in place of HPCL/VRMP-3.
2.  Negative tolerance is not allowed. 
3. Overall length tolerance shall be +2% only.



Project: 66kV GIS System for CPP Package, VRMP, Vishakh Project
]
Material: 66kV XLPE Cable & Accessories Ste r , l e owe r
Cable Route Finalization and Cable Drum Schedule
Route Length as drawing & other details available
Turns/ Bends /
i GIS End Transformer end
- Ouside GiS Ups/ Downs ( Additional
S.No. Route Description  |Cable Size _ Building (As Trench/ Tresle) Length to cope
Trefoils Within confirmed by Total route Final Route| Total Cable
e i up Actual Drum Schedule
Building PE&SD vide Length . Length Length
Requirement
email dtd.
(5%)
09.01.2019) Length used i i Length used| i .
Vertical Length| Snaking/ Vertical Length| Snaking/
for o for L Length
L for Termination|Loop Length .. | for Termination| Loop Length
Termination Termination
No. of Standarized | Drum Identification Standard
From To (sqmm) (Nos.) (Meters) (Meters) (Meters) (Meters) (Meters) (Meters) (Meters) (Meters) (Meters) (Meters) (Meters) (Meters) (Meters) Conclusion | Length Drums Cable Remarks
Drum No
(Nos.) ' Length
1 66KV GIS Bay Tzzo/?ekv 500 3 40 62 3 8 6 3 10 6 6 144 6 150 1353 No negative 1353 2 800 HPCL/VRP-1 1600 d5 Len:“:lsl.m 0'::
(Bay No. Fig) | rans'ome tolerance HPCL/VRMP-2 rum, & Lengihs
r-01 in one drum
2 66kV GIS Bay T220/(f36kv 500 3 40 70 3 8 6 3 10 6 6 152 7 159 1435 No negative 1435 2 800 HPCLIVRIP-3 1600 d5 Lenit:sl.m OT:
(Bay No. F23) ranstorme tolerance HPCL/VRMP-3 rum, engins
r-02 in one drum
66kV GIS Bay areo7 No negative HPCL/VRMP-5
3 Transforme| 500 3 40 260 3 8 6 3 10 6 8 344 17 361 3251 3251 3 1150 HPCL/VRMP-6 3450
(Bay No. F03) tolerance
r HPCL/VRMP-7
66kV GIS Bay STG No negative
4 Transforme) 500 1 30 281 3 8 6 3 10 6 8 355 18 373 1118 1118 1 1150 HPCL/VRMP-10 1150
(Bay No. F12) o1 tolerance
-
CPP Utility|
5 66kV GIS Bay SWltcdhboar 500 2 30 298 3 8 6 3 10 6 8 372 19 391 2344 No negative 2344 2 1200 HPCLIVRIP-11 2400
(Bay No. F10) - ; tolerance HPCL/VRMP-12
ransforme|
r-01
CPP Utility|
6 66KV GIS Bay SWIthhboa 500 2 20 314 3 8 6 3 10 6 8 378 19 397 2381 No negative 2381 2 1200 HPCLIVRIIP-13 2400
(Bay No. F19) T ; tolerance HPCL/VRMP-14
ransforme|
r-02
CPP Aux
itch
66kV GIS Bay Switchboa No negative
7 (Bay No. FO1) d 500 1 40 253 3 8 6 3 10 6 8 337 17 354 1062 tolerance 1062 1 1150 HPCL/VRMP-8 1150
’ Transforme
r-01
DOCUMENT REMWIEW DETAILS |
itch [
ﬁ:l 66kV GIS Bay Switchboa ' No negative
L) M C "“"”_E“‘SN 1A d 500 1] 30 266 3 8 6 3 10 6 8 340 17 357 1071 1071 1 1150 HPCL/VRMP-9 1150
[ Proceed @@H mghl.ll:f'aglu e £pbrisation as per the | tolerance
|_2J TrEPRIeANAL !
commented document. Revised docurrient required. |
| Documment does not conform tru'(\b%sic j2gquirements
=88 marked. HesdaDmmT 07 review.
A Whetsined for Records. |T| Veid. Total Nos. of Drums : 14 Total Qty: 14900

|

. . !
Signature with Date 15~JAN-2019 |
.
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Deputy Manager.
PE&SD (Electrical)
BHEL -Hyderabad.
040-23184639.

From: VENKATESH KUNCHAMWAR [mailto:kvenkatesh@bhel.in]

Sent: Wednesday, January 09, 2019 11:07 AM
To: 'dkshukla' <dkshukla@bhel.in>

Cc: 'sureshp' <sureshp@bhel.in>; 'allampati1l118' <allampatil118@bhel.in>; 'Narasimham K V' <narasimham@bhel.in>
Subject: FW: EHV Cable laying in 66kV GIS Cellar Room-reg.

Dear Sir

With reference to the tele discussions had on 09.01.19, following are the route lengths for your info and further action.

(1] wo

2 Prd
(=lel]
Do

3: as

@’F‘EF
Signaturéwith-Date—26~JAN-2010-
Name of Reviewer SAl ACHUTUNI (A738)

Transmittal No.

66kV cables From Identification Number To Route Length Remarks
The route length furnished is up to the
SS-93 building only and does not over
the route inside the cellar in SS-93
building. Further, no loop lengths are
66kV GIS GTR-7 | GTG Trafo 260 considered.
The route length furnished is up to the
SS-93 building only and does not over
the route inside the cellar in SS-93
building. Further, no loop lengths are
66kV GIS TR-9401 | Aux Trafo -1 253 considered.
The route length furnished is up to the
SS-93 building only and does not over
the route inside the cellar in SS-93
DOCUMENT REVIEW DETAILS building. Further, no loop lengths are
66kV GIS TR-9402 | Aux Trafo -2 266 considered.
Comments. _ The route length furnished is up to the
3:5::32&1";22?.‘“FESVCSZS’;?J--';;‘;:’i E:;:ir::d. $S-93 building only and does not over
fﬁ“;'f:;_"F‘{’::ug:if‘;;ff;vmie‘;Ib“'= roquiremEnts the route inside the cellar in SS-93
R [v ] voia. building. Further, no loop lengths are
66kV GIS STR-1 | STG Trafo 281 considered.
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66kV GIS

TR-9403

Utility Trafo-1

298

The route length furnished is up to the
SS-93 building only and does not over
the route inside the cellar in SS-93
building. Further, no loop lengths are
considered.

66kV GIS

TR-9404

Utility Trafo-2

314

The route length furnished is up to the
SS-93 building only and does not over
the route inside the cellar in SS-93
building. Further, no loop lengths are
considered.

220/66kv Trafo

TR 9301

66kV GIS

48

The route length furnished is up to the
$S-93 building only and does not over
the route inside the cellar in SS-93
building. Further, no loop lengths are
considered.

220/66kv Trafo

TR 9302

66kV GIS

70

The route length furnished is up to the
$S-93 building only and does not over
the route inside the cellar in SS-93
building. Further, no loop lengths are
considered.

220kV cable From

Identification Number

To

Route Length

220/66kv Trafo

TR 9301

220kV GIS

92

The route length furnished is up to the
220kV cable terminal point and does not
cover the customer area routing.
Further, no loop lengths are considered.

220/66kv Trafo

TR 9301

220kV GIS

71

The route length furnished is up to the
220kV cable terminal point and does not
cover the customer area routing.
Further, no loop lengths are considered.

DOCUMENT REVIEW DETAILS

©

NolComments.

cofnmented document. Revised docs FEGUIRE

P d with facture / fabricat] . |
raceea Wi manuiacture aprica Trgam%ﬁe)'iréggv Traf‘

|

TR 9303

220kV GIS

28

The route length furnished is up to the
220kV cable terminal point and does not
cover the customer area routing.
Further, no loop lengths are considered.

o] [~][=]

Dopument does not conform to basig requirements
as marked. Resubmit for review,

Retained for Records.

[\Z2R{33kv Traf

\=J

TR 9304

220kV GIS

48

The route length furnished is up to the
220kV cable terminal point and does not

&

Signature with Date 15-JAN-2019

Name of Reviewer SAl ACHUTUNI (A738)

Transmittal No.
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No Comments

@ DOCUMENT REVIEW DETAILS

No Comments.

Proceed with manufacture / fabrication as per the
commented document. Revised document required.

Document does not conform to basic requirements
as marked. Resubmit for review.

Retained for Records. Void.
Signature with Date 15-JAN-2019
Name of Reviewer SAIACHUTUNI(A738)

Transmittal No.
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