
1 AA1011703122 HR Carbon Steel Coil 2.0 mm 1250mm
IS 2062 E350 A / IS 1079 HR3(DD)/ BS 

EN 10025 -S355 JR
Hot rolled coil RTE:262/00 MT 1100.00 1100.00

2 AA1011703114 HR Carbon Steel Coil 2.5 mm 1250mm
IS 2062 E350 A / IS 1079 HR3(DD)/ BS 

EN 10025 -S355 JR
Hot rolled coil RTE:262/00 MT 110.00 110.00

Total 1210.00 1210.00

Note :-

1. Quanity Tolerance: Applicable + / - 5% on individual item quantity and on over all also is allowed. Supplies beyond this tolerance  will be rejected and 

2. In case of supplies from any new foreign supplier, material inspection shall be carried out by Third Party Inspection Agency like Lloyds or SGS or BVQI 

3. In case of offer with equivalent material grade, then copy of the entire specification of that equivalent material grade shall be sent along with the techno-

4. BIS certification is applicable for the above sizes.

6. Annexure A & C is to be scanned and submitted during submission of offer through EPS.

Incase of any clarification, kindly email to  pandian@bhelrpt.co.in / ssankar@bhelrpt.co.in & contact @ 04172 284255 / 284654 between 0830 hrs to 1630 hrs 

Offers are invited through EPS from prospective suppliers for supply of Hot rolled coils as per Scope, Size, Specification, Standards and Quantities as listed below. 

DESCRIPTIONMATERIAL CODESNO

Senior Manager/Purchase (Steel)

5. Offer has to be submitted through e-Procurement System (EPS) only .In case of direct hard copy offers, the same will be returned to the supplier without opening.

GRADE Supply condition

     returned back to the supplier.

     prior to shipment at Supplier's work and total inspection charges shall be borne by the supplier only. (Or by BHEL also)

Width
Delivery Required 

within 8 weeks

    commercial bid without fail for our verification and acceptance.

BHEL :: BAP :: RANIPET  PURCHASE  DEPARTMENT

ANNEXURE-A TO OPEN TENDER 4460777E/12.10.2016

TDC UNIT

SCOPE : SUPPLY OF HOT ROLLED CARBON STEEL COILS AS MENTIONED BELOW;                                                                                                                                                                                    

MATERIAL SPECIFICATION:  IS 2062 E350 A / IS 1079 HR3 (DD) / BS EN 10025 -S355 JR  OR ITS EQUIVALENT

Quantity


